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	Other comments:
	R5-185849r1
   reportUplinkTxDirectCurrent-v15xy is changed to reportUplinkTxDirectCurrent-v1530
   csi-Mask-v15xy is changed to csi-Mask-v1530.

   dataInactivityTimer-v15xy is changed to dataInactivityTimer-v1530.

   totalNumberOfRA-Preambles-v15xy is changed to totalNumberOfRA-Preambles-v1530, and the value is set to Not present.


<Start of first modified section>
4.6.3
Radio resource control information elements
<unchanged tables skipped>

–
CellGroupConfig
Table 4.6.3-13: CellGroupConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    RLC-Bearer-Config[1]
	RLC-Bearer-Config
	
	

	  }
	
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	ms1000
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	

	        uplink
	RACH-ConfigDedicated
	
	

	      }
	
	
	

	      smtc
	Not present
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      setup
	RLF-TimersAndConstants
	
	

	    }
	
	
	

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToReleaseList
	Not present
	
	

	  reportUplinkTxDirectCurrent-v1530
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


<unchanged tables skipped>
–
LogicalChannelConfig
Table 4.6.3-47: LogicalChannelConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelConfig ::= SEQUENCE {
	
	
	

	  ul-SpecificParameters SEQUENCE {
	
	
	

	    priority
	1
	
	

	    prioritisedBitRate
	infinity
	
	

	    bucketSizeDuration
	ms50
	
	

	    allowedServingCells
	Not present
	
	

	    allowedSCS-List 
	Not present
	
	

	    maxPUSCH-Duration
	Not present
	
	

	    configuredGrantType1Allowed
	Not present
	
	

	    logicalChannelGroup
	1
	
	HI

	
	2
	
	LO

	    schedulingRequestID
	Not present
	
	

	    logicalChannelSR-Mask
	false
	
	

	    logicalChannelSR-DelayTimerApplied
	false
	
	

	    bitRateQueryProhibitTimer
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	HI
	Used for DRBs with high logical channel priority 

	LO
	Used for DRBs with low logical channel priority


<unchanged tables skipped>
–
MAC-CellGroupConfig
Table 4.6.3-49: MAC-CellGroupConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      drx-onDurationTimer CHOICE {
	
	
	

	        milliSeconds
	ms6
	
	

	      }
	
	
	

	      drx-InactivityTimer
	ms1280
	
	

	      drx-HARQ-RTT-TimerDL
	56
	
	

	      drx-HARQ-RTT-TimerUL
	56
	
	

	      drx-RetransmissionTimerDL
	sl16
	
	FR1

	
	sl64
	
	FR2

	      drx-RetransmissionTimerUL
	sl16
	
	FR1

	
	sl64
	
	FR2

	      drx-LongCycleStartOffset CHOICE {
	
	
	

	        ms10240
	0
	
	

	      }
	
	
	

	      shortDRX
	not present
	
	

	      drx-SlotOffset
	0
	
	

	    }
	
	
	

	  }
	
	
	

	  schedulingRequestConfig
	SchedulingRequest-Config
	
	

	  bsr-Config SEQUENCE {
	
	
	

	    periodicBSR-Timer
	sf1
	
	

	    retxBSR-Timer
	sf80
	
	

	    logicalChannelSR-DelayTimer
	Not present
	
	

	  }
	
	
	

	  tag-Config SEQUENCE {
	
	
	

	    tag-ToReleaseList
	Not present
	
	

	    tag-ToAddModList SEQUENCE (SIZE (1..maxNrofTAGs)) OF SEQUENCE {
	1 entry
	
	

	      tag-Id
	0
	
	

	      timeAlignmentTimer
	infinity
	
	

	    }
	
	
	

	  }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      phr-PeriodicTimer
	sf10
	
	

	      phr-ProhibitTimer
	sf0
	
	

	      phr-Tx-PowerFactorChange
	dB1
	
	

	      multiplePHR
	true
	
	

	      dummy
	false
	
	

	      phr-Type2OtherCell
	false
	
	

	      phr-ModeOtherCG
	real
	
	

	    }
	
	
	

	  }
	
	
	

	  skipUplinkTxDynamic
	false
	
	

	  csi-Mask-v1530
	Not present
	
	

	  dataInactivityTimer-v1530
	Not present
	
	

	}
	
	
	


<unchanged tables skipped>
–
PhysicalCellGroupConfig
Table 4.6.3-80A: PhysicalCellGroupConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalCellGroupConfig ::= SEQUENCE {
	
	
	

	  harq-ACK-SpatialBundlingPUCCH
	true
	
	

	  harq-ACK-SpatialBundlingPUSCH
	true
	
	

	  p-NR-FR1
	P-Max
	
	

	  pdsch-HARQ-ACK-Codebook
	dynamic
	
	

	  tpc-SRS-RNTI
	Not present
	
	

	  tpc-PUCCH-RNTI
	Not present
	
	

	  tpc-PUSCH-RNTI
	Not present
	
	

	  sp-CSI-RNTI
	Not present
	
	

	  cs-RNTI
	Not present
	
	

	  mcs-C-RNTI
	Not present
	
	

	  p-UE-FR1
	Not present
	
	

	}
	
	
	


<unchanged tables skipped>
–
RACH-ConfigDedicated
Table 4.6.3-99: RACH-ConfigDedicated

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigDedicated::= SEQUENCE {
	
	
	

	  cfra SEQUENCE {
	
	
	

	    occasions SEQUENCE {
	
	
	

	      rach-ConfigGeneric
	RACH-ConfigGeneric
	
	

	      ssb-perRACH-Occasion
	one
	
	

	    }
	
	
	

	    resources CHOICE {
	
	
	

	      ssb SEQUENCE {
	
	
	

	        ssb-ResourceList SEQUENCE (SIZE(1..maxRA-SSB-Resources)) OF {
	
	
	

	          ssb
	SSB-Index
	
	

	          ra-PreambleIndex
	8
	
	

	        }
	
	
	

	        ra-ssb-OccasionMaskIndex
	0
	
	

	      }
	
	
	

	    totalNumberOfRA-Preambles-v1530
	Not present
	
	

	    }
	
	
	

	  ra-Prioritization
	Not present
	
	

	}
	
	
	


<End of modified section>
