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<<< START OF CHANGES >>>
7.9A.0
Minimum conformance requirements

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

· General receiver spurious emission requirements for Intra-band non-contiguous CA is TBD
The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE antenna connector.
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the UE shall meet the Rx spurious emissions requirements specified in subclause 7.9 for each component carrier while all downlink carriers are active.
For NR CA configurations including an operating band without uplink band (as noted in Table 5.2-1), the power of any narrow band CW spurious emission shall not exceed the maximum level specified in Table 7.9A-1.
Table 7.9A-1: General receiver spurious emission requirements for Intra-band contiguous CA

	Frequency range
	Measurement

bandwidth
	Maximum level
	NOTE

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12.75 GHz
	1 MHz
	-47 dBm
	

	12.75 GHz ( f ( 5th harmonic of the upper frequency edge of the DL operating band in GHz
	1 MHz
	-47 dBm
	2

	12.75 GHz – 26 GHz
	1 MHz
	-47 dBm
	3

	NOTE 1:
Unused PDCCH resources are padded with resource element groups with power level given by PDCCH_RA/RB as defined in Annex C.3.1. 

NOTE 2:
Applies for Band that the upper frequency edge of the DL Band more than 2.69 GHz.

NOTE 3:
Applies for Band that the upper frequency edge of the DL Band more than 5.2 GHz.


The normative reference for this requirement is TS 38.101 [2] clause 7.9A.1, 7.9A.2 and 7.9A.3.
<<< END OF CHANGES >>>
