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<Start>

8.1.1.4.2
RRC resume / Suspend-Resume / Reception of RRC setup
8.1.1.4.2.1
Test Purpose (TP)

(1)

with { UE in NR RRC_INACTIVE state and sends RRCResumeRequest message to resume RRC Connection }

ensure that {

  when { UE receives a RRCSetup message }

    then { UE discards any stored UE Inactive AS context, suspendConfig and indicate to upper layers fallback of the RRC connection by sending RRCSetupComplete message }

            }

8.1.1.4.2.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 38.331 clause 5.3.3.4 and 5.3.13.7. 

[TS 38.331, clause 5.3.3.4]

The UE shall perform the following actions upon reception of the RRCSetup:

1>
if the RRCSetup is received in response to an RRCReestablishmentRequest; or

1>
if the RRCSetup is received in response to an RRCResumeRequest or RRCResumeRequest1:

2>
discard any stored UE Inactive AS context and suspendConfig;
2>
discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;

2>
release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP;

2>
release the RRC configuration except for the default MAC Cell Group configuration and CCCH configuration;
2>
indicate to upper layers fallback of the RRC connection;
2>
stop timer T380, if running;
1>
perform the cell group configuration procedure in accordance with the received masterCellGroup and as specified in 5.3.5.5;

1>
perform the radio bearer configuration procedure in accordance with the received radioBearerConfig and as specified in 5.3.5.6;

1>
if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;

1>
stop timer T300, T301 or T319 if running;

1>
if T390 is running:

2>
stop timer T390 for all access categories;

2>
perform the actions as specified in 5.3.14.4.
1>
stop timer T302, if running;
1>
stop timer T320, if running;

1>
if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:

2>
enter RRC_CONNECTED;

2>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCSetupComplete message as follows:

2>
if upper layers provide an 5G-S-TMSI:

3>
if the RRCSetup is received in response to an RRCSetupRequest:

4>
set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI-Part2;

3>
else:

4>
set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI;

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;

2>
if upper layers provide the 'Registered AMF':

3>
include and set the registeredAMF as follows:

4>
if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:

5>
include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;

4>
set the amf-Identifier to the value received from upper layers;

3>
include and set the guami-Type to the value provided by the upper layers;

2>
if upper layers provide one or more S-NSSAI (see TS 23.003 [21]):

3>
include the s-nssai-List and set the content to the values provided by the upper layers;

2>
set the dedicatedNAS-Message to include the information received from upper layers;

1>
submit the RRCSetupComplete message to lower layers for transmission, upon which the procedure ends

 [TS 38.331, clause 5.3.13.7]

The UE shall:

1>
perform the RRC connection setup procedure as specified in 5.3.3.4.

8.1.1.4.2.3
Test Description

8.1.1.4.2.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1

-
System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cell.

UE:

-
None.

Preamble:

-
The UE is in 5GS state 2N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-2.

8.1.1.4.2.3.2
Test procedure sequence

Table 8.1.1.4.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched identity (correct fullI-RNTI).
	-
	NR RRC: Paging
	-
	-

	2
	The UE transmit an RRCResumeRequest message to resume RRC Connection by setting resumeIdentity to the stored shortI-RNTI value?
	-->
	NR RRC: RRCResumeRequest
	-
	-

	3
	The SS transmits an RRCSetup message in response to RRCResumeRequest message.
	<--
	NR RRC: RRCSetup
	-
	-

	4
	The UE transmits an RRCSetupComplete message by discarding any stored UE Inactive AS context and suspendConfig.
	-->
	NR RRC: RRCSetupComplete
	1
	P


8.1.1.4.2.3.3
Specific message contents
FFS
<End>
