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	Reason for change:
	The current mapping of NRf1 with mid range frequency makes the single cell test cases which use Cell1, and as a consequence use NRf1, use mid-range frequency. And as a result, it requires the support of non-zero offsettocarrier which adds to the complexity of frequency parameters. 
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6.2.3
Default test frequencies

Editor’s note:
For FR2 test frequencies using 100 MHz default channel bandwidth it is FFS if 100MHz channel bandwidth can be used for FR2 multicell protocol testing.

6.2.3.1
Test frequencies for NR standalone signalling testing

The default channel bandwidth for signalling test is specified per NR band. The test frequencies are defined so that no frequency overlapping takes place, in order to avoid unnecessary inter-frequency interference.

For some NR bands (e.g. n51 or n76), only one test frequency NRf1 is defined. All other operating bands can accommodate at least three test frequencies NRf1, NRf2 and NRf3 (NRf3<NRf1<NRf2). The fourth test frequency NRf4 (NRf3<NRf1<NRf4<NRf2) is applicable to the operating bands which have at least quadruple of the default bandwidth.

The signalling test frequencies NRf1, NRf2, NRf3, and NRf4 and associated signalling parameters for bands with up to three frequencies are mapped as follows: Mid Range (NRf3), Low Range (NRf1) and High Range (NRf2). For bands with up to four frequencies, the frequencies are mapped as follows:  Mid-Low Range (NRf3), High Range (NRf2), Low Range (NRf1) and Mid-High Range (NRf4). For bands with up to two frequencies, the frequencies are mapped as follows:  Low Range (NRf1), High Range (NRf2). For bands with only one test frequency, the frequency is mapped as follows: Low Range (NRf1).

The test frequencies, subcarrier spacing, default channel bandwidth, SS/PBCH block and CORESET#0 parameters for signalling is specified in Table 6.2.3.1-1 (FDD FR1 BW 5MHz), Table 6.2.3.1-2 (FDD FR1 BW 10MHz), Table 6.2.3.1-3 (TDD FR1 BW 5MHz), Table 6.2.3.1-4 (TDD FR1 BW 10MHz), Table 6.2.3.1-4A (TDD FR1 BW 60MHz),Table 6.2.3.1-5 (TDD FR1 BW 100MHz) and Table 6.2.3.1-6 (TDD FR2 BW 100MHz).

