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<< Start of change>>
8.2.3.12.1.3.3
Specific message contents

Table 8.2.3.12.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.12.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8, condition MEAS


Table 8.2.3.12.1.3.3-2: MeasConfig (Table 8.2.3.12.1.3.3-1)

	Derivation Path: 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entries
	
	

	    measObjectId[1]
	IdMeasObject-NRf1
	
	

	    measObject[1]
	MeasObjectNR-GENERIC (NRf1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-NR
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-NR-r15(-72, -85)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-NRf1
	
	

	    reportConfigId[1]
	IdReportConfig-B2-NR
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	}
	
	
	


Table 8.2.3.12.1.3.3-3: QuantityConfig-DEFAULT (Table 8.2.3.12.1.3.3-2)

	Derivation Path: 36.508 [7], Table 4.6.6-3A

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  quantityConfigNRList-r15 SEQUENCE ((SIZE (1..maxQuantSetsNR-r15)) OF SEQUENCE {
	
	
	

	    measQuantityCellNR-r15 SEQUENCE {
	
	
	

	      filterCoeff-RSRP-r15
	fc0
	
	

	      filterCoeff-RSRQ-r15
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.12.1.3.3-4: MeasObjectNR-GENERIC (NRf1) (Table 8.2.3.12.1.3.3-2)
	Derivation Path: 36.508 [7], Table 4.6.6-2B

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	carrierFreq-r15

	Downlink carrier frequency of NR cell 1
	
	

	}
	
	
	


Table 8.2.3.12.1.3.3-5: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<< end of change>>
