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8.1.5
RRC others
8.1.5.1
UE capability transfer
8.1.5.1.1
UE capability transfer / Sucess

8.1.5.1.1.1
Test Purpose (TP)

(1)

with { UE in NR RRC_CONNECTED state }

ensure that {

  when { UE receives an UECapabilityEnquiry message }

    then { UE transmits an UECapabilityInformation message including UE radio access capability information corresponding to the ue-CapabilityRequest variable }

            }

8.1.5.1.1.2
Conformance requirements

References: The conformance requirements covered in the present test case are specified in: TS 38.331, clause 5.6.1.3. Unless otherwise stated these are Rel-15 requirements.
[TS 38.331, clause 5.6.1.3]

The UE shall set the contents of UECapabilityInformation message as follows:

1>
if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to nr:

2>
include in the ue-CapabilityRAT-ContainerList a UE-CapabilityRAT-Container of the type UE-NR-Capability and with the rat-Type set to nr;

2>
include the supportedBandCombinationList, featureSets and featureSetCombinations as specified in clause 5.6.1.4;

…
1>
submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.

8.1.5.1.1.3
Test Description

8.1.5.1.1.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1

-
System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cell.

UE:

-
None.

Preamble:

-
The UE is in 5GS state 1N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-1.

8.1.5.1.1.3.2
Test procedure sequence

Table 8.1.5.1.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a UECapabilityEnquiry message including RAT-Type nr.
	<--
	UECapabilityEnquiry
	-
	-

	2
	Check: Does the UE transmit a UECapabilityInformation message including UE radio access capability information as per the ue-CapabilityRequest variable?
	-->
	UECapabillityInformation
	1
	P


8.1.5.1.1.3.3
Specific message contents

Table 8.1.5.1.1.3.3-1: UECapabilityEnquiry (step 1, Table 8.1.5.1.1.3.2-1)
	Derivation Path: 38.508-1 [4], Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityEnquiry SEQUENCE {
	
	
	

	      ue-CapabilityRAT-RequestList  SEQUENCE (SIZE (1.. maxRAT-CapabilityContainers)) OF SEQUENCE {
	-
	
	

	        rat-Type[1]
	nr
	
	

	        capabilityRequestFilter
	Not present
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	    criticalExtensionsFuture SEQUENCE {}
	
	
	

	  }
	
	
	

	}
	
	
	


Editor's Note: Specific message contents needs to be checked to be in line with Dec 2018 baseline. Current contents are based on ongoing RAN2 work on CR 0295 for TS 38.331 (RP-182812) and CR 0700 for TS 38.331 (RP-182781).

Table 8.1.5.1.1.3.3-2: UECapabilityInformation (step 2, Table 8.1.5.1.1.3.2-1)
	Derivation Path: 38.508-1 [4], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityInformation SEQUENCE {
	
	
	

	      ue-CapabilityRAT-ContainerList  SEQUENCE (SIZE (0..maxRAT-CapabilityContainers)) OF SEQUENCE {
	
	
	

	        rat-Type[1]
	nr
	
	

	        ueCapabilityRAT-Container [1] OCTET STRING {}
	UE-NR-Capability
	Encoded as per TS 38.331 [12] clause 5.6.1
	

	        }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	    criticalExtensionsFuture SEQUENCE {}
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.5.1.1.3.3-3: UE-NR-Capabillity (Table 8.1.5.1.1.3.3-4)

	Derivation Path: 38.331 [12], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability ::= SEQUENCE {
	
	
	

	  accessStratumRelease
	AccessStratumRelease
	"rel-15" or higher
	

	  pdcp-Parameters SEQUENCE {
	
	
	

	    supportedROHC-Profiles SEQUENCE {
	
	
	

	      profile0x0000
	Not checked
	
	

	      profile0x0001
	Not checked
	
	

	      profile0x0002
	Not checked
	
	

	      profile0x0003
	Not checked
	
	

	      profile0x0004
	Not checked
	
	

	      profile0x0006
	Not checked
	
	

	      profile0x0101
	Not checked
	
	

	      profile0x0102
	Not checked
	
	

	      profile0x0103
	Not checked
	
	

	      profile0x0104
	Not checked
	
	

	    }
	
	
	

	    maxNumberROHC-ContextSessions
	Not checked
	
	

	    uplinkOnlyROHC-Profiles
	Not checked
	
	

	    continueROHC-Context
	Not checked
	
	

	    outOfOrderDelivery
	Not checked
	
	

	    shorts
	Checked
	
	pc_shortSN

	    pdcp-DuplicationSRB
	Not checked
	
	

	    pdcp-DuplicationMCG-OrSCG-DRB
	Not checked
	
	

	  }
	
	
	

	  rlc-Parameters SEQUENCE {
	
	
	

	    am-WithShortSN
	Checked
	
	pc_am_WithShortSN

	    um-WithShortSN
	Checked
	
	pc_um_WithShortSN

	    um-WithLongSN
	Checked
	
	pc_um_WIthLongSN

	  }
	
	
	

	  mac-Parameters SEQUENCE {
	
	
	

	    mac-ParametersCommon SEQUENCE {
	
	
	

	      lcp-Restriction
	Not checked
	
	

	      dummy
	Not checked
	
	

	      lch-ToSCellRestriction
	Not checked
	
	

	      recommendedBitRate
	Not checked
	
	

	      recommendedBitRateQuery
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Checked
	
	pc_skipUplinkTxDynamic

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Checked
	
	pc_longDRX_Cycle

	      shortDRX-Cycle
	Checked
	
	pc_shortDRX_Cycle

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  phy-Parameters SEQUENCE {
	
	
	

	    phy-ParametersCommon SEQUENCE {
	
	
	

	      csi-RS-CFRA-ForHO
	Checked
	
	pc_csi_RS_CFRA_ForHO

	      dynamicPRB-BundlingDL
	Not checked
	
	

	      sp-CSI-ReportPUCCH
	Not checked
	
	

	      sp-CSI-ReportPUSCH
	Not checked
	
	

	      nzp-CSI-RS-IntefMgmt
	Not checked
	
	

	      type2-SP-CSI-Feedback-LongPUCCH
	Not checked
	
	

	      precoderGranularityCORESET
	Not checked
	
	

	      dynamicHARQ-ACK-Codebook
	Not checked
	
	

	      semiStaticHARQ-ACK-Codebook
	Not checked
	
	

	      spatialBundlingHARQ-ACK
	Not checked
	
	

	      dynamicBetaOffsetInd-HARQ-ACK-CSI
	Not checked
	
	

	      pucch-Repetition-F1-3-4
	Not checked
	
	

	      ra-Type0-PUSCH
	Checked
	
	pc_ra_Type0_PUSCH

	      dynamicSwitchRA-Type0-1-PDSCH
	Not checked
	
	

	      dynamicSwitchRA-Type0-1-PUSCH
	Not checked
	
	

	      pdsch-MappingTypeA
	Checked
	
	pc_pdsch_MappingTypeA

	      pdsch-MappingTypeB
	Checked
	
	pc_pdsch_MappingTypeB

	      interleavingVRB-ToPRB-PDSCH
	Not checked
	
	

	      interSlotFreqHopping-PUSCH
	Not checked
	
	

	      type1-PUSCH-RepetitionMultiSlots
	Not checked
	
	

	      type2-PUSCH-RepetitionMultiSlots
	Not checked
	
	

	      pusch-RepetitionMultiSlots
	Not checked
	
	

	      pdsch-RepetitionMultiSlots
	Checked
	
	pc_pdsch_RepetitionMultiSlots

	      downlinkSPS
	Checked
	
	pc_downlinkSPS

	      configuredUL-GrantType1
	Checked
	
	pc_configuredUL_GrantType1

	      configuredUL-GrantType2
	Checked
	
	pc_configuredUL_GrantType2

	      pre-EmptIndication-DL
	Not checked
	
	

	      cbg-TransIndication-DL
	Not checked
	
	

	      cbg-TransIndication-UL
	Not checked
	
	

	      cbg-FlushIndication-DL
	Not checked
	
	

	      dynamicHARQ-ACK-CodeB-CBG-Retx-DL
	Not checked
	
	

	      rateMatchingResrcSetSemi-Static
	Not checked
	
	

	      rateMatchingResrcSetDynamic
	Not checked
	
	

	      bwp-SwitchingDelay
	Not checked
	
	

	      dummy
	Not checked
	
	

	      maxNumberSearchSpaces
	n10
	
	

	      rateMatchingCtrlResrsSetDynamic
	Not checked
	
	

	      maxLayersMIMO-Indication
	Not checked
	
	

	    }
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	      ul-SchedulingOffset
	Not checked
	
	

	    }
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      dummy1
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      dummy2
	Not checked
	
	

	      dummy3
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	      csi-RS-IM-ReceptionForFeedback
	CSI-RS-IM-ReceptionForFeedback
	
	

	      csi-RS-ProcFrameworkForSRS
	CSI-RS-ProcFrameworkForSRS
	
	

	      csi-ReportFramework
	CSI-ReportFramework
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot SEQUENCE {
	
	
	

	        sameSymbol
	Not checked
	
	

	        diffSymbol
	Not checked
	
	

	      }
	
	
	

	      mux-SR-HARQ-ACK-PUCCH
	Not checked
	
	

	      mux-MultipleGroupCtrlCH-Overlap
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	      ul-SchedulingOffset
	Not checked
	
	

	      dl-64QAM-MCS-TableAlt
	Not checked
	
	

	      ul-64QAM-MCS-TableAlt
	Not checked
	
	

	      cqi-TableAlt
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS-UL
	Not checked
	
	

	    }
	
	
	

	    phy-ParametersFR1 SEQUENCE {
	
	
	

	      pdcchMonitoringSingleOccasion
	Not checked
	
	

	      scs-60kHz
	Not checked
	
	

	      pdsch-256QAM-FR1
	Checked
	
	pc_pdsch_256QAM_FR1

	      pdsch-RE-MappingFR1-PerSymbol
	Not checked
	
	

	      pdsch-RE-MappingFR1-PerSlot
	Not checked
	
	

	    }
	
	
	

	    phy-ParametersFR2 SEQUENCE {
	
	
	

	      dummy
	Not checked
	
	

	      pdsch-RE-MappingFR2-PerSymbol
	Not checked
	
	

	      pCell-FR2
	Not checked
	
	

	      pdsch-RE-MappingFR2-PerSlot
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  rf-Parameters SEQUENCE {
	
	
	

	    supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	
	
	

	      bandNR[i]
	FreqBandIndicatorNR
	
	

	      modifiedMPR-Behaviour[i]
	Not checked
	
	

	      mimo-ParametersPerBand[i] SEQUENCE {
	
	
	

	        timeDurationForQCL SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          sch-120kHz
	Not checked
	
	

	        }
	
	
	

	        maxNumberMIMO-LayersPDSCH
	MIMO-LayersDL
	
	

	        maxNumberMIMO-LayersCB-PUSCH
	MIMO-LayersUL
	
	

	        maxNumberMIMO-LayersNonCB-PUSCH
	MIMO-LayersUL
	
	

	        maxNumberConfiguredTCIstates
	Not checked
	
	

	        maxNumberActiveTCI-PerCC
	Not checked
	
	

	        pusch-TransCoherence
	Not checked
	
	

	        beamCorrespondence
	Not checked
	
	

	        periodicBeamReport
	Not checked
	
	

	        aperiodicBeamReport
	Not checked
	
	

	        sp-BeamReportPUCCH
	Not checked
	
	

	        sp-BeamReportPUSCH
	Not checked
	
	

	        beamManagementSSB-CSI-RS SEQUENCE {
	
	
	

	          maxNumberSSB-CSI-RS-ResourceOneTx
	Not checked
	
	

	          maxNumberSSB-CSI-RS-ResourceTwoTx
	Not checked
	
	

	          supportedCSI-RS-Density
	Not checked
	
	

	        }
	
	
	

	        maxNumberRxBeam
	Not checked
	
	

	        maxNumberRxTxBeamSwitchDL SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	          scs-240kHz
	Not checked
	
	

	        }
	
	
	

	        maxNumberNonGroupBeamReporting
	Not checked
	
	

	        groupBeamReporting
	Not checked
	
	

	        uplinkBeamManagement SEQUENCE {
	
	
	

	          maxNumberSRS-ResourcePerSet
	Not checked
	
	

	          maxNumberSRS-ResourceSet
	Not checked
	
	

	        }
	
	
	

	        maxNumberCSI-RS-BFR
	Not checked
	
	

	        maxNumberSSB-BFR
	Not checked
	
	

	        maxNumberCSI-RS-SSB-BFR
	Not checked
	
	

	        twoPortsPTRS
	Not checked
	
	

	        supportedSRS-Resources SEQUENCE {
	
	
	

	          maxNumberAperiodicSRS-PerBWP
	Not checked
	
	

	          maxNumberAperiodicSRS-PerBWP-PerSlot
	Not checked
	
	

	          maxNumberPeriodicSRS-PerBWP
	Not checked
	
	

	          maxNumberPeriodicSRS-PerBWP-PerSlot
	Not checked
	
	

	          maxNumberSemiPersitentSRS-PerBWP
	Not checked
	
	

	          maxNumberSP-SRS-PerBWP-PerSlot
	Not checked
	
	

	          maxNumberSRS-Ports-PerResource
	Not checked
	
	

	        }
	
	
	

	        srs-TxSwitch SEQUENCE {
	
	
	

	          supportedSRS-TxPortSwitch
	Not checked
	
	

	          txSwitchImpactToRx
	Not checked
	
	

	        }
	
	
	

	        maxNumberSimultaneousSRS-PerCC
	Not checked
	
	

	        lowLatencyCSI-Feedback
	Not checked
	
	

	      }
	
	
	

	      extendedCP[i]
	Not checked
	
	

	      multipleTCI[i]
	Not checked
	
	

	      bwp-WithoutRestriction[i]
	Not checked
	
	

	      bwp-SameNumerology[i]
	Not checked
	
	

	      bwp-DiffNumerology[i]
	Not checked
	
	

	      crossCarrierScheduling-SameSCS[i]
	Not checked
	
	

	      pdsch-256QAM-FR2[i]
	Checked
	
	pc_pdsch_256QAM_FR2

	      pusch-256QAM[i]
	Checked
	
	pc_pusch_256QAM_FR1

	      ue-PowerClass[i]
	Not checked
	
	

	      rateMatchingLTE-CRS[i]
	Not checked
	
	

	      channelBWs-DL-v1530[i] CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      channelBWs-UL-v1530[i] CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      maxUplinkDutyCycle-PC2-FR1[i]
	Not checked
	
	

	      pucch-SpatialRelInfoMAC-CE[i]
	Not checked
	
	

	      powerBoosting-pi2BPSK[i]
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    supportedBandCombinationList SEQUENCE (SIZE (1..maxBandComb)) OF SEQUENCE {
	
	
	

	      bandList[i] SEQUENCE (SIZE (1..maxSimultaneousBands)) OF CHOICE {
	
	
	

	        eutra SEQUENCE {
	
	
	

	          bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	          ca-BandwidthClassDL-EUTRA
	CA-BandwidthClassEUTRA
	
	

	          ca-BandwidthClassUL-EUTRA
	CA-BandwidthClassEUTRA
	
	

	        }
	
	
	

	        nr SEQUENCE {
	
	
	

	          bandNR
	FreqBandIndicatorNR
	
	

	            ca-BandwidthClassDL-NR
	CA-BandwidthClassNR
	
	

	            ca-BandwidthClassUL-NR
	CA-BandwidthClassNR
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    appliedFreqBandListFilter
	FreqBandList
	
	

	    supportedBandCombinationList-v1540 SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SEQUENCE {
	
	
	

	      srs-CarrierSwitch[i] CHOICE {
	
	
	

	        nr SEQUENCE [
	
	
	

	          srs-SwitchingTimesListNR SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingTimeNR {
	
	
	

	            SRS-SwitchingTimeNR[ii]
	SRS-SwitchingTimeNR
	
	

	          }
	
	
	

	        eutra SEQUENCE {
	
	
	

	          srs-SwitchingTimesListEUTRA SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingTimeEUTRA {
	
	
	

	            SRS-SwitchingTimeEUTRA[ii]
	SRS-SwitchingTimeEUTRA
	
	

	          }
	
	
	

	      srs-TxSwitch-v1540[i] SEQUENCE {
	
	
	

	        supportedSRS-TxPortSwitch
	Not checked
	
	

	        txSwitchImpactToRx
	Not checked
	
	

	        txSwitchWithAnotherBand
	Not checked
	
	

	      }
	
	
	

	    srs-SwitchingTimeRequested
	Not checked
	
	

	  }
	
	
	

	  measAndMobParameters SEQUENCE {
	
	
	

	    measAndMobParametersCommon SEQUENCE {
	
	
	

	      supportedGapPattern
	Not checked
	
	

	      ssb-RLM
	Not checked
	
	

	      ssb-AndCSI-RS-RLM 
	Not checked
	
	

	      eventB-MeasAndReport
	Not checked
	
	

	      handoverFDD-TDD
	Not checked
	
	

	      eutra-CGI-Reporting
	Not checked
	
	

	      nr-CGI-Reporting
	Not checked
	
	

	      independentGapConfig
	Checked
	
	pc_independentGapConfig

	      periodicEUTRA-MeasAndReport
	Not checked
	
	

	      handoverFR1-FR2
	Not checked
	
	

	      maxNumberCSI-RS-RRM-RS-SINR
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Checked
	
	pc_intraAndInterF-MeasAndReport

	      eventA-MeasAndReport
	Checked
	
	pc_eventA_MeasAndReport

	      handoverInterF
	Not checked
	
	

	      handoverLTE
	Not checked
	
	

	      handover-eLTE
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Checked
	
	pc_csi-RSRP-AndRSRQ-MeasWithSSB

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	      handoverInterF
	Not checked
	
	

	      handoverLTE
	Not checked
	
	

	      handover-eLTE
	Not checked
	
	

	      maxNumberResource-CSI-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	      ul-SchedulingOffset
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Checked
	
	pc_intraAndInterF-MeasAndReport

	      eventA-MeasAndReport
	Checked
	
	pc_eventA_MeasAndReport

	      handoverInterF
	Not checked
	
	

	      handoverLTE
	Not checked
	
	

	      handover-eLTE
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	      ul-SchedulingOffset
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Checked
	
	pc_intraAndInterF-MeasAndReport

	      eventA-MeasAndReport
	Checked
	
	pc_eventA_MeasAndReport

	      handoverInterF
	Not checked
	
	

	      handoverLTE
	Not checked
	
	

	      handover-eLTE
	Not checked
	
	

	    }
	
	
	

	  fr1-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      dummy1
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      dummy2
	Not checked
	
	

	      dummy3
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	      csi-RS-IM-ReceptionForFeedback
	Not checked
	
	

	      csi-RS-ProcFrameworkForSRS
	Not checked
	
	

	      csi-ReportFramework
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot SEQUENCE {
	
	
	

	        sameSymbol
	Not checked
	
	

	        diffSymbol
	Not checked
	
	

	      }
	
	
	

	      mux-SR-HARQ-ACK-PUCCH
	Not checked
	
	

	      mux-MultipleGroupCtrlCH-Overlap
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	      ul-SchedulingOffset
	Not checked
	
	

	      dl-64QAM-MCS-TableAlt
	Not checked
	
	

	      ul-64QAM-MCS-TableAlt
	Not checked
	
	

	      cqi-TableAlt
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS-UL
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Checked
	
	pc_csi-RSRP-AndRSRQ-MeasWithSSB

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	      handoverInterF
	Not checked
	
	

	      handoverLTE
	Not checked
	
	

	      handover-eLTE
	Not checked
	
	

	      maxNumberResource-CSI-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	Not checked
	
	

	      dynamicSFI
	Not checked
	
	

	      dummy1
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      dummy2
	Not checked
	
	

	      dummy3
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	      csi-RS-IM-ReceptionForFeedback
	Not checked
	
	

	      csi-RS-ProcFrameworkForSRS
	Not checked
	
	

	      csi-ReportFramework
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot SEQUENCE {
	
	
	

	        sameSymbol
	Not checked
	
	

	        diffSymbol
	Not checked
	
	

	      }
	
	
	

	      mux-SR-HARQ-ACK-PUCCH
	Not checked
	
	

	      mux-MultipleGroupCtrlCH-Overlap
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	      dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	      ul-SchedulingOffset
	Not checked
	
	

	      dl-64QAM-MCS-TableAlt
	Not checked
	
	

	      ul-64QAM-MCS-TableAlt
	Not checked
	
	

	      cqi-TableAlt
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS-UL
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Checked
	
	pc_csi-RSRP-AndRSRQ-MeasWithSSB

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	      handoverInterF
	Not checked
	
	

	      handoverLTE
	Not checked
	
	

	      handover-eLTE
	Not checked
	
	

	      maxNumberResource-CSI-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSets SEQUENCE {
	
	
	

	    featureSetsDownlink SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF {
	
	
	

	      FeatureSetDownlink[i]
	Not checked
	
	

	    }
	
	
	

	    featureSetsDownlinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF {
	
	
	

	      FeatureSetDownlinkPerCC[i]
	Not checked
	
	

	    }
	
	
	

	    featureSetsUplink SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF {
	
	
	

	      FeatureSetUplink[i]
	Not checked
	
	

	    }
	
	
	

	    featureSetsUplinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF {
	
	
	

	      FeatureSetUplinkPerCC[i]
	Not checked
	
	

	    }
	
	
	

	    featureSetsDownlink-v1540 SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF {
	
	
	

	      FeatureSetDownlink-v1540[i]
	Not checked
	
	

	    }
	
	
	

	    featureSetsUplink-v1540 SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF {
	
	
	

	      FeatureSetUplink-v1540[i]
	Not checked
	
	

	    }
	
	
	

	    featureSetsUplinkPerCC-v1540 SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF {
	
	
	

	      FeatureSetUplinkPerCC-v1540[i]
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSetCombinations SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF {
	
	
	

	    FeatureSetCombination[i] SEQUENCE (SIZE (1..maxSimultaneousBands)) OF {
	
	
	

	      FeatureSetsPerBand[ii] SEQUENCE (SIZE (1..maxFeatureSetsPerBand)) OF {
	
	
	

	        FeatureSet[iii] CHOICE {
	
	
	

	          eutra SEQUENCE {
	
	
	

	            downlinkSetEUTRA
	FeatureSetEUTRA-DownlinkId
	
	

	            uplinkSetEUTRA
	FeatureSetEUTRA-UplinkId
	
	

	          }
	
	
	

	          nr SEQUENCE {
	
	
	

	            downlinkSetNR
	FeatureSetDownlinkId
	
	

	            uplinkSetNR
	FeatureSetUpinkId
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not checked
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    fdd-Add-UE-NR-Capabilities-v1530 SEQUENCE {
	
	
	

	      eutra-ParametersXDD-Diff SEQUENCE {
	
	
	

	        rsrqMeasWidebandEUTRA
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    tdd-Add-UE-NR-Capabilities-v1530 SEQUENCE {
	
	
	

	      eutra-ParametersXDD-Diff SEQUENCE {
	
	
	

	        rsrqMeasWidebandEUTRA
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    dummy
	Not checked
	
	

	    interRAT-Parameters SEQUENCE {
	
	
	

	      eutra SEQUENCE {
	
	
	

	        supportedBandListEUTRA SEQUENCE (SIZE (1..maxBandsEUTRA)) OF FreqBandIndicatorEUTRA
	Not checked
	
	

	        eutra-ParametersCommon SEQUENCE {
	
	
	

	          mfbi-EUTRA
	Not checked
	
	

	          modifiedMRP-BehaviorEUTRA
	Not checked
	
	

	          multiNS-Pmax-EUTRA
	Not checked
	
	

	          rs-SINR-MeasEUTRA
	Not checked
	
	

	        }
	
	
	

	        eutra-ParametersXDD-Diff SEQUENCE {
	
	
	

	          rsrqMeasWidebandEUTRA
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    inactiveState
	Not checked
	
	

	    delayBudgetReporting
	Not checked
	
	

	    nonCriticalExtension SEQUENCE {
	Not checked
	
	

	      sdap-Parameters SEQUENCE {
	
	
	

	        as-ReflectiveQoS
	Checked
	
	pc_as_ReflectiveQoS

	      }
	
	
	

	      overheatingInd
	Not checked
	
	

	      ims-Parameters SEQUENCE {
	
	
	

	        ims-ParametersCommon SEQUENCE {
	
	
	

	          voiceOverEUTRA-5GC
	Not checked
	
	

	        }
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr1-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr2-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr1-fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	        phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	          dynamicSFI
	Not checked
	
	

	          dummy1
	Not checked
	
	

	          twoFL-DMRS
	Not checked
	
	

	          dummy2
	Not checked
	
	

	          dummy3
	Not checked
	
	

	          supportedDMRS-TypeDL
	Not checked
	
	

	          supportedDMRS-TypeUL
	Not checked
	
	

	          semiOpenLoopCSI
	Not checked
	
	

	          csi-ReportWithoutPMI
	Not checked
	
	

	          csi-ReportWithoutCQI
	Not checked
	
	

	          onePortsPTRS
	Not checked
	
	

	          twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	          pucch-F2-WithFH
	Not checked
	
	

	          pucch-F3-WithFH
	Not checked
	
	

	          pucch-F4-WithFH
	Not checked
	
	

	          freqHoppingPUCCH-F0-2
	Not checked
	
	

	          freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	          mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot
	Not checked
	
	

	          uci-CodeBlockSegmentation
	Not checked
	
	

	          onePUCCH-LongAndShortFormat
	Not checked
	
	

	          twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	          intraSlotFreqHopping-PUSCH
	Not checked
	
	

	          pusch-LBRM
	Not checked
	
	

	          pdcch-BlindDetectionCA
	Not checked
	
	

	          tpc-PUSCH-RNTI
	Not checked
	
	

	          tpc-PUCCH-RNTI
	Not checked
	
	

	          tpc-SRS-RNTI
	Not checked
	
	

	          absoluteTPC-Command
	Not checked
	
	

	          twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	          twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	          pusch-HalfPi-BPSK
	Not checked
	
	

	          pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	          almostContiguousCP-OFDM-UL
	Not checked
	
	

	          sp-CSI-RS
	Not checked
	
	

	          sp-CSI-IM
	Not checked
	
	

	          tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	          multipleCORESET
	Not checked
	
	

	          csi-RS-IM-ReceptionForFeedback
	CSI-RS-IM-ReceptionForFeedback
	
	

	          csi-RS-ProcFrameworkForSRS
	CSI-RS-ProcFrameworkForSRS
	
	

	          csi-ReportFramework
	CSI-ReportFramework
	
	

	          mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot SEQUENCE {
	
	
	

	            sameSymbol
	Not checked
	
	

	            diffSymbol
	Not checked
	
	

	          }
	
	
	

	          mux-SR-HARQ-ACK-PUCCH
	Not checked
	
	

	          mux-MultipleGroupCtrlCH-Overlap
	Not checked
	
	

	          dl-SchedulingOffset-PDSCH-TypeA
	Not checked
	
	

	          dl-SchedulingOffset-PDSCH-TypeB
	Not checked
	
	

	          ul-SchedulingOffset
	Not checked
	
	

	          dl-64QAM-MCS-TableAlt
	Not checked
	
	

	          ul-64QAM-MCS-TableAlt
	Not checked
	
	

	          cqi-TableAlt
	Not checked
	
	

	          oneFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	          twoFL-DMRS-TwoAdditionalDMRS-UL
	Not checked
	
	

	          oneFL-DMRS-ThreeAdditionalDMRS-UL
	Not checked
	
	

	        }
	
	
	

	        measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	          ss-SINR-Meas
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithSSB
	Checked
	
	pc_csi-RSRP-AndRSRQ-MeasWithSSB

	          csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	          csi-SINR-Meas
	Not checked
	
	

	          csi-RS-RLM
	Not checked
	
	

	          handoverInterF
	Not checked
	
	

	          handoverLTE
	Not checked
	
	

	          handover-eLTE
	Not checked
	
	

	          maxNumberResource-CSI-RS-RLM
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	


< End of modified section >
