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<Start of modified section>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1]. 

5GC
5G Core Network

ASP
Abstract Service Primitive

ATS
Abstract Test Suite

CA
Carrier Aggregation

CBRA
Contention Based Random Access

CCE
Control Channel Element

CFRA
Contention Free Random Access

CORESET
Control Resource Set

DCI
Downlink Control Information

DL
Downlink

DL-SCH
Downlink Shared Channel

DMRS
Demodulation Reference Signal

EN-DC
E-UTRA-NR Dual Connectivity

EPC
Evolved Packet Core

FR1
Frequency Range 1

FR2
Frequency Range 2

ICS
Implementation Conformance Statement

IUT
Implementation Under Test

IXIT
Implementation eXtra Information for Testing

LSB
Least Significant Bit

MCG
Master Cell Group

MN
Master Node

MSB
Most Significant Bit

NR
NR Radio Access

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PRACH
Physical Random Access Channel

PRB
Physical Resource Block

PSS
Primary Synchronisation Signal

PUCCH
Physical Uplink Control Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel

RAT
Radio Access Technology

RMSI
Remaining Minimum SI

SCG
Secondary Cell Group

SN
Secondary Node

SRS
Sounding Reference Signal

SS
System Simulator

SSB
Synchronization Signal and PBCH block

SSS
Secondary Synchronisation Signal

TC
Test Case

UL
Uplink

UL-SCH
Uplink Shared Channel

UT
Upper Tester

<End of modified section>

<Start of modified section>

7.1.2.1.2
PDCCH search spaces

For each configured DL BWP, the TTCN may configure one or several search spaces. 

For each search space, TTCN configures the SS with:

-
The configuration of this search space as given to the UE, enabling the SS to determine the PDCCH transmission occasions (same as the UE PDCCH monitoring occasions) and associated CORESET.
For SearchSpaceZero the configuration according to TS 38.213 [21] clauses 10.1 and 13 is mapped to ASN.1 type SearchSpace to configure the SS; for CORESET#0 the configuration according to TS 38.211 [19] clause 7.3.2.2 is mapped to ASN.1 type ControlResourceSet to configure the SS.
-
The CCE aggregation level L that the SS shall use for PDCCH transmission on this search space.
In general an aggregation level of 4 is used for SearchSpaceZero, common and UE-specific search space.
-
The priority P of this search space that the SS shall consider in its PDCCH candidate selection algorithm. 

-
a value of 0 represents the highest priority, a value of 1 the second highest priority and so on.

NOTE:
“Search space” is used in terms of TS 38.213 [21] clause 10.1 and a single search space configuration (ASN.1 type ‘SearchSpace’) may contain several search spaces (see NR_BWP_SearchSpaceConfig_Type in Annex D).

<End of modified section>

<Start of modified section>

7.1.2.3.1.2.1
Grant allocation by RACH procedure

The UE gets assigned an uplink grant by the Random Access Response message being configured at the SS: Per default an UL grant of 256 bits is configured by TTCN.

<End of modified section>

<Start of modified section>

7.1.2.3.2.1
Parameters

Similar as for the downlink the UE gets preconfigured with parameters for time and frequency domain and a particular UL transmission is addressed by DCI:

1.
Time domain resource allocation:
Similar parameters are defined for UL as for DL (see clause 7.1.2.2.1.1, TS 38.214 [22] clause 6.1.2.1).

2.
Frequency domain resource allocation:
Similar as for the DL there is resource allocation type 0 and 1 for the UL (see clause 7.1.2.2.1.2, TS 38.214 [22] clause 6.1.2.2).
Uplink resource allocation type 1 is assumed to be used for signalling conformance testing.

3.
DCI parameters:
Similar parameters are defined for UL as for DL (see clause 7.1.2.2.1.3, TS 38.212 [20] clauses 7.3.1.1.1 and 7.3.1.1.2, TS 38.214 [22] clause 6.1).

In detail for a particular uplink grant the parameters listed in tables 7.1.2.3.2.1-1 and 7.1.2.3.2.1-2 need to be considered.

Table 7.1.2.3.2.1-1: Parameters affecting TBS determination 

	Parameter
	Comment/Description
	Reference

	Number of RBs in frequency domain
	Indicated by DCI
	

	Number of symbols in time domain
	Pre-configured at UE, selected by DCI;

corresponds to “Duration in symbols” TS 38.211 [19] clause 6.4.1.1.3
	

	MCS index IMCS
	Indicated by DCI:
Modulation Order Qm, Target code Rate R
	TS 38.214 [22] clause 6.1.4.1;

TS 38.214 [22] Table 5.1.3.1-1, 5.1.3.1-2, 6.1.4.1-1

	Number of layers υ
	The number of layers being used for transmission of a transport block can be derived from the precoding information and the antenna port configuration provided by DCI format 0_1.  

For DCI format 0_1 in general υ = 1 according to TS 38.508-1 [5] Table 4.3.6.1.1.2-1. 

For DCI format 0_0 υ = 1 is assumed.
	TS 38.214 [22] clause 6.1.1.1, 

TS 38.211 [19] clause 6.3.1.5 

TS 38.212 [20] clause 7.3.1.1.2 and tables Table 7.3.1.1.2-2..5

	PUSCH Parameters mcs-Table, mcs-TableTransformPrecoder, transformPrecoder
	Pre-configured at the UE via RRC signalling:
PUSCH-Config.mcs-Table := {qam64, qam256};
PUSCH-Config.mcs-TableTransformPrecoder := {qam64, qam256};

PUSCH-Config.transformPrecoder := {enabled, disabled};
indicates which MCS table to be applied 
	TS 38.214 [22] clause 6.1.4.1

	Support of pi/2 BPSK modulation
	In case of transformPrecoder==enabled and mcs-TableTransformPrecoder,==qam64 the first two entries of TS 38.214 [22] Table 6.1.4.1-1 depend on whether or not the UE supports pi/2 BPSK modulation.
	TS 38.214 [22] clause 6.1.4.1

	Number of REs per PRB
	Number of REs per PRB which are applicable for the PUSCH transmission
	Table 7.1.2.3.2.1-2


Table 7.1.2.3.2.1-2: Parameters affecting number of REs allocated for PUSCH per PRB

	Parameter
	Comment/Description
	Reference

	PUSCH mapping type
	Type A or B
	TS 38.211 [19] clause 6.4.1.1.3

	dmrs-Type
	DMRS Configuration type 1 or 2 as indicated to the UE by DMRS-UplinkConfig.dmrs-Type
	TS 38.211 [19] clause 6.4.1.1.3

	dmrs-AdditionalPosition
	Number of additional DMRS positions:

For DCI format 0_1 as indicated to the UE by DMRS-UplinkConfig.dmrs-AdditionalPosition: 0, 1, 2 or 3 additional positions.

For DCI format 0_0 according to TS 38.214 [22] clause 6.2.2 the UE shall assume dmrs-AdditionalPosition='pos2' when frequency hopping is disabled and dmrs-AdditionalPosition='pos1' when frequency hopping is enabled. 
	TS 38.211 [19] clause 6.4.1.1.3and tables 6.4.1.1.3-3/4,

TS 38.214 [22] clause 6.2.2

	maxLength
	Number of OFDM symbols used for DMRS:

For DCI format 0_1 as indicated to the UE by DMRS-UplinkConfig.maxLength: Single or double symbol DM-RS.

For DCI format 0_0 according to TS 38.214 [22] clause 6.2.2 single symbol DM-RS is applied.
	TS 38.211 [19] clause 6.4.1.1.3 and table 6.4.1.1.3-5,

TS 38.214 [22] clause 6.2.2

	number of CDM groups without data
	The maximum number of CDM groups without data depends on the DMRS Configuration type (dmrs-Type):

type 1: up to 2 CDM groups (TS 38.211 [19] Table 6.4.1.1.3-1)

type 2: up to 3 CDM groups (TS 38.211 [19] Table 6.4.1.1.3-2)

For DCI format 0_1 the number of CDM groups without data for a single transmission is determined by the antenna port configuration provided in the DCI (TS 38.212 [20] tables 7.3.1.1.2-6..23)

For DCI format 0_0 according to TS 38.214 [22] clause 6.2.2 for PUSCH duration > 2 the UE shall assume that the number of DM-RS CDM groups without data is 2 (what results in PDSCH not being present in any symbol carrying DM-RS)
	TS 38.211 [19] clause 6.4.1.1.3,

TS 38.212 [20] clause 7.3.1.1.2 and tables 7.3.1.1.2-6..23,

TS 38.214 [22] clause 6.1.4.2 and 6.2.2

	xOverhead
	Number of REs used for additional overhead as indicated to the UE by 
PUSCH-ServingCellConfig.xOverhead: 
0, 6, 12, 18 REs
	TS 38.214 [22] clause 6.1.4.2

	PUSCH duration
	Number of symbols allocated for the PUSCH transmission by DCI
	


The number of REs for DMRS and PDSCH per PRB is determined in the same way for UL as for DL (TS 38.211 [19] clause 7.4.1.1.2) ( The same values are applicable for UL and DL (see Table 7.1.2.2.4.1-4). 

<End of modified section>
<Start of modified section>

7.1.2.4
Data scheduling

For scheduling of DL data or UL Grant, when timing information is explicit, the timing provided by TTCN corresponds to the time at which the SS shall transmit to the UE the PDCCH carrying the DCI message. The data scheduling applied by TTCN is specified in Tables 7.1.2.4-1 to 7.1.2.4-4.

Table 7.1.2.4-1: Data scheduling for FR1: FDD, SCS=15kHz

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	PDCCH (UL)
	Slot 0
	0
	
	Slot 0
	0
	PDCCH
(DL)
	Slot 0
	0
	
	Slot 0
	0
	PUSCH
	Slot 0
	0
	PDCCH (UL)
	Slot 0
	0
	
	Slot 0
	0
	PDCCH
(DL)
	Slot 0
	0
	
	Slot 0
	0
	PUSCH

	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	

	
	2
	
	
	2
	
	
	2
	PDSCH
	
	2
	
	
	2
	
	
	2
	
	
	2
	
	
	2
	PDSCH
	
	2
	
	
	2
	

	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	

	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	

	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	

	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	

	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	

	
	8
	SSB
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	

	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	

	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	

	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	

	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	

	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	

	NOTE 1:
The PDCCH assignment in subframe 2 and 7 address DL transmissions in the same (K0 = 0).
NOTE 2:
The UL grants in subframe 0 and 5 address UL transmissions in subframe 4 and 9 respectively (K2 = 4).


Table 7.1.2.4-2 Data scheduling for FR1: TDD, SCS=15kHz

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	DL
	PDCCH
(UL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	PUSCH
	Slot 0
	0
	DL
	PDCCH (UL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	PUSCH

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	SSB
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	

	NOTE 1:
The PDCCH assignment in subframe 2 and 7 address DL transmissions in the same (K0 = 0).
NOTE 2:
The UL grants in subframe 0 and 5 address UL transmissions in subframe 4 and 9 respectively (K2 = 4).


Table 7.1.2.4-3: Data scheduling for FR1: TDD, SCS=30kHz
	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	SSB
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	PDCCH (UL)
	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	PUSCH
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	PDCCH (UL)
	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	PUSCH

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	
	
	
	7
	UL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	

	NOTE 1:
The DL assignments in slots 0 of subframe 2 and 7 address DL transmissions in the same slots (K0 = 0).

NOTE 2:
The UL grants in slots 1 of subframe 2 and 7 address UL transmissions in slot 1 of subframe 4 and 9 respectively (K2 = 4).


Table 7.1.2.4-4: Data scheduling for FR2

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	UL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	UL
	
	Slot 0
	0
	DL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	UL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	

	
	8
	DL
	SSB
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	

	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	

	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	

	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	

	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	UL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	UL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	UL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	PDCCH (UL)
	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	UL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	PDCCH (UL)

	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	

	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	

	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	

	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	

	Slot 4
	0
	UL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	UL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	

	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	

	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	

	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	

	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	

	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	UL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	UL
	
	Slot 5
	0
	DL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	

	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	

	Slot 6
	0
	DL
	
	Slot 6
	0
	UL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	UL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	

	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	

	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	UL
	PUSCH
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	UL
	PUSCH

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	

	NOTE 1:
The DL assignments in slots 0 of subframe 2 and 7 address DL transmissions in the same slots (K0 = 0).
NOTE 2:
The UL grants in slots 3 of subframe 4 and 9 address UL transmissions in slot 7 of the same subframe (K2 = 4).


<End of modified section>
<Start of modified section>

7.1.4.1
Multi-cells environment

The same principles and rules are applied as according to clause 7.4.5 of TS 36.523-3 [12] to both E-UTRA and NR cells.


<End of modified section>
