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[bookmark: _Toc532560206]6	Test environments for Signalling test
<newly added section>
6.4	Signaling Test Case specific USIM Profiles
6.4.1	General
This subsection contains list of all Test Case specific USIM Profiles which will need to be referred from TS38.523-1, as applicable. The Tables list the changes that are needed in addition to the default parameters which are mentioned under Section 4.8.3.
Table 6.4.1A: USIM Profile A for 38.523-1 6.1.1.7 Part 1
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN4
	

	EFPLMNwAcT
	
	Empty
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFUST
	
	Service n°71 and n°74 are "available"
	

	EFEHPLMN
	1
2
	PLMN2
PLMN1
	

	EFLRPLMNSI
	
	01
	



[bookmark: _GoBack]Table 6.4.1B: USIM Profile B for 38.523-1 6.1.1.7 Part 2
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN4
	

	EFPLMNwAcT
	
	Empty
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFUST
	
	Service n°74 is "available"
	

	EFEHPLMN
	
	Empty
	

	EFLRPLMNSI
	
	01
	




