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References

The following documents contain provisions, which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
<Unchanged Sections Skipped>
[25]
3GPP TS 36.508: “Common test environments for User Equipment (UE)". 

[26]
3GPP TS 36.521-3: “E-UTRA; UE conformance specification; Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing”.
[xx]
3GPP TS 38.104: “NR; Base Station (BS) radio transmission and reception.
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

example: text used to clarify abstract rules by applying them literally.

Editor’s note: intended to capture definitions
<Unchanged Sections Skipped>
4.5
Signaling characteristics
4.5.1
Radio link monitoring
4.5.2
Interruption

4.5.3
SCell activation and deactivation delay
4.5.3.1
EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
Editor’s notes: This clause is incomplete, the following items are TBD

-
The core requirements in TS 38.133 are between [.] or TBD;
-
Test tolerance analysis is missing;
-
Test procedure and Message content are TBD;
-
Cell mapping and Connection diagram is TBD;
-
Test Applicability Table in TS38.522 need to be updated.
4.5.3.1.1
Test purpose

This test is to verify that the SCell activation and deactivation times are within the requirements, when the SCell in FR1 is known by the UE at the time of activation.
4.5.3.1.2
Test applicability

This test applies to all types of NR UE supporting E-UTRA and EN-DC from Release 15 onwards.

4.5.3.1.3
Minimum conformance requirements

UE configured with one downlink SCell in SCG in EN-DC, or in standalone NR carrier aggregation and when one SCell is being activated.

The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.

Upon receiving SCell activation command in slot n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated no later than in slot n+ [THARQ + Tactivation_time + TCSI_Reporting], where:

THARQ is the timing between DL data transmission and acknowledgement as specified in [7].  

Tactivation_time is the SCell activation delay. If the SCell is known and belongs to FR1, Tactivation_time is:
-
[TSMTC_SCell + 5ms], if the SCell measurement cycle is equal to or smaller than [160ms].
-
[TSMTC_MAX + TSMTC_SCell + 5ms], if the SCell measurement cycle is larger than [160ms].
If the SCell is unknown and belongs to FR1, Tactivation_time is:
-
[2*TSMTC_MAX + 2*TSMTC_SCell + 5ms] provided the SCell can be successfully detected on the first attempt. 
If the SCell being activated belongs to FR2, Tactivation_time is: 
-
[TSMTC_SCell + 5ms] if there is at least one active serving cell on that FR2 band, provided that the SSBs in the serving cell(s) and the SSBs in the SCell fulfil the condition defined in section 3.6.3.
-
[TBD* TSMTC_SCell + 5ms] if there is no active serving cell on that FR2 band provided that PCell or PSCell is FR1.
Where, 
TSMTC_MAX:
-
In FR1, in case of intra-band SCell activation, TSMTC_MAX is the longer SMTC periodicity between active serving cells and SCell being activated provided the cell specific reference signals from the active serving cells and the SCells being activated or released are available in the same slot; in case of inter-band SCell activation, TSMTC_MAX is the SMTC periodicity of SCell being activated.
-
In FR2, TSMTC_MAX is the longer SMTC periodicity between active serving cells and SCell being activated provided that in Rel-15 only support FR2 intra-band CA.
-
TSMTC_MAX is bounded to a minimum value of 10ms.
TSMTC_SCell: SMTC periodicity of SCell being activated and the minimum value is 10ms.
TCSI_reporting is the delay including uncertainty in acquiring the first available downlink CSI reference resource, UE processing time for CSI reporting and uncertainty in acquiring the first available CSI reporting resources as specified in [2].

SCell in FR1 is known if it has been meeting the following conditions:

-
During the period equal to max([5] measCycleSCell,  [5] DRX cycles) for FR1 before the reception of the SCell activation command:

-
the UE has sent a valid measurement report for the SCell being activated and
-
the SSB measured remains detectable according to the cell identification conditions specified in section 9.2 and 9.3.
-
the SSB measured during the period equal to max([5] measCycleSCell, [5] DRX cycles) also remains detectable during the SCell activation delay according to the cell identification conditions specified in section 9.2 and 9.3.

Otherwise SCell in FR1 is unknown.
If the UE has been provided with higher layer in TS 38.331 [2] signaling of smtc2 prior to the activation command, TSMTC_Scell follows smtc1 or smtc2 according to the physical cell ID of the target cell being activated. TSMTC_MAX follows smtc1 or smtc2 according to the physical cell IDs of the target cells being activated and the active serving cells.
In addition to CSI reporting defined above, UE shall also apply other actions related to the activation command specified in [2] for an SCell at the first opportunities for the corresponding actions once the SCell is activated.

The interruption on PSCell or any activated SCell in SCGfor EN-DC mode specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[ THARQ +3ms + TSMTC_MAX + TSMTC_duration].
The interruption  on PCell or any activated SCell in MCG for NR standalone mode specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[ THARQ +3ms + TSMTC_MAX + TSMTC_duration].
Starting from the slot specified in section 4.3 of [3] (timing for secondary Cell activation/deactivation) and until the UE has completed the SCell activation, the UE shall report out of range if the UE has available uplink resources to report CQI for the SCell.
Upon receiving SCell deactivation command or upon expiry of the sCellDeactivationTimer in slot n, the UE shall accomplish the deactivation actions for the SCell being deactivated no later than in slot n+[ THARQ +3ms ]. 

The interruption on PSCell or any activated SCell in SCG for EN-DC mode specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[ THARQ +3ms].
The interruption  on PCell or any activated SCell in MCG for NR standalone mode specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[ THARQ +3ms].
The normative reference for this requirement is TS 38.133 [6] clause 8.3 and A.4.5.3.1.
4.5.3.1.4
Test description

4.5.3.1.4.1
Initial conditions

This test shall be tested using any of the test configurations in Table 4.5.3.1.4.1-1.

Table 4.5.3.1.4.1-1: supported test configurations
	Test Case ID
	Description

	4.5.3.1-1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	4.5.3.1-2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	4.5.3.1-3
	LTE FDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4.5.3.1-4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	4.5.3.1-5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	4.5.3.1-6
	LTE TDD, NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	NOTE:
The UE is only required to be tested in one of the supported test configurations


Configure the test equipment and the DUT according to the parameters in Table 4.5.3.1.4.1-2.

Table 4.5.3.1.4.1-2: General test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1,2,3
	One E-UTRAN radio channel (1) and two NR radio channel (2,3) are used for this test

	Active PCell
	
	Cell 1
	Primary cell on E-UTRAN RF channel number 1.

As specified in section A.3.7.2.1 of TS38.133 [6]

	Active PSCell
	
	Cell 2
	Primary secondary cell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell 3
	Configured deactivated secondary cell on NR RF channel number 3

	CP length
	
	Normal
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	CQI/PMI periodicity and offset configuration index
	
	0
	CQI reporting for SCell every second subframe

	Cell-individual offset for cells on E-UTRA RF channel number
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on NR channel number
	dB
	0
	Individual offset for cells on secondary component carrier.

	SCell measurement cycle (measCycleSCell)
	ms
	160
	

	Cell3 timing offset to cell2
	(s
	0
	

	Time alignment error between cell3 and cell2
	(s
	( Time alignment error as specified in 3GPP TS 38.104 [xx] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	T1
	s
	[7]
	During this time the PSCell shall be known and the SCell configured and detected.

	T2
	s
	[1]
	During this time the UE shall activate the SCell.

	T3
	s
	[1]
	During this time the UE shall deactivate the SCell.

	THARQ
	ms
	TBD
	the timing between DL data transmission and acknowledgement as specified in 38.321 [12]

	TCSI_Reporting
	ms
	[2]
	the delay uncertainty in acquiring the first available CSI reporting resources as specified in 38.331 [13]

	k
	ms
	TBD
	As specified in section 4.3 of TS38.213 [8]


1.
Message contents are defined in clause 4.5.3.1.4.3.

2.
Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR1 cells in the same frequency. Cell 2 is the PSCell and Cell 3 is the deactivated SCell.
4.5.3.1.4.2
Test procedure

The test consists of three successive time periods, with duration of T1, T2 and T3, respectively. There are three carriers, E-UTRA has one cell, NR has two cells. All cells have constant signal levels throughout the test. Before the test starts the UE is connected to Cell 1 (PCell) on E-UTRA and Cell 2 (PSCell) on NR, but is not aware of Cell 3 (SCell) on NR. The UE is monitoring the PCell and PSCell. The UE shall be continuously scheduled in the PCell and PSCell throughout the whole test.
During T2 the Test procedure requires the UE to send the first CSI report for SCell1 in a subframe (m+[k]), but also allows a subframe not happen outside the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+TSSB_max+TSMTC_duration]) if the subframe (m+[k]) was subject to interruption. The SS determines whether the CSI report in subframe (m+[k]) was interrupted or not by monitoring ACK/NACK sent in PSCell in subframe (m+[k]).
1.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG according to TS 38.508-1 [14] clause 4.5.
2.
TBD.
4.5.3.1.4.3
Message contents

Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:

TBD
4.5.3.1.5
Test requirement

Table 4.5.3.1.5-1 defines the primary level settings including test tolerances for all tests.

Table 4.5.3.1.5-1: Cell specific test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD
	SR2.1 TDD

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	CR.1.1 FDD 

	
	Config 2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD
	CR2.1 TDD

	RMC CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	Config 2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	 SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS (note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (note 1)
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note 2
	dBm/15kHz
	[-104]+TT
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	Config 1,2,4,5
	dBm/SCS
	[-104] +TT

	
	Config 3,6
	
	[-101] +TT
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	[17] +TT
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	dB
	[17] +TT

	SS-RSRP note 3
	Config 1,2,4,5
	dBm/SCS
	[-87] +TT

	
	Config 3,6
	
	[-84] +TT

	SCH_RP note 3
	dBm/15 kHz
	[-87] +TT

	Propagation condition
	-
	AWGN

	NOTE 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

NOTE 3:
SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 4:
The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.]


During T2 the UE shall send the first CSI report for SCell in a slot (m+k), or in a slot (m+1+[THARQ+3ms+TSSB_max+TSMTC_duration]+1) as defined in TS 38.133 [6] section 8.3 if the slot (m+k) was subject to interruption. Whether CSI report in slot (m+k) was interrupted or not is checked by monitoring ACK/NACK sent in PCell in slot (m+k).

During T2 the UE shall start sending CSI reports for SCell with non-zero CQI index at latest in a slot (m+THARQ+Tactivation_time+TCSI_Reporting), Tactivation_time = [3ms+TSMTC_SCell+2ms], as defined in TS 38.133 [6] section 8.3.
During T3 the UE shall stop sending CSI reports for SCell at latest in a slot (n+[THARQ+3ms]), as defined in TS 38.133 [6] section 8.3.
During T2 interruption of PCell / PSCell during SCell activation shall not happen outside the slot (m+1+[THARQ]) to (m+1+[THARQ+3ms+TSSB_max+TSMTC_duration]), as defined in TS 38.133 [6] section 8.3.

During T3 interruption of PCell / PSCell during SCell deactivation shall not happen outside the slot (n+1+[THARQ]) to (n+1+[THARQ+3ms]), as defined in TS 38.133 [6] section 8.3.

The interruption of PSCell shall not be more than the values specified for EN-DC in TS 38.133 [6] section 8.2.1.2.4.

All of the above test requirements shall be fulfilled in order for the observed SCell activation delay and SCell deactivation delay to be counted as correct. The rate of correct observed SCell activation delay and SCell deactivation delay during repeated tests shall be at least 90%.

NOTE:
During T2 if there are no uplink resources for reporting the valid CSI in a slot (m+THARQ+Tactivation_time+TCSI_Reporting) as defined in TS 38.133 [6] section 8.3 then the UE shall use the next available uplink resource for reporting the corresponding valid CSI.
4.5.4
UE UL carrier RRC reconfiguration delay
{End of changes}
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