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[bookmark: _Toc532560206]6	Test environments for Signalling test
<newly added section>
[bookmark: _Hlk536113166]6.4	Signaling Test Case specific USIM Configurations
6.4.1	General
The default USIM fields are specified in section 4.8.3. Specific USIM fields are set according to the USIM configuration specified in the tables below. PLMN settings are defined in TS 36.523-1 [x] table 6.0.1-1
Table 6.4.1 : USIM Configuration 1
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN4.
	

	EFPLMNwAcT
	1
2
3
	Default
PLMN3
PLMN2
Remaining mandatory entries use default values
	Default
All specified
NG-RAN


	EFOPLMNwACT
	1
	PLMN1
Remaining defined entries use default values
	All specified

	EFHPLMNwAcT
	1
	PLMN4
	NG-RAN

	EFUST
	
	Services 20, 42, 43 and 74 are supported. Service 71 is not supported (there is no EHPLMN list).
	

	EFHPPLMN
	
	1 (6 minutes)
	

	Note: 	This USIM configuration is applied to Test Case 6.1.1.1 of TS 38.523-1[12]



Table 6.4.2: USIM Configuration 2 
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN4
	

	EFPLMNwAcT
	
	Empty
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFUST
	
	Service n°71 and n°74 are "available"
	

	EFEHPLMN
	1
2
	PLMN15
PLMN1
	

	EFLRPLMNSI
	
	01
	

	Note: 	This USIM configuration is applied to Test Case 6.1.1.7 and 6.1.1.8 (Part 1) of TS 38.523-1[12]



Table 6.4.3: USIM Configuration 3
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN4
	

	EFPLMNwAcT
	
	Empty
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFUST
	
	Service n°74 is "available"
	

	EFEHPLMN
	
	Empty
	

	EFLRPLMNSI
	
	01
	

	Note: 	This USIM configuration is applied to Test Case 6.1.1.7 and 6.1.1.8 (Part 2) of TS 38.523-1[12]



Table 6.4.4: USIM configuration 4
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFEHPLMN
	1
	PLMN1
	

	
	
	Remaining mandatory entries use default values
	

	EFPLMNwAcT
	1
	PLMN2
	NG-RAN

	
	
	Remaining mandatory entries use default values
	

	EFOPLMNwACT
	1
	PLMN3
	NG-RAN

	
	
	Remaining mandatory entries use default values
	

	EFUST
	
	Services 20, 42 and 71 are supported.
	

	Note: 	This USIM configuration is applied to Test Case 6.1.1.2  of TS 38.523-1[12]



Table 6.4.5: USIM configuration 5
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN4 (See preamble)
	

	EFPLMNwAcT
	
	Empty
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFUST
	
	Service 71 is not supported (Note).
Service 74 is supported.
	

	EFLRPLMNSI
	
	00
	

	EFEHPLMN
	
	0xFF..FF (Note 1)
	

	Note 1:	This USIM configuration is applied to Test Case 6.1.1.4 of TS 38.523-1. Either EFUST or EFEHPLMN or both can be set to the specified value in Table 6.1.1.4.3.1–2[12]



Table 6.4.6: USIM configuration 6
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN1 (See preamble)
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN3.
	

	EFPLMNwAcT
	1
	PLMN1
Remaining mandatory entries use default values
	NG-RAN

	EFOPLMNwACT
	1
	PLMN2
	NG-RAN

	
	2
	PLMN4
	NG-RAN

	
	
	Remaining defined entries use default values
	

	EFUST
	
	Service 71 is not supported
	

	Note: 	This USIM configuration is applied to Test Case 6.1.1.5 of TS 38.523-1[12]



Table 6.4.7: USIM configuration 7
	USIM field
	Priority
	Value
	Access technology
	Comment

	EFPLMNwAcT
	1
	PLMN13
	NG-RAN
	

	
	2
	PLMN14
	E-UTRAN
	

	EFOPLMNwAcT
	1
	PLMN2
	All
	

	
	2
	PLMN14
	E-UTRAN
	

	
	4
	PLMN13
	NG-RAN
	

	Note: 	This USIM configuration is applied to Test Case 6.2.1.2 of TS 38.523-1[12]




Table 6.4.8: USIM configuration 8
	USIM field
	Priority
	Value
	Access technology
	Comment

	EFOPLMNwAcT
	1
	PLMN15
	NG-RAN
	

	
	2
	PLMN15
	E-UTRAN
	

	
	3
	PLMN17
	E-UTRAN
	

	
	4
	PLMN6
	NG-RAN
	

	Note: 	This USIM configuration is applied to Test Case 6.2.1.3 of TS 38.523-1[12]



Table 6.4.9: USIM configuration 9
	USIM field
	Priority
	Value
	Access technology
	Comment

	EFPLMNwAcT
	1
	PLMN1
	NG-RAN
	

	
	2
	PLMN15
	E-UTRAN
	

	EFHPPLMN
	
	1(=6 min)
	
	The HPLMN Search Period on the USIM shall be set to 6 minutes.

	Note: 	This USIM configuration is applied to Test Case 6.2.1.5 of TS 38.523-1[12]



Table 6.4.10: USIM configuration 10
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFOPLMNwACT
	1
2
3
	PLMN4
PLMN3
PLMN2
Remaining defined entries use default values
	NG-RAN
NG-RAN
NG-RAN

	EFUST
	
	Service n°127 is "available"
	

	EFHPPLMN
	
	1(=6 min)
	The HPLMN Search Period on the USIM shall be set to 6 minutes.

	Note: 	This USIM configuration is applied to Test Case 6.3.1.2 of TS 38.523-1[12]



Table 6.4.11: USIM configuration 11
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN1 (See preamble)
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN4.
	

	EFPLMNwAcT

	1
	Default
	NG-RAN

	
	2
	PLMN2
	NG-RAN

	EFOPLMNwACT
	1
	PLMN1
Remaining defined entries use default values
	

	EFHPLMNwAcT
	1
	PLMN4
	NG-RAN

	EFUST
	
	Services 20, 42, 43, 74 and 96 are supported. Service 71 is not supported (there is no EHPLMN list).
	

	EFHPPLMN
	
	1 (6 minutes)
	NG-RAN

	EFNASCONFIG
	
	MinimumPeriodicSearchTimer set to 7 minutes
	

	Note: 	This USIM configuration is applied to Test Case 6.1.1.6 of TS 38.523-1[12]



Table 6.4.12: USIM configuration 12
	USIM field
	Priority
	Value
	Access technology
	Comment

	EFPLMNwAcT
	
	3GPP TS 31.102, Annex E
	
	The EF is empty.

	EFOPLMNwAcT
	1
	PLMN2
	NG-RAN
	

	
	2
	PLMN13
	E-UTRAN
	

	
	3
	PLMN13
	NG-RAN
	

	Note: 	This USIM configuration is applied to Test Case 6.2.1.1 of TS 38.523-1[12]



Table 6.4.13: USIM configuration 13
	USIM field
	Priority
	Value
	Access technology
	Comment

	EFOPLMNwAcT
	1
	PLMN2
	NG-RAN
	

	
	3
	PLMN2
	E-UTRAN
	

	
	4
	PLMN13
	NG-RAN
	

	Note: 	This USIM configuration is applied to Test Case 6.2.1.4 of TS 38.523-1[12]





