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<<< START OF CHANGES >>>
7.7A.2
Spurious response for 3DL CA
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· The content of sub-clause 7.6A.3 is FFS.
· The content of clause “7.6A.3.2.4.1 Initial Conditions” for Out-of-band blocking for 3DL CA has not been defined yet.
7.7A.2.1
Test Purpose

Spurious response for 3DL CA verifies the receiver's ability to receive a wanted 3DL carrier aggregated signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency at which a response is obtained i.e. for which the out of band blocking limit as specified in sub-clause 7.6A.3 is not met.

The lack of the spurious response ability decreases the coverage area when other unwanted interfering signal exists at any other frequency.

7.7A.2.2
Test Applicability

This test case applies to all types of NR UE release 15 and forward that support 3DL CA.

7.7A.2.3
Minimum Conformance Requirements

The minimum conformance requirements are defined in clause 7.7A.0.

7.7A.2.4
Test Description

7.7A.2.4.1
Initial Conditions
The initial conditions shall be the same as in clause 7.6A.3.2.4.1 in order to test spurious responses obtained in clause 7.6A.3.2 under the same conditions.

7.7A.2.4.2
Test Procedure

Same test procedure as sub-clause 7.7A.1.4.2.
7.7A.2.4.3
Message Contents
Same message contents as sub-clause 7.7A.1.4.3.
7.7A.2.5
Test Requirement

The throughput measurement of each carrier derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.7A.0-1 and 7.7A.0-2.
For the UE which supports inter-band 3DL CA configuration in Table 7.3.2_1.3-1 and Table 7.3A.2.0.4.2.2-1, PInterferer power defined in Table 7.7A.0-2 is increased by the amount given by ΔRIB,c in Table 7.3.2_1.3-1 and Table 7.3A.2.0.4.2.2-1.
<<< END OF CHANGES >>>
