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References

The following documents contain provisions, which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".

<Unchanged Sections Skipped>

[25]
3GPP TS 36.508: “Common test environments for User Equipment (UE)". 

[26]
3GPP TS 36.521-3: “E-UTRA; UE conformance specification; Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing”.
[yy]
3GPP TS 36.101: “E-UTRA; UE radio transmission and reception”.
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

example: text used to clarify abstract rules by applying them literally.
Editor’s note: intended to capture definitions

<Unchanged Sections Skipped>

6.6
Measurement procedures
6.6.1
Intra-frequency measurements
6.6.2
Inter-frequency measurements

6.6.2.1
NR SA FR1-FR1 event-triggered reporting in non-DRX
<Unchanged Sections Skipped>
6.6.2.8
NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection

<Unchanged Sections Skipped>
6.6.2.8.5
Test requirement

TBD

6.6.3
Inter-RAT Measurements
6.6.3.1
NR SA FR1 – E-UTRAN event-triggered reporting in non-DRX
Editor’s notes: This clause is incomplete, the following items are TBD

-
The core requirements in TS 38.133 are between [.] or TBD;
-
Test tolerance analysis is missing;
-
Test procedure and Message content are TBD;
-
Cell mapping and Connection diagram is TBD;
-
Test Applicability Table in TS38.522 need to be updated.
6.6.3.1.1
Test purpose

This test is to verify that the UE makes correct event-triggered reporting of inter-RAT E-UTRAN measurements when operating in standalone (SA) operation with PCell in FR1 under the cell search and measurement requirements.
6.6.3.1.2
Test applicability

This test applies to all types of NR UE supporting SA FR1 from Release 15 onwards.

6.6.3.1.3
Minimum conformance requirements

6.6.3.1.3.1
NR – E-UTRAN FDD requirement

The requirements are applicable for NR−E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements.

In the requirements, an E-UTRAN FDD cell is considered to be detectable when:

-
RSRP related conditions in the accuracy requirements in Section 10.2.2 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [23],

-
RSRQ related conditions in the accuracy requirements in Section 10.2.3 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [23],

-
RS-SINR related conditions in the accuracy requirements in Section 10.2.5 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.19 of TS 36.133 [23].

When the UE requires measurement gaps to idenitify and measure inter-RAT cells and an appropriate measurement gap pattern is scheduled, the UE shall be able to identify a new detectable FDD cell within TIdentify, E-UTRAN FDD according to the following expression:
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where:

TBasicIdentify = 480 ms,

TInter1 is defined in TS 38.133 [6] section 9.4.1,

CSSFinterRAT = CSSFwithin_gap_i_ is the scaling factor for the measured inter-RAT E-UTRA carrier i which is calculated as specified in TS 38.133 [6] section 9.1.5.2.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasure, E-UTRAN FDD defined in Table 6.6.3.1.3-1.

Table 6.6.3.1.3.1-1: Measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasure, E-UTRAN FDD [ms] 
	Measurement bandwidth [RB]

	0
	480 x CSSFinterRAT
	6

	1 (note 1)
	240 x CSSFinterRAT
	50

	NOTE 1:
This configuration is optional.


The UE shall be capable of identifying and performing NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements of at least 4 E-UTRAN FDD cells per E-UTRA FDD carrier frequency layer for up to 7 E-UTRA FDD carrier frequency layers.
If higher layer filtering is used, an additional cell identification delay can be expected.

The NR – E-UTRAN FDD RSRP measurement accuracy for all measured cells shall be as specified in TS 38.133 [6] section 10.2.2. The NR – E-UTRAN FDD RSRQ measurement accuracy for all measured cells shall be as specified in TS 38.133 [6] section 10.2.3. The NR – E-UTRAN FDD RS-SINR measurement accuracy for all measured cells shall be as specified in TS 38.133 [6] section 10.2.5.

The reported NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements contained in event-triggered measurement reports shall meet the requirements in TS 38.133 [6] sections 10.2.2, 10.2.3, and 10.2.5, respectively.

The UE shall not send any event-triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T Identify, E-UTRAN FDD defined in TS 38.133 [6] sections 9.4.2.2 and 9.4.2.3 without DRX and with DRX, respectively. When L3 filtering is used, an additional delay can be expected.

If a cell which has been detectable at least for the time period TIdentify, E-UTRAN FDD becomes undetectable for a period ≤ [5] seconds and then the cell becomes detectable again and triggers an event as per TS 38.331 [13], the event triggered measurement reporting delay shall be less than TMeasure, E-UTRAN FDD provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 38.133 [6] clause 9.4.2 and A.6.6.3.1.
6.6.3.1.3.2
NR – E-UTRAN TDD requirement

The requirements are applicable for NR−E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements.

In the requirements, an E-UTRAN TDD cell is considered to be detectable when:

-
RSRP related conditions in the accuracy requirements in Section 10.2.2 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [23],

-
RSRQ related conditions in the accuracy requirements in Section 10.2.3 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [23],


RS-SINR related conditions in the accuracy requirements in Section 10.2.5 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.19 of TS 36.133 [23].
When the UE requires measurement gaps to idenitify and measure inter-RAT cells and an appropriate measurement gap pattern is scheduled, the UE shall be able to identify a new detectable TDD cell within TIdentify, E-UTRAN TDD according to the following expression:

-
When configuration 0 or configuration 1 in Table 6.6.3.1.3.2-1 is applied,
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-
When configuration 2 or configuration 3 in Table 6.6.3.1.3.2-1 is applied,
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where:

TBasicIdentify = 480 ms,

TInter1 is defined in TS 38.133 [6] section 9.4.1,

CSSFinterRAT = CSSFwithin_gap_i_ is the scaling factor for the measured inter-RAT E-UTRA carrier i which is calculated as specified in TS 38.133 [6] section 9.1.5.2.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasure, E-UTRAN TDD defined in Table 6.6.3.1.3.2-1.

Table 6.6.3.1.3.2-1: TMeasure, E-UTRAN TDD for different configurations

	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS


	TMeasure, E-UTRAN TDD [ms] 

	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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	480 x CSSFinterRAT

	1 (note 1)
	50
	2
	2
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	240 x CSSFinterRAT

	NOTE 1:
This configuration is optional.


The UE shall be capable of identifying and performing NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements of at least 4 E-UTRAN TDD cells per E-UTRA TDD carrier frequency layer for up to 7 E-UTRA TDD carrier frequency layers.
If higher layer filtering is used, an additional cell identification delay can be expected.

The NR – E-UTRAN TDD RSRP measurement accuracy for all measured cells shall be as specified in TS 38.133 [6] section 10.2.2. The NR – E-UTRAN TDD RSRQ measurement accuracy for all measured cells shall be as specified in TS 38.133 [6] section 10.2.3. The NR – E-UTRAN TDD RS-SINR measurement accuracy for all measured cells shall be as specified in TS 38.133 [6] section 10.2.5.

The reported NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements contained in event-triggered measurement reports shall meet the requirements in TS 38.133 [6] sections 10.2.2, 10.2.3, and 10.2.5, respectively.

The UE shall not send any event-triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T Identify, E-UTRAN TDD defined in TS 38.133 [6] sections 9.4.3.2 and 9.4.3.3 without DRX and with DRX, respectively. When L3 filtering is used, an additional delay can be expected.

If a cell which has been detectable at least for the time period TIdentify, E-UTRAN TDD becomes undetectable for a period ≤ [5] seconds and then the cell becomes detectable again and triggers an event as per TS 38.331 [13], the event triggered measurement reporting delay shall be less than TMeasure, E-UTRAN TDD provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 38.133 [6] clause 9.4.3 and A.6.6.3.1.
6.6.3.1.4
Test description

6.6.3.1.4.1
Initial conditions

This test shall be tested using any of the test configurations in Table 6.6.3.1.4.1-1.

Table 6.6.3.1.4.1-1: supported test configurations
	Test Case ID
	Description

	6.6.3.1-1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE FDD

	6.6.3.1-2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE FDD

	6.6.3.1-3
	NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE FDD

	6.6.3.1-4
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE TDD

	6.6.3.1-5
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE TDD

	6.6.3.1-6
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:
The UE is only required to be tested in one of the supported test configurations


Configure the test equipment and the DUT according to the parameters in Table 6.6.3.1.4.1-2 and Table 6.6.3.1.4.1-3.

Table 6.6.3.1.4.1-2: Initial conditions for SA inter-RAT E-UTRAN event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.1-1 and TS 38.508-1 [14] sclause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 4.7.1.1.2-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	TBD
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	TBD
	

	Exceptions to connection diagram
	N/A
	


Table 6.6.3.1.4.1-3: General test parameters for SA inter-RAT E-UTRAN event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	1 NR carrier frequency is used in the test

	LTE RF Channel Number
	
	1
	1 LTE carrier frequency is used in the test

	Channel Bandwidth
	MHz
	As specified in Tables 6.6.3.1.5-1 and 6.6.3.1.5-2.
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in Clause TS 38.133 [6] Table 9.1.2-1. Per-UE gap pattern.

	NR measurement quantity
	
	SS-RSRP
	Measurement quantity for Cell 1

	Inter-RAT E-UTRAN measurement quantity
	
	RSRP
	Measurement quantity for Cell 2

	b2-Threshold1
	dBm
	note 1
	SS-RSRP threshold for SS-RSRP measurement on cell1 for event B2

	b2-Threshold2EUTRA
	dBm
	-95
	E-UTRAN RSRP threshold for SS-RSRP measurement on cell1 for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	T1
	s
	5
	

	T2
	s
	5
	

	NOTE 1:
Values are defined in Table 6.6.3.1.5-1


1.
Message contents are defined in clause 6.6.3.1.4.3.

2.
Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR1 cells in the same frequency. Cell 2 is the PSCell and Cell 3 is the neighbour NR Cell.
6.6.3.1.4.2
Test procedure

The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
1.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG according to TS 38.508-1 [14] clause 4.5.
2.
Configure MCG and SCG according to Annex C.1 for all downlink physical channels.

3.
The SS shall configure the PCell (Cell 1) and PSCell (Cell 2) on the MCG and SCG as per TS 38.508-1 [14] clause 4.5 with the message content exceptions defined in clause 6.6.3.1.4.3.

4.
Set the parameters according to T1 in Table 6.6.3.1.4.1-2. Propagation conditions are set according to Annex C clauses C.2.1 and C.2.2. T1 starts.
5.
TBD.
6.6.3.1.4.3
Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:

TBD
6.6.3.1.5
Test requirement

Table 6.6.3.1.5-1 and Table 6.6.3.1.5-2 defines the primary level settings including test tolerances for all tests.
Table 6.6.3.1.5-1: PCell specific test parameters for SA inter-RAT E-UTRA event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD Configuration
	SCS=15 KHz
	
	2, 5
	TDDConf.1.1

	
	SCS=30 KHz
	
	3, 6
	TDDConf.2.1

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	BWP configurations
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0

	
	Dedicated DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.1

	
	UL BWP
	
	1, 2, 3, 4, 5, 6
	ULBWP.1

	OCNG pattern note1
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2, 4, 5
	-89

	
	
	3, 6
	-86

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	Noc note2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-104+TT

	Noc note2
	dBm/SCS
	1, 2, 4, 5
	-104+TT

	
	
	3, 6
	-101+TT

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	17+TT
	7+TT

	Ês/Iot note3
	dB
	1, 2, 3, 4, 5, 6
	17+TT
	7+TT

	SS-RSRP note3
	dBm/SCS
	1, 2, 4, 5
	-87+TT
	-97+TT

	
	
	3, 6
	-84+TT
	-94+TT

	SSB_RP note3
	dBm/SCS
	1, 2, 4, 5
	-87+TT
	-97+TT

	
	
	3, 6
	-84+TT
	-94+TT

	Io note3
	dBm/9.36 MHz
	1, 2, 4, 5
	-58.96+TT
	-68.26+TT

	
	dBm/38.16 MHz
	3, 6
	-52.87+TT
	-62.17+TT

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	ETU70

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	NOTE 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

NOTE 3:
Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 6.6.3.1.5-2: E-UTRAN neighbour cell specific test parameters for SA inter-RAT E-UTRAN event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	2

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configuration note1
	
	4, 5, 6
	6

	TDD uplink-downlink configuration note1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100

	PDSCH parameters:

DL Reference Measurement Channel note2
	
	1, 2, 3
	5MHz: R.7 FDD

10MHz: R.3 FDD

20MHz: R.6 FDD

	
	
	4, 5, 6
	5MHz: R.4 TDD

10MHz: R.0 TDD

20MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:

DL Reference Measurement Channel note2
	
	1, 2, 3
	5MHz: R.11 FDD

10MHz: R.6 FDD

20MHz: R.10 FDD

	
	
	4, 5, 6
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD

	OCNG Patterns note2
	
	1, 2, 3
	5MHz: OP.20 FDD

10MHz: OP.10 FDD

20MHz: OP.17 FDD

	
	
	4, 5, 6
	5MHz: OP.9 TDD

10MHz: OP.1 TDD

20MHz: OP.7 TDD

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RA note3
	
	
	

	OCNG_RB note3
	
	
	

	Noc note4
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-104+TT

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	17+TT

	Ês/Iot note5
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	17+TT

	RSRP note5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-87+TT

	SCH_RP note5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-87+TT

	Io note5
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-76.22+10log (NRB,c /50) +TT
	-59.13+10log (NRB,c /50) +TT

	Propagation Condition not 6
	
	1, 2, 3, 4, 5, 6
	ETU70

	Antenna Configuration and Correlation Matrix note6
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	NOTE 1:
Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [24].

NOTE 2:
DL RMCs and OCNG patterns are specified in sections A 3.1 and A 3.2 of TS 36.133 [23] respectively.

NOTE 3:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 4:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.

NOTE 5:
Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 6:
Propagation condition and correlation matrix are defined in section B.2 in TS 36.101 [yy].


The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than [800] ms from the beginning of time period T2. The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

NOTE:
The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

6.7
Measurement performance requirements
6.7.1
SS-RSRP

6.7.1.1
Intra-frequency measurements

{End of changes}
_1608838685.unknown

