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<Start of Change>

8.1.2.1.4
RRC reconfiguration / Radio resource reconfiguration / dedicatedSystemInformationDelivery
8.1.2.1.4.1
Test Purpose (TP)

(1)
with { UE in NR RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCReconfiguration message including dedicatedSystemInformationDelivery containing SIB8 }

    then { UE reads the SIB8 to alert the user and sends an RRCReconfigurationComplete message }

            }

8.1.2.1.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.331, clauses 5.2.2.4.9,  5.3.5.3. Unless otherwise stated these are Rel-15 requirements.
 [TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration includes the fullConfig:

2>
perform the full configuration procedure as specified in 5.3.5.11;

1>
if the RRCReconfiguration includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

1>
if the RRCReconfiguration includes the masterKeyUpdate:

2>
perform security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message contains the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCReconfiguration message includes the dedicatedNAS-MessageList:

2>
forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;

1>
if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:

2>
perform the action upon reception of SIB1 as specified in 5.2.2.4.2;

1>
if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:

2>
perform the action upon reception of System Information as specified in 5.2.2.4;

[TS 38.331, clause 5.2.2.4.9]
Upon receiving the SIB8 the UE shall:

1>
if the SIB8 contains a complete warning message and the complete geographical area coordinates (if any):

2>
forward the received warning message, messageIdentifier, serialNumber, dataCodingScheme and the geographical area coordinates (if any) to upper layers;

2>
continue reception of SIB8;

1>
else:

2>
if the received values of messageIdentifier and serialNumber are the same (each value is the same) as a pair for which a warning message and the geographical area coordinates (if any) are currently being assembled:

3>
store the received warningMessageSegment;

3>
store the received warningAreaCoordinatesSegment (if any);

3>
if all segments of a warning message and geographical area coordinates (if any) have been received:

4>
assemble the warning message from the received warningMessageSegment;

4>
assemble the geographical area coordinates from the received warningAreaCoordinatesSegment (if any);

4>
forward the received warning message, messageIdentifier, serialNumber, dataCodingScheme and geographical area coordinates (if any) to upper layers;

4>
stop assembling a warning message and geographical area coordinates (if any) for this messageIdentifier and serialNumber and delete all stored information held for it;

3>
continue reception of SIB8;

2>
else if the received values of messageIdentifier and/or serialNumber are not the same as any of the pairs for which a warning message is currently being assembled:

3>
start assembling a warning message for this messageIdentifier and serialNumber pair;

3>
start assembling the geographical area coordinates (if any) for this messageIdentifier and serialNumber pair;

3>
store the received warningMessageSegment;

3>
store the received warningAreaCoordinatesSegment (if any);

3>
continue reception of SIB8;
The UE should discard warningMessageSegment and warningAreaCoordinatesSegment (if any) and the associated values of messageIdentifier and serialNumber for SIB8 if the complete warning message and the geographical area coordinates (if any) have not been assembled within a period of 3 hours.

NOTE:
The number of warning messages that a UE can re-assemble simultaneously is a function of UE implementation.

8.1.2.1.4.3
Test description

8.1.2.1.4.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1.

UE:

-
None

Preamble:

-
The UE is in 5GS state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-1

8.1.2.1.4.3.2
Test procedure sequence

Table 8.1.2.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message containing dedicatedSystemInformationDelivery containing SIB8. 
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCReconfigurationComplete message?
	-->
	NR RRC:  RRCReconfigurationComplete
	1
	P

	3
	Check: Does the UE indicate the contents of the "warning message" to the user (NOTE 1)?
	-
	-
	1
	P

	NOTE 1:
The data indication and user alerting are the UE implementation issues.


8.1.2.1.4.3.3
Specific message contents

[FFS]
<End of Change>

