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4.3.1.3.2
EN-DC (two bands)
4.3.1.3.2.0
Default reference test frequencies for EN-DC combinations (two bands)

For inter-band EN-DC configurations as listed in Table 4.3.1.3.2.0-1 and Table 4.3.1.3.2.0-7, the following apply:

For the E-UTRA band, test frequencies as specified in TS 36.508 [2] Table 4.3.1.1.1-1 are used.

For the NR band, test frequencies as specified in clause 4.3.1 are used.
For the secondary NR band in inter-band measurement testcases, the band selected is based on the subset of NR bands supported within the EN-DC configuration specified in Table 4.3.1.3.2.0-1(FR1) and Table 4.3.1.3.2.0-7 (FR2).
Table 4.3.1.3.2.0-1: Inter-band EN-DC configurations (FR1, two bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	DC_1A_n28A
	DC_1A_n28A
	1
	n28A

	DC_1A_n77A
	DC_1A_n77A
	1A
	n77A

	DC_1A_n78A
	DC_1A_n78A
	1A
	n78A

	DC_1A_n79A
	DC_1A_n79A
	1A
	n79A

	DC_3A_n77A
	DC_3A_n77A
	3A
	n77A

	DC_3A_n78A
	DC_3A_n78A
	3A
	n78A

	DC_3A_n79A
	DC_3A_n79A
	3A
	n79A

	DC_19A_n77A
	DC_19A_n77A
	19A
	n77A

	DC_19A_n78A
	DC_19A_n78A
	19A
	n78A

	DC_19A_n79A
	DC_19A_n79A
	19A
	n79A

	DC_20A_n78A
	DC_20A_n78A
	20A
	n78A

	DC_21A_n77A
	DC_21A_n77A
	21A
	n77A

	DC_21A_n78A
	DC_21A_n78A
	21A
	n78A

	DC_21A_n79A
	DC_21A_n79A
	21A
	n79A

	DC_25A_n41A
	DC_25A_n41A
	25
	n41A

	DC_28A_n77A
	DC_28A_n77A
	28A
	n77A

	DC_28A_n78A
	DC_28A_n78A
	28A
	n78A

	DC_28A_n79A
	DC_28A_n79A
	28A
	n79A


Table 4.3.1.3.2.0-2: Inter-band EN-DC configurations (FR1, three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-3: Inter-band EN-DC configurations (FR1, four bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-4: FFS

Table 4.3.1.3.2.0-5: Inter-band EN-DC configurations (FR1, five bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-6: Inter-band EN-DC configurations (FR1, six bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-7: Inter-band EN-DC configurations (FR2, two bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	DC_1A_n257A
	DC_1A_n257A
	1A
	n257A

	DC_3A_n257A
	DC_3A_n257A
	3A
	n257A

	DC_5A-n260A 
	DC_5A_n260A
	5
	n260A

	DC_5A_n261A
	DC_5A_n261A
	5
	n261A

	DC_13A_n257A
	DC_13A_n257A
	13
	n257A

	DC_19A_n257A
	DC_19A_n257A
	19A
	n257A

	DC_21A_n257A
	DC_21A_n257A
	21A
	n257A

	DC_66A_n260A
	DC_66A_n260A
	66
	n260A

	DC_66A-n261A
	DC_66A_n261A
	66
	n261A


Table 4.3.1.3.2.0-8: Inter-band EN-DC configurations (FR2, three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-9: Inter-band EN-DC configurations (FR2, four bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-10: Inter-band EN-DC configurations (FR2, five bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


Table 4.3.1.3.2.0-11: Inter-band EN-DC configurations (FR2, six bands)

	EN-DC

configuration
	Uplink EN-DC

configuration
	E-UTRA configuration
	NR configuration

	FFS
	FFS
	FFS
	FFS


