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	Reason for change:
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	Summary of change:
	Set the default to Added a condition to modify the presence of this IE dependent on a new PICS parameter (part of the common 38.508-2 CR) pc_VRBtoPRB_Interleaver

	
	

	Consequences if not approved:
	A conformant UE may fail the test case

	
	

	Clauses affected:
	4.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X 
	 Test specifications
	[bookmark: _GoBack]TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	R5-190495r1->R5-190495r1, removed the condition and changed the default to “Not present”



–	PDSCH-Config
Table 4.6.3-75: PDSCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	0
	
	

	dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	dmrs-DownlinkForPDSCH-MappingTypeB 
	Not present
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF {
	
	
	

	    TCI-State[1]
	TCI-State
	
	

	  }
	
	
	

	  tci-StatesToReleaseList
	Not present
	
	

	  vrb-ToPRB-Interleaver
	Not presentn2
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	   pdsch-TimeDomainAllocationList
	Not present
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  rateMatchPatternToAddModList 
	 Not present
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  rateMatchPatternGroup1
	Not present
	
	

	  rateMatchPatternGroup2
	Not present
	
	

	  rbg-Size
	config1
	
	

	  mcs-Table
	qam256
	
	FR1

	
	Not present
	qam64 per default
	FR2

	  maxNrofCodeWordsScheduledByDCI
	Not present
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	wideband
	
	

	    }
	
	
	

	  }
	
	
	

	  zp-CSI-RS-ResourceToAddModList
	Not present
	
	

	  zp-CSI-RS-ResourceToReleaseList
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToAddModList 
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToAddModList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  p-ZP-CSI-RS-ResourceSet
	Not present
	
	

	}
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Table 4.6.3-76: PDSCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pdsch-TimeDomainAllocationList
	PDSCH-TimeDomainResourceAllocationList
	
	

	}
	
	
	




