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	Reason for change:
	In the existing test design for TDD, the off power measurement before and after the transmit ON, may be disturbed by SS DL power . In LTE, with the same reason, R5-106845 changed  the procedure as below. 
· ON Power : UL subframe #2
· OFF Power 1 : 10SC-FDMA symbols in SpSF prior to subfram#2
· OFF Power 2 : UL subframe #3 without sheduling PUSCH
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In NR, we need to resolve this issue as well. One way is to take the same way as in LTE but, for SCS15kHz, only 1 UL contiguous slot is allocated and the DL slot after it needs PDCCH transmission, then we cannot simply adopt the same method in LTE(OFF1=SpSF,ON=1stULslot,OFF2=2ndULslot). For SCS30kHz and SCS60kHz, it is possible, but the different solution for different SCS will make the test complicated then not preferable.

To have the consistent solution for all SCSs, DL/UL allocation pattern is proposed to be changed for this test case, to have at least 3 contiguous UL slot exists for all of SCSs, and the UL slots at the edges of the contiguous UL slot block are not scheduled and OFF power is measured there.


	
	

	Summary of change:
	DL/UL allocation pattern, ON power measurement slots are specified based on the following figure.
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6.3.3.2
General ON/OFF time mask

Editor’s Note:

6.3.3.2.1
Test purpose

To verify that the general ON/OFF time mask meets the requirements given in 6.3.3.2.5.

The transmit power time mask for transmit ON/OFF defines the transient period(s) allowed between transmit OFF power as defined in sub-clause 6.3.2 and transmit ON power symbols (transmit ON/OFF)

Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.

6.3.3.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.3.3.2.3
Minimum conformance requirements

The general ON/OFF time mask defines the observation period between transmit OFF and ON power and between transmit ON and OFF power for each SCS. ON/OFF scenarios include : the beginning or end of DTX, measurement gap, contiguous, and non contiguous transmission, etc

The OFF power measurement period is defined in a duration of at least one slot excluding any transient periods. The ON power is defined as the mean power over one slot excluding any transient period.
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Figure 6.3.3.2.3-1: General ON/OFF time mask for NR UL transmission in FR1

The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.3.2.

6.3.3.2.4
Test description

6.3.3.2.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, and are shown in table 6.3.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.3.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for minimum output power 
	Modulation
	RB allocation (NOTE 1)

	1
	test case
	CP-OFDM QPSK
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2.1 for UE diagram.

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.

4.
The UL Reference Measurement Channel is set according to Table 6.3.3.2.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.3.3.2.4.3.

6.3.3.2.4.2
Test procedure

1.
SS sends uplink scheduling information via PDCCH DCI format 0_1 with TPC command 0dB for C_RNTI to schedule the UL RMC according to Table 6.3.3.2.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC. The UL assignment is  such that the UE transmits on slots 3 and 8 for15kHz SCS, on slots 8 and 18 for 30kHz SCS and on slots 17 and 37 for 60kHz SCS.

2.
Measure the UE transmission OFF power during the slot prior to the PUSCH transmission, excluding a transient period of 10 µs in the end of the slot.

3.
Measure the output power of the UE PUSCH transmission during one slot.

4.
Measure the UE transmission OFF power during the slot following the PUSCH transmission, excluding a transient period of 10 µs at the beginning of the slot.
6.3.3.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause 4.6 with following exceptions.

Table 6.3.3.2.4.3-1: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[5], Table 4.6.3-90

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-106
	
	

	}
	
	
	


Table 6.3.3.2.4.3-2: PUSCH-Config
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-89 with condition CP-OFDM


Table 6.3.3.2.4.3-3: TDD-UL-DL-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	SubcarrierSpacing
	
	

	  pattern1 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms5
	
	FR1

	    nrofDownlinkSlots
	1
	
	FR1_15kHz

	
	6
	
	FR1_30kHz

	
	14
	
	FR1_60kHz

	    nrofUplinkSlots
	3
	
	FR1_15kHz,FR1_30kHz

	
	4
	
	FR1_60kHz

	  }
	
	
	

	  pattern2
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_15kHz
	FR1 is used under the test. SCS is set to 15kHz.

	FR1_30kHz
	FR1 is used under the test. SCS is set to 30kHz.

	FR1_60kHz
	FR1 is used under the test. SCS is set to 60kHz.


<<End of change>>
