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<START OF CHANGES>

4.2
RRM conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-NR-Capabilities or tdd-Add-UE- NR-Capabilities is taken into account.
Table 4.2-1: Applicability of RRM EN-DC FR1 conformance test cases, ref. TS 38.533 [5]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Description
	Comments
	Branch

	4.4
	Timing

	4.4.1
	UE Transmit Timing

	4.4.1.1
	EN-DC FR1 UE transmit timing accuracy
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.4.3
	Timing Advance

	4.4.3.1
	EN-DC timing advance adjustment accuracy
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.6
	Measurement procedures

	4.6.1
	Intra-frequency measurements

	4.6.2
	Inter-frequency measurements

	4.6.2.1
	EN-DC FR1-FR1 event-triggered reporting in non-DRX
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.6.2.2
	EN-DC FR1-FR1 event-triggered reporting  in DRX
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	4.6.2.5
	EN-DC FR1-FR1 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.6.2.6
	EN-DC FR1-FR1 event-triggered reporting  in DRX with SSB time index detection
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	4.7
	Measurement performance requirements

	4.7.1
	SS-RSRP

	4.7.1.1
	Intra-frequency measurements

	4.7.1.1.1
	EN-DC FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.7.1.1.2
	EN-DC FR1 SS-RSRP relative measurement accuracy
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.7.1.2
	Inter-frequency measurements

	4.7.1.2.1
	EN-DC FR1-FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	

	4.7.1.2.2
	EN-DC FR1-FR1 SS-RSRP relative measurement accuracy
	Rel-15
	RE1_C001
	UE supporting EN-DC
	
	


Table 4.2-1a: Applicability of RRM EN-DC FR1 conformance test cases Conditions

	RE1_C001
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3) AND A.4.1-3/2 THEN R ELSE N/A

	Note 1: The ICS proforma are defined in TS 38.508-2 [8].


Table 4.2-2: Applicability of RRM EN-DC FR2 conformance test cases, ref. TS 38.533 [5]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Description
	Comments
	Branch

	5.6
	Measurement procedures

	5.6.1
	Intra-frequency measurements

	5.6.2
	Inter-frequency measurements

	5.6.2.1
	EN-DC FR2-FR2 event-triggered reporting in non-DRX
	Rel-15
	RE2_C001
	UE supporting EN-DC FR2 
	
	

	5.6.2.2
	EN-DC FR2-FR2 event-triggered reporting in DRX
	Rel-15
	RE2_C001
	UE supporting EN-DC FR2
	
	

	5.6.2.3
	EN-DC FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	RE2_C001
	UE supporting EN-DC FR2
	
	

	5.6.2.4
	EN-DC FR2-FR2 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	RE2_C001
	UE supporting EN-DC FR2
	
	

	5.6.2.5
	EN-DC FR1-FR2 event-triggered reporting in non-DRX
	Rel-15
	RE2_C002
	UE supporting EN-DC FR1 and FR2
	
	

	5.6.2.6
	EN-DC FR1-FR2 event-triggered reporting in DRX
	Rel-15
	RE2_C002
	UE supporting EN-DC FR1 and FR2
	
	

	5.6.2.7
	EN-DC FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	RE2_C002
	UE supporting EN-DC FR1 and FR2 
	
	

	5.6.2.8
	EN-DC FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	RE2_C002
	UE supporting EN-DC FR1 and FR2
	
	

	5.7
	Measurement performance requirements

	5.7.1
	SS-RSRP

	
	
	
	
	
	
	


Table 4.2-2a: Applicability of RRM EN-DC FR2 conformance test cases Conditions

	RE2_C001
IF A.4.1-4/4 AND A.4.1-3/2 THEN R ELSE N/A

	RE2_C002
IF A.4.1-4/5 AND A.4.1-3/2 THEN R ELSE N/A

	Note 1: The ICS proforma are defined in TS 38.508-2 [8].


Table 4.2-3: Applicability of RRM NR SA FR1 conformance test cases, ref. TS 38.533 [5]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Description
	Comments
	Branch

	6.5
	Signalling characteristics

	6.5.5
	Beam failure detecion and link recovery procedures

	6.5.5.3
	NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.5.5.4
	NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6
	Measurement procedures

	6.6.1
	Intra-frequency measurements

	6.6.1.1
	SA event triggered reporting tests without gap under non-DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.1.2
	SA event triggered reporting tests without gap under DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.1.3
	SA event triggered reporting tests with per-UE gaps under non-DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.1.4
	SA event triggered reporting tests with per-UE gaps under DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.1.5
	SA event triggered reporting tests without gap under non-DRX with SSB index reading
	Rel-15
	RS1_C002
	UE supporting 5GS FR1
	
	

	6.6.1.6
	SA event triggered reporting tests with per-UE gaps under non-DRX with SSB index reading
	Rel-15
	RS1_C002
	UE supporting 5GS FR1
	
	

	6.6.2
	Inter-frequency measurements

	6.6.2.1
	NR SA FR1-FR1 event-triggered reporting in non-DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.2.2
	NR SA FR1-FR1 event-triggered reporting  in DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.2.3
	NR SA FR1-FR1 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.6.2.4
	NR SA FR1-FR1 event-triggered reporting  in DRX with SSB time index detection
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.7
	Measurement performance requirements

	6.7.1
	SS-RSRP

	6.7.1.1
	Intra-frequency measurements

	6.7.1.1.1
	NR SA FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.7.1.1.2
	NR SA FR1 SS-RSRP relative measurement accuracy
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.7.1.2
	Inter-frequency measurements

	6.7.1.2.1
	NR SA FR1-FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.7.1.2.2
	NR SA FR1-FR1 SS-RSRP relative measurement accuracy
	Rel-15
	RS1_C001
	UE supporting 5GS FR1
	
	

	6.7.1.3
	Inter-frequency measurements between FR1 and FR2

	6.7.1.3.1
	NR SA FR1-FR2 SS-RSRP absolute measurement accuracy
	Rel-15
	RS1_C001
	UE supporting 5GS FR1 and FR2
	
	

	6.7.1.3.2
	NR SA FR1-FR2 SS-RSRP relative measurement accuracy
	Rel-15
	RS1_C001
	UE supporting 5GS FR1 and FR2
	
	


Table 4.2-3a: Applicability of RRM NR SA FR1 conformance test cases Conditions

	RS1_C001
IF (A.4.1-1/1 or A.4.1-1/2) AND A.4.1-3/1 THEN R ELSE N/A

	RS1_C002
IF A.4.1-1/2 AND A.4.1-3/1 THEN R ELSE N/A

	Note 1: The ICS proforma are defined in TS 38.508-2 [8].


Table 4.2-4: Applicability of RRM NR SA FR2 conformance test cases, ref. TS 38.533 [5]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Description
	Comments
	Branch

	
	
	
	
	
	
	

	7.3.2
	RRC connection mobility control

	7.3.2.1
	RRC re-establishment

	7.3.2.1.1
	Intra-frequency RRC Re-establishment in FR2
	Rel-15
	RS1_C001
	UE supporting 5GS FR2
	
	

	7.3.2.1.2
	Inter-frequency RRC Re-establishment in FR2
	Rel-15
	RS1_C001
	UE supporting 5GS FR2
	
	

	7.5
	Signalling characteristics

	7.5.5
	Beam failure detecion and link recovery procedures

	7.5.5.1
	NR SA FR2 SSB-based beam failure detection and link recovery in non-DRX
	Rel-15
	FFS
	UE supporting 5GS FR2
	
	

	7.5.5.2
	NR SA FR2 SSB-based beam failure detection and link recovery in DRX
	Rel-15
	FFS
	UE supporting 5GS FR2
	
	

	7.5.5.3
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in non-DRX
	Rel-15
	FFS
	UE supporting 5GS FR2
	
	

	7.5.5.4
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in DRX
	Rel-15
	FFS
	UE supporting 5GS FR2
	
	

	7.6
	Measurement procedures

	7.6.1
	Intra-frequency measurements

	7.6.2
	Inter-frequency measurements

	7.6.2.1
	NR SA FR2-FR2 event-triggered reporting in non-DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR2 TDD
	
	

	7.6.2.2
	NR SA FR2-FR2 event-triggered reporting in DRX
	Rel-15
	RS1_C001
	UE supporting 5GS FR2 TDD
	
	

	7.6.2.3
	NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	RS1_C001
	UE supporting 5GS FR2 TDD
	
	

	7.6.2.4
	NR SA FR2-FR2  event-triggered reporting in DRX with SSB time index detection
	Rel-15
	RS1_C001
	UE supporting 5GS FR2 TDD
	
	

	7.6.2.5
	NR SA FR1-FR2 event-triggered reporting in non-DRX
	Rel-15
	RS1_C002
	UE supporting 5GS FR2
	
	

	7.6.2.6
	NR SA FR1-FR2 event-triggered reporting in DRX
	Rel-15
	RS1_C002
	UE supporting 5GS FR2
	
	

	7.6.2.7
	NR SA FR1-FR2 event-triggered reporting in DRX
	Rel-15
	RS1_C002
	UE supporting 5GS FR2
	
	

	7.6.2.8
	NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	RS1_C002
	UE supporting 5GS FR2
	
	

	7.7
	Measurement performance requirements

	7.7.1
	SS-RSRP

	
	
	
	
	
	
	


Table 4.2-4a: Applicability of RRM NR SA FR2 conformance test cases Conditions

	RS1_C001
IF A.4.1-3/1 AND (A.4.1-1/1 OR A.4.1-1/2) THEN R ELSE N/A

	RS1_C002
IF A.4.1-3/1 AND A.4.1-1/2 THEN R ELSE N/A

	

	Note 1: The ICS proforma are defined in TS 38.508-2 [8].


<END OF CHANGES>
