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6.2B.1.1
UE Maximum Output Power for Intra-Band Contiguous EN-DC

Editor’s note: The test case is imcomplete, the following aspects are either missing or not yet determined:


- Test applicability for DC_(n)71AA and DC_(n)41AA  is TBD
- Recommendation on specifical time difference between MCG and SCG is TBD
6.2B.1.1.1
Test purpose

To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2B.1.1.2
Test applicability

This test applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC operation on FR1.


6.2B.1.1.3
Minimum conformance requirements

The following UE Power Classes define the total maximum output power for any transmission bandwidth(s) of the CG(s) configured.

The maximum output power is measured as the total maximum output power across the UE antenna connector(s). The period of measurement shall be at least one sub frame.

Table 6.2B.1.1.3-1: Maximum output power for EN-DC (continuous sub-blocks)

	DC configuration
	Power class 2

(dBm)
	Tolerance

(dB)
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_(n)71AA
	
	
	23
	+2/-3

	DC_(n)41AA
	26
	+2/-21
	23
	+2/-21

	NOTE 1: If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:
Power Class 3 is the default power class unless otherwise stated.


If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:

-
if the LTE UL/DL configuration is 0 or 6; or

-
if the LTE UL/DL configuration is 1 and special subframe configuration is 0 or 5; or

-
if the IE p-maxUE-FR1 as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower;

-
apply all requirements for the default power class, and set the configured transmitted power as specified in sub-clause 6.2B.4;

-
else

-
apply all requirements for the supported power class, and set the configured transmitted power class as specified in sub-clause 6.2B.4;

The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.1.

6.2B.1.1.4
Test description

6.2B.1.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2.All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2, and are shown in table 6.2B.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2 for E-UTRA RMC for TDD, TS 36.521-1 [10] Annex A.2 for E-UTRA RMC for FDD, and TS 38.521-1 [8] Annex A.2 for NR RMC. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.

Table 6.2B.1.1.4.1-1: Test configuration table

	Initial Conditions

	Test Environment

as specified in TS 38.508-1 [6] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies

as specified in TS 38.508-1 [6] subclause 4.3.1
	Low range, Mid range, High range

	Test EN-DC bandwidth combination as specified in Table 5.3B.1.2-1 across bandwidth combination sets supported by the UE
	Lowest, Mid, Highest

	Test SCS for the NR cell as specified in TS 38.521-1 [8] Table 5.3.5-1
	Lowest ,Highest

	Test Parameters

	

	Test ID
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
	Modulation(NOTE 2)
	RB allocation(NOTE 1)

	1
	N/A for MOP testing.
	NOTE 3
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Left

	3
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Right

	4
	
	
	DFT-s-OFDM QPSK
	Inner Full

	5
	
	
	DFT-s-OFDM QPSK
	Inner 1RB Left

	6
	
	
	DFT-s-OFDM QPSK
	Inner 1RB Right

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.

NOTE 2:
DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.

NOTE 3:
Modulation and RB allocation for E-UTRA Cell is selected from Table 6.2.2.4.1-1 in TS 36.521-1[10] as per the test channel bandwidth of E-UTRA cell.
NOTE 4: 
Unless otherwise stated, for a specific intra-band contiguous EN-DC comb, if a UE indicates support of dynamicPowerSharing in the UE-MRDC-Capability IE and Single UL allowed is “NO” according to Clause 5.2B.2, run test points with E-UTRA UL transmission overlapping NR UL transmission in time; ohtherwise, run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time.


1.
Connect the SS to the UE antenna connectors as shown in [6] TS 38.508-1 A.3.1.1 for SS diagram and A.3.2.1 for UE diagram.

2.
The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] subclause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] subclause 4.4.3.

3.
Downlink signals are initially set up according to TS 36.521-1 [10] Annex C.0 and TS 38.521-1 [8] Annex C.0 for E-UTRA CG and NR CG respectively, and uplink signals according to TS 36.521-1 [10] Annex H and TS 38.521-1 [8] Annex G for E-UTRA CG and NR CG respectively.

4.
The UL Reference Measurement channels are TS 36.521-1 [10] Annex A.2 and TS 38.521-1 [8] Annex A.2 for E-UTRA CG and NR CG respectively.

5.
Propagation conditions are set according to TS 36.521-1 [10] Annex B.0 and TS 38.521-1 [8] Annex B.0 for E-UTRA CG and NR CG respectively.

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 6.2B.1.1.4.3.

7.
Ensure E-UTRA UL transmission overlaps with NR UL transmission in time by restricting timing difference between MCG and SCG to be [TBD], or E-UTRA UL transmission doesn’t overlap with NR UL transmission in time by restricting timing difference between MCG and SCG to be [TBD]
6.2B.1.1.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 and DCI format 0_1 for C_RNTI to schedule the UL RMC according to table 6.2B.1.1.4.1-1on E-UTRA CC and NR CC respectively . Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands to the UE for NR and E-UTRA carrier until the UE transmits at its PUMAX level; allow at least 200 ms from the first TPC command for the UE to reach PUMAX level for Power Class 3.

3.
Measure the mean transmitted power over all EN-DC component carriers in the EN-DC, which shall meet the requirements described in table 6.2B.1.1.5-1 the period of the measurement shall be at least the continuous duration of one active sub-frame.

4.
For UEs supporting Power Class 2, repeat steps 1~3 on the applicable bands except PUMAX level in step 2 is corresponding to Power Class 2.
6.2B.1.1.4.3
Message contents

Message contents are according to TS 36.508-1[11] subclause 4.6.1 and TS 36.508 [11] subclause 4.6.1 and TS 38.508-1 [6] subclause 4.6.1 with the following exceptions.
6.2B.1.1.4.3-1: PhysicalCellGroupConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	  p-NR-FR1
	23
	Apply if Power Class 3 UE
	


6.2B.1.1.4.3-2: RRCConnectionReconfiguration: nr-Config-r15
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                            p-MaxEUTRA-r15
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE
	


6.2B.1.1.4.3-3: RRCConnectionReconfiguration: tdm-PatternConfig if operating on FDD band
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                          setup :: = SEQUENCE {
	
	Apply if operating on FDD band for a UE indicating support of dynamicPowerSharing in the UE-MRDC-Capability IE according to TS 38.213 [x] clause 7.6.1
	

	                            subframeAssignment-r15
	sa2
	
	

	                            harq-Offset-r15
	0
	
	

	                          }
	
	
	


6.2B.1.1.4.3-4: SystemInfomationBlockType1: tdd-Config if operating on TDD band
	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp6
	
	

	}
	
	
	


6.2B.1.1.5
Test requirements

The maximum output power for the DC configuration, derived in step 3 shall be within the range prescribed by the DC UE Power Class and tolerance in Table 6.2B.1.1.5-1.

Table 6.2B.1.1.5-1: Maximum output power for EN-DC (continuous sub-blocks) for power class 3

	DC configuration
	Power class2
	Tolerance

(dB)
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_(n)71B
	
	
	23
	+2+TT/-3-TT

	DC_(n)41AA
	
	
	23
	+2+TT/-21+TT

	NOTE 1:
If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:
TT for each frequency and channel bandwidth is specified in TBD


Table 6.2B.1.1.5-2: Maximum output power for EN-DC (continuous sub-blocks) for Power Class 2

	DC configuration
	Power class2
	Tolerance

(dB)
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_(n)41AA
	26
	+2+TT/-21-TT
	
	

	NOTE 1:
If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:
TT for each frequency and channel bandwidth is specified in Table 6.2B.1.5-3


Table 6.2B.1.5-3: Test Tolerance 
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6GHz

	BW ≤ 40MHz
	0.7 dB
	1.0 dB

	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB


