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[bookmark: _Toc121162910][bookmark: _Toc120570118][bookmark: _Toc8026][bookmark: _Toc111062105]8	Performance requirement
<< Start of changes >>
This clause contains performance requirements for the physical channels specified in TS 36.211[3]. The performance requirements for the UE in this clause are specified for the measurement channels specified in TS 36.102[11] Annex A, the propagation conditions in TS 36.102[11] Annex D and the downlink channels in TS 36.102[11] Annex B.
[bookmark: _Toc368026404][bookmark: _Toc137401331]8.1	General
[bookmark: _Toc368026405][bookmark: _Toc137401332]8.1.1	Receiver antenna capability
The performance requirements are based on UE(s) that utilize one or more antenna receivers.
For all test cases, the SNR is defined as

	
where NRX denotes the number of receiver antenna connectors and the superscript receiver antenna connector j. The above SNR definition assumes that the REs are not precoded. The SNR definition does not account for any gain which can be associated to the precoding operation. The relative power of physical channels transmitted is defined in TS 36.102[11] Annex C. The SNR requirement applies for the UE categories given for each test.
[bookmark: _Toc368026408][bookmark: _Toc137401333]8.1.2	Applicability of requirements
[bookmark: _Toc368026409][bookmark: _Toc137401334]8.1.2.1	Applicability of requirements for different channel bandwidths
In Clause 8 the test cases may be defined with different channel bandwidth to verify the same target FRC conditions with the same propagation conditions, correlation matrix and antenna configuration.
[bookmark: _Toc21338163][bookmark: _Toc29808271][bookmark: _Toc37068190][bookmark: _Toc37083733][bookmark: _Toc37084075][bookmark: _Toc40209437][bookmark: _Toc40209779][bookmark: _Toc45892738][bookmark: _Toc53176595][bookmark: _Toc61120871][bookmark: _Toc67918015][bookmark: _Toc76298058][bookmark: _Toc76572070][bookmark: _Toc76651937][bookmark: _Toc76652775][bookmark: _Toc83742047][bookmark: _Toc91440537][bookmark: _Toc98849322][bookmark: _Toc106543172][bookmark: _Toc106737267][bookmark: _Toc107233034][bookmark: _Toc107234624][bookmark: _Toc107419593][bookmark: _Toc107476886][bookmark: _Toc114565699][bookmark: _Toc115267787][bookmark: _Toc123057984][bookmark: _Toc124256677][bookmark: _Toc131734990][bookmark: _Toc137386451][bookmark: _Toc137401335]8.2.1.2	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 8.2.1.2-1 shall apply for UEs which support optional UE features only. If same test is listed for different UE features/capabilities in Clauses 8.2.1.2, then this test shall apply for UEs which support all corresponding UE features/capabilities.
Table 8.2.1.2-1: Requirements applicability for optional UE features
	[bookmark: _Hlk136268787]UE feature/capability
	Test list
	Applicability notes

	NTN access (ntn-Connectivity-EPC-r17)
	Clause 8.2.1.1 (Test 1, Test 2, Test 3)
	The requirements apply only for UE Category M1

	
	Clause 8.3.1.1 (Test 1, Test 2)
	The requirements apply only for UE Category NB1, NB2

	NTN scenario support (ntn-ScenarioSupport-r17)
	Clause 8.2.1.1 (Test 1, Test 2, Test 3)
	The requirements apply only for UE Category M1, and only when ntn-ScenarioSupport-r17 is “ngso” or is not included

	
	Clause 8.3.1.1 (Test 1, Test 2)
	The requirements apply only for UE Category NB1, NB2, and only when ntn-ScenarioSupport-r17 is “ngso” or is not included

	Operation in coverage enhancement mode A (ce-ModeA-r13)
	Clause 8.2.1.1 (Test 1, Test 2)
	The requirements apply only for UE Category M1

	Operation in coverage enhancement mode B (ce-ModeB-r13)
	Clause 8.2.1.1 (Test 3)
	The requirements apply only for UE Category M1

	Note:	For UE supports NTN access (ntn-Connectivity-EPC-r17), the requirements in TS36.101[7] Clause 8 and Clause 9 also applies to UE according to the UE category and capability



[bookmark: _Toc137401336]8.1.3	UE category and UE DL category
UE category and UE DL category refer to ue-Category, ue-CategoryDL, and ue-Category-NB define in 4.1, 4.1A and 4.1C from TS 36.306. A UE that belongs to either a UE category or a UE DL category indicated in UE performance requirements in subclause 8 shall fulfil the corresponding requirements.
<< End of changes >>
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