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8.1.6.1.1.1.3.3	Specific message contents
Table 8.1.6.1.1.1.3.3-1: RRCReconfiguration (step 1 Table 8.1.6.1.1.1.3.2-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              otherConfig-v1610 SEQUENCE {
	
	
	

	                obtainCommonLocation-r16
	true
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.1.1.3.3-2: MeasConfig (Table 8.1.6.1.1.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR(57)
	Thres=57(-100dBm
≤ SS-RSRP<-99dBm)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig
	ReportConfigNR-EventA2
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1.. maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.1.1.3.3-3: ReportConfigNR-EventA2 (Table 8.1.6.1.1.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	69
	-88dBm
≤ SS-RSRP<-87dBm
	FR1/FR2

	          }
	
	
	

	          hysteresis
	0
	0 dB
	FR1/FR2

	        }
	
	
	

	      }
	
	
	

	      reportAmount 
	r1
	
	

	      includeCommonLocationInfo-r16
	True
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.1.1.3.3-4: MeasurementReport (steps 4, Table 8.1.6.1.1.1.3.2-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	Step 4

	        measResultServingMOList SEQUENCE {
	1 entry
	
	

	          servCellId
	ServCellIndex of NR Cell 1
	
	

	          measResultServingCell SEQUENCE {
	
	
	

	            physCellId
	Physical CellID of the NR Cell 1
	
	

	            measResult SEQUENCE {
	
	
	

	              cellResults SEQUENCE {
	
	
	

	                resultsSSB-Cell SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not present
	
	

	
	(0..127)
	
	pc_ss_SINR_Meas

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        locationInfo-r16 SEQUENCE {
	
	
	

	          commonLocationInfo-r16 SEQUENCE {
	
	
	

	            gnss-TOD-msec-r16
	Any allowed value
	
	

	            locationTimestamp-r16
	Not checkedAny allowed value
	
	

	            locationCoordinate-r16
	Any allowed value
	
	

	            locationError-r16
	Not checked
	
	

	            locationSource-r16
	Not checkedAny allowed value
	
	

	            velocityEstimate-r16
	Any allowed value
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Next change]
8.1.6.1.3.5.3.3	Specific message contents
Table 8.1.6.1.3.5.3.3-0: RRCReconfiguration (step 1, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              otherConfig-v1610 SEQUENCE {
	
	
	

	                obtainCommonLocation-r16
	true
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.5.3.3-1: UEInformationResponse (step 9, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-32B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      rlf-Report-r16 CHOICE {
	
	
	

	        nr-RLF-Report-r16 SEQUENCE {
	
	
	

	          measResultLastServCell-r16 SEQUENCE {
	
	
	

	            measResult-r16 SEQUENCE {
	
	
	

	              cellResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Cell-r16 SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not checked
	
	

	                }
	
	
	

	                resultsCSI-RS-Cell-r16
	Not checked
	
	

	              }
	
	
	

	              rsIndexResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Indexes-r16 SEQUENCE {
	
	
	

	                  ssb-Index
	1
	
	

	                  ssb-Results SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	                ssbRLMConfigBitmap-r16
	01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000
	
	

	                resultsCSI-RS-Indexes-r16
	Not present
	
	

	                csi-rsRLMConfigBitmap-r16
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultNeighCells-r16 SEQUENCE {
	
	
	

	            measResultListNR-r16 SEQUENCE {
	
	
	

	              ssbFrequency-r16
	ARFCN-ValueNR for SSB of NR Cell 2
	
	

	              refFreqCSI-RS-r16
	Not present
	
	

	              measResultList-r16 SEQUENCE {
	
	
	

	                physCellId
	PCI of NR Cell 2
	
	

	                measResult SEQUENCE {
	
	
	

	                  cellResults SEQUENCE {
	
	
	

	                    resultsSSB-Cell SEQUENCE {
	
	
	

	                      rsrp
	(0..127)
	
	

	                      rsrq
	Not present
	
	

	                      sinr
	Not present
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          c-RNTI-r16
	the old value of the C-RNTI of the UE used in NR Cell 1
	
	

	          previousPCellId-r16
	Not present
	
	

	          failedPCellId-r16 CHOICE {
	
	
	

	            nrFailedPCellId-r16 CHOICE {
	
	
	

	              pci-arfcn-r16 SEQUENCE {
	
	
	

	                physCellId-r16
	PCI of NR Cell 1
	
	

	                carrierFreq-r16
	NARFCN of NR Cell 1
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          reconnectCellId-r16
	Not present
	
	

	          timeUntilReconnection-16
	Not present
	
	

	          reestablishmentCellId-r16 SEQUENCE {
	
	
	

	            plmn-Identity-r16
	PLMN ID of NR Cell 2
	
	

	            cellIdentity-r16
	CGI of NR Cell 2
	
	

	            trackingAreaCode-r16
	TAC of NR Cell 2
	
	

	          }
	
	
	

	          timeConnFailure-r16
	Not present
	
	

	          timeSinceFailure-r16
	Any allowed value
	
	

	          connectionFailureType-r16
	rlf
	
	

	          rlf-Cause-r16
	t310-Expiry
	
	

	          locationInfo-r16 SEQUENCE {
	
	
	

	            commonLocationInfo-r16 SEQUENCE {
	
	
	

	              gnss-TOD-msec-r16
	Not checkedAny allowed value
	
	

	              locationTimestamp-r16
	Not checkedAny allowed value
	
	

	              locationCoordinate-r16
	Not checkedAny allowed value
	
	

	              locationError-r16
	Not checked
	
	

	              locationSource-r16
	Not checked
	
	

	              velocityEstimate-r16
	Not checkedAny allowed value
	
	

	            }
	
	
	

	            bt-LocationInfo-r16
	Not checked
	
	

	            wlan-LocationInfo-r16
	Not checked
	
	

	            sensor-LocationInfo-r16
	Not checked
	
	

	          }
	
	
	

	          noSuitableCellFound-r16
	Not present
	
	

	          ra-InformationCommon-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Next change]
8.1.6.1.4.5.3.3	Specific message contents
Table 8.1.6.1.4.5.3.3-1: RRCSetupComplete (step 9, Table 8.1.6.1.4.5.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        ue-MeasurementsAvailable-r16
	UE-MeasurementsAvailable-r16 with condition CEF
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.4.5.3.3-2: Void

Table 8.1.6.1.4.5.3.3-3: UEInformationResponse (step 15, Table 8.1.6.1.4.5.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-32B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      connEstFailReport-r16 SEQUENCE {
	
	
	

	        measResultFailedCell-r16 SEQUENCE {
	
	
	

	          cgi-Info SEQUENCE {
	
	
	

	            plmn-Identity-r16
	Any allowed value
	
	

	            cellIdentity-r16
	Any allowed value
	
	

	            trackingAreaCode-r16
	Not checked
	
	

	          }
	
	
	

	          measResult-r16 SEQUENCE {
	
	
	

	            cellResults-r16 SEQUENCE {
	
	
	

	              resultsSSB-Cell-r16 SEQUENCE {
	
	
	

	                Rsrp
	Not checked
	
	

	                Rsrq
	Not checked
	
	

	                Sinr
	Not checked
	
	

	              }
	
	
	

	            }
	
	
	

	            rsIndexResults-r16 SEQUENCE {
	
	
	

	              resultsSSB-Indexes-r16 SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerSSB-Index
	1 entry
	
	

	                  ssb-Index
	Any allowed value
	
	

	                  ssb-Results SEQUENCE {
	
	
	

	                    Rsrp
	Not checked
	
	

	                    Rsrq
	Not checked
	
	

	                    Sinr
	Not checked
	
	

	                  }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        locationInfo-r16 SEQUENCE {
	
	
	

	          commonLocationInfo-r16 SEQUENCE {
	
	
	

	            gnss-TOD-msec-r16
	Not checkedAny allowed value
	
	

	            locationTimestamp-r16
	Not checkedAny allowed value
	
	

	            locationCoordinate-r16
	Not checkedAny allowed value
	
	

	            locationError-r16
	Not checked
	
	

	            locationSource-r16
	Not checked
	
	

	            velocityEstimate-r16
	Not checkedAny allowed value
	
	

	          }
	
	
	

	          bt-LocationInfo-r16
	Not present
	
	

	          wlan-LocationInfo-r16
	Not present
	
	

	          sensor-LocationInfo-r16
	Not present
	
	

	        }
	
	
	

	        measResultNeighCells-r16 SEQUENCE {
	
	
	

	          measResultNeighCellListNR
	Not present
	
	

	          measResultNeighCellListEUTRA
	Not present
	
	

	        }
	
	
	

	        numberOfConnFail-r16
	Any allowed value
	
	

	        perRAInfoList-r16
	Any allowed value
	
	

	        timeSinceFailure-r16
	Any allowed value
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Next change]
8.1.6.2.1.3.3	Specific message contents
Table 8.1.6.2.1.3.3-1: RRCReconfiguration (step 1 Table 8.1.6.2.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              otherConfig-v1610 SEQUENCE {
	
	
	

	                obtainCommonLocation-r16
	true
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.2.1.3.3-2: MeasConfig (Table 8.1.6.2.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	MeasObjectIdNR-f1
	

	      measObject CHOICE {
	
	
	

	        measObjectNR SEQUENCE {
	
	
	

	          ssbFrequency
	ssbFrequency IE equals the ARFCN for NR Cell 1
	
	

	          absThreshSS-BlocksConsolidation
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	MeasObjectEUTRA-f1
	

	      measObject CHOICE {
	
	
	

	        measObjectEUTRA SEQUENCE {
	
	
	

	          carrierFreq
	ARFCN-ValueEUTRA for E-UTRA Cell 1
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig
	ReportConfigInterRAT-PERIODICAL-E-UTRA
	Table 8.1.6.2.1.3.3-3
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1.. maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.2.1.3.3-3: ReportConfigInterRAT-PERIODICAL-E-UTRA (Table 8.1.6.2.1.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-141 with condition PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    PeriodicalReportConfigInterRAT SEQUENCE {
	
	
	

	      maxReportCells
	1
	
	

	      includeCommonLocationInfo-r16
	true
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.2.1.3.3-4: MeasurementReport (steps 5, Table 8.1.6.2.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	

	        measResultServingMOList SEQUENCE {
	1 entry
	
	

	          servCellId
	ServCellIndex of NR Cell 1
	
	

	          measResultServingCell SEQUENCE {
	
	
	

	            physCellId
	Physical CellID of the NR Cell 1
	
	

	            measResult SEQUENCE {
	
	
	

	              cellResults SEQUENCE {
	
	
	

	                resultsSSB-Cell SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        measResultNeighCells CHOICE {
	
	
	

	          measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	1 entry
	
	

	            eutra-PhysCellId
	Physical layer cell identity of E-UTRA Cell 1
	
	

	            measResult SEQUENCE {
	
	
	

	              rsrp
	(0..97)
	
	

	              rsrq
	(0..34)
	
	

	              sinr
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        locationInfo-r16 SEQUENCE {
	
	
	

	          commonLocationInfo-r16 SEQUENCE {
	
	
	

	            gnss-TOD-msec-r16
	Any allowed value
	
	

	            locationTimestamp-r16
	Any allowed valueNot checked
	
	

	            locationCoordinate-r16
	Any allowed value
	
	

	            locationError-r16
	Not checked
	
	

	            locationSource-r16
	Any allowed valueNot checked
	
	

	            velocityEstimate-r16
	Any allowed value
	
	

	          }
	
	
	

	          bt-LocationInfo-r16
	Not present
	
	

	          wlan-LocationInfo-r16
	Not present
	
	

	          sensor-LocationInfo-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[End of change]
