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<Start of first modified section>
[bookmark: _Toc21353795][bookmark: _Toc27749414]–	CellGroupConfig
Table 4.6.3-19: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	
	CellGroupId condition NR-DC_SCG
	
	NR-DC_SCG

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	EN-DC

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRB2
	entry 1
	

	
	RLC-BearerConfig with conditions AM and DRB2 and Re-establish_RLC
	
	 PSCell_change

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	SRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	entry 1
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB1
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB2

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB2
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	DRBn, NR-DC_SCG

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRBn
	entry 1
DRBn is allocated according to internal TTCN mapping
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	3 entries
	
	PCell_change

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions SRB1 and Re-establish_RLC
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions SRB2 and Re-establish_RLC
	entry 2
	

	    RLC-BearerConfig[3]
	RLC-BearerConfig with conditions AM, DRB1 and Re-establish_RLC
	entry 3
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1+n entries
	n is the number of DRBs established before RRC resume
	RESUME

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2 and RESUME
	entry 1
	

	    RLC-BearerConfig[k+1, k=1..n]
	RLC-BearerConfig with condition DRBk and RESUME
	entry [k+1, k=1..n]
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2+n entries
	n is the number of DRBs established before RRC re-establishement
	REEST

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with condition SRB2 and Re-establish_RLC
	entry 2
	

	    RLC-BearerConfig[k+2, k=1..n]
	RLC-BearerConfig with condition DRBk and Re-establish_RLC
	entry [k+2, k=1..n]
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	MRBm AND (AM_PTP OR
UM_bi_PTP OR UM_PTP OR UM_PTM)

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and PTP
	entry 1

	AM_PTP

	
	RLC-BearerConfig with conditions UM and PTP
	
	UM_bi_PTP

	
	RLC-BearerConfig with conditions UM_DLonly and PTP
	
	UM_PTP

	
	RLC-BearerConfig with conditions UM_DLonly and PTM
	
	UM_PTM

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	MRBm_DRBn AND (AM_PTP OR
UM_bi_PTP OR UM_PTP OR UM_PTM)

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and PTP and MRBm
	entry 1

	AM_PTP

	
	RLC-BearerConfig with conditions UM and PTP and MRBm
	
	UM_bi_PTP

	
	RLC-BearerConfig with conditions UM_DLonly and PTP and MRBm
	
	UM_PTP

	
	RLC-BearerConfig with conditions UM_DLonly and PTM and MRBm
	
	UM_PTM

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRBn
	entry 2
DRBn is allocated according to internal TTCN mapping
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	MRBm AND
(AMPTP_UMPTM OR
UMPTP_UMPTM)

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and PTP and MRBm
	entry 1
	AMPTP_UMPTM

	
	RLC-BearerConfig with conditions UM_DLonly and PTP and MRBm
	
	UMPTP_UMPTM

	   RLC-BearerConfig[2]
	RLC-BearerConfig with conditions UM_DLonly and PTM and MRBm
	entry 2
	AMPTP_UMPTM,  UMPTP_UMPTM 

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	3 entries
	
	MRBm_DRBn AND (AMPTP_UMPTM OR
UMPTP_UMPTM)

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and PTP and MRBm
	entry 1
	AMPTP_UMPTM

	
	RLC-BearerConfig with conditions UM_DLonly and PTP and MRBm
	
	UMPTP_UMPTM

	   RLC-BearerConfig[2]
	RLC-BearerConfig with conditions UM_DLonly and PTM and MRBm
	entry 2
	AMPTP_UMPTM,  UMPTP_UMPTM 

	    RLC-BearerConfig[3]
	RLC-BearerConfig with conditions AM and DRBn
	entry 3
DRBn is allocated according to internal TTCN mapping
	

	  }
	
	
	

	  rlc-BearerToAddModList
	Not present
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	
	MAC-CellGroupConfig with condition MBS_Multicast
	
	AMPTP_UMPTM, UMPTP_UMPTM,  UM_PTM

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add, MRBm,
MRBm_DRBn

	  spCellConfig
	Not present
	
	SRB2_DRB1, SRB2_DRB2, SCell_add,
AM_PTP,
UM_bi_PTP,
UM_PTP

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC, EN-DC AND MEAS

	
	ServCellIndex with condition NR-DC_SCG
	
	NR-DC_SCG

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC, PCell_change, PSCell_change, NR-DC_SCG

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	
	RNTI-Value with condition NR-DC_SCG
	
	NR-DC_SCG

	      t304
	ms1000
	
	

	      rach-ConfigDedicated
	Not present
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	CFRA

	        uplink
	RACH-ConfigDedicated
	
	

	        supplementaryUplink
	RACH-ConfigDedicated
	
	SUL AND SIG

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      setup
	RLF-TimersAndConstants
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	Not present
	
	MEAS, RESUME

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	EN-DC, SRB1, PCell_change, PSCell_change, NR-DC_SCG, REEST

	
	Not present
	
	

	
	ServingCellConfig with condition MEAS
	
	MEAS

	
	ServingCellConfig with condition RESUME
	
	RESUME

	
	ServingCellConfig with condition MBS_Multicast
	
	AMPTP_UMPTM, UMPTP_UMPTM, UM_PTM

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToAddModList SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig {
	1 entry
	
	SCell_add

	    SCellConfig[1] SEQUENCE {
	
	entry 1
	

	      sCellIndex
	SCellIndex
	
	

	      sCellConfigCommon
	ServingCellConfigCommon with condition No_UL and SCell_add
	
	

	
	ServingCellConfigCommon with condition SCell_add
	
	RF AND UL_CA

	      sCellConfigDedicated
	ServingCellConfig with condition No_UL and Scell_Add
	
	

	
	ServingCellConfig with condition Scell_Add
	
	RF AND UL_CA

	    }
	
	
	

	  }
	
	
	

	  sCellToReleaseList
	Not present
	
	

	  reportUplinkTxDirectCurrent
	Not present
	
	

	  bap-Address-r16
	Not present
	
	

	  bh-RLC-ChannelToAddModList-r16
	Not present
	
	

	  bh-RLC-ChannelToReleaseList-r16
	Not present
	
	

	  f1c-TransferPath-r16
	Not present
	
	

	  simultaneousTCI-UpdateList1-r16
	Not present
	
	

	  simultaneousTCI-UpdateList2-r16
	Not present
	
	

	  simultaneousSpatial-UpdatedList1-r16
	Not present
	
	

	  simultaneousSpatial-UpdatedList2-r16
	Not present
	
	

	  uplinkTxSwitchingOption-r16
	Not present
	
	

	  uplinkTxSwitchingPowerBoosting-r16
	Not present
	
	

	  reportUplinkTxDirectCurrentTwoCarrier-r16
	Not present
	
	

	  f1c-TransferPathNRDC-r17
	Not present
	
	

	  uplinkTxSwitching-2T-Mode-r17
	Not present
	
	

	  uplinkTxSwitching-DualUL-TxState-r17
	Not present
	
	

	  uu-RelayRLC-ChannelToAddModList-r17
	Not present
	
	

	  uu-RelayRLC-ChannelToAddModList-r17 SEQUENCE (SIZE (1.. maxUu-RelayRLC-ChannelID-r17)) OF Uu-RelayRLC-ChannelConfig-r17{
	
	
	RELAY

	    Uu-RelayRLC-ChannelConfig-r17[1]
	Uu-RelayRLC-ChannelConfig
	
	

	  }
	
	
	

	  uu-RelayRLC-ChannelToReleaseList-r17
	Not present
	
	

	  simultaneousU-TCI-UpdateList1-r17
	Not present
	
	

	  simultaneousU-TCI-UpdateList2-r17
	Not present
	
	

	  simultaneousU-TCI-UpdateList3-r17
	Not present
	
	

	  simultaneousU-TCI-UpdateList4-r17
	Not present
	
	

	  rlc-BearerToReleaseListExt-r17
	Not present
	
	

	  iab-ResourceConfigToAddModList-r17
	Not present
	
	

	  iab-ResourceConfigToReleaseList-r17
	Not present
	
	

	  reportUplinkTxDirectCurrentMoreCarrier-r17
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity with E-UTRA connected to EPC

	CFRA
	This condition applies when CFRA is configured

	SUL
	Supplementary Uplink

	SRB1
	Establishment of SRB1

	SRB2_DRB1
	Establishment of SRB2 and DRB1

	SRB2_DRB2
	Establishment of SRB2 and DRB2

	DRBn
	Establishment of DRBn

	PCell_change
	Intra-NR PCell change NR) 

	PSCell_change
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	MEAS
	A NR or EN-DC measurement is configured

	NR-DC_SCG
	Add SCG (NR-DC)

	RESUME
	Used in RRCResume Message

	REEST
	The first RRCReconfiguration message after successful completion of the RRC re-establishment procedure.

	UL_CA
	Uplink CA

	MRBm
	Establishment of MRBm

	MRBm_DRBn
	Establishment of MRBm and DRBn

	AM_PTP
	Multicast MRB with RLC-AM entity configuration for receiving PTP transmission

	UM_bi_PTP
	Multicast MRB with bidirectional RLC-UM configuration for receiving PTP transmission

	UM_PTP
	Multicast MRB with DL only RLC-UM configuration for receiving PTP transmission

	UM_PTM
	Multicast MRB with DL only RLC-UM entity for receiving PTM transmission

	AMPTP_UMPTM
	Multicast MRB with two RLC entities, one RLC-AM entity for receiving PTP transmission and the other DL only RLC-UM entity for receiving PTM transmission

	UMPTP_UMPTM
	Multicast MRB with two RLC-UM entities, one DL only RLC-UM entity for receiving PTP transmission and the other DL only RLC-UM entity for receiving PTM transmission

	RELAY
	This condition applies when Relay UE is configured



<End of modified section>

