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<<< START OF CHANGES >>>

[bookmark: _Toc77005759][bookmark: _Toc84849663][bookmark: _Toc92808390]4.3.1.1.1.77	Reference test frequencies for NR operating band n77
Table 4.3.1.1.1.77-1: Test frequencies for NR operating band n77, SCS 15 kHz and ΔFRaster 15 kHz
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS
[kHz]
	GSCN
	absoluteFrequencySSB
[ARFCN]
	

	Offset Carrier CORESET#0
[RBs]
Note 2
	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)
[PRBs]
Note 1

	10
	52
	Downlink
	Low
	3305.01
	620334
	3300.33
	620022
	0
	30
	7711
	620352
	6
	1
	1 (6)
	7

	
	
	&
	Mid
	3750
	650000
	3726.96
	648464
	102
	
	8020
	650016
	4
	1
	1 (6)
	109

	
	
	Uplink
	High
	4194.99
	679666
	4099.59
	673306
	504
	
	8329
	679680
	2
	1
	1 (6)
	511

	15
	79
	Downlink
	Low
	3307.5
	620500
	3300.39
	620026
	0
	30
	7711
	620352
	2
	1
	1 (6)
	7

	
	
	&
	Mid
	3750
	650000
	3724.53
	648302
	102
	
	8018
	649824
	10
	2
	0 (2)
	106

	
	
	Uplink
	High
	4192.5
	679500
	4094.67
	672978
	504
	
	8325
	679296
	6
	0
	0 (2)
	506

	20
	106
	Downlink
	Low
	3310.02
	620668
	3300.48
	620032
	0
	30
	7711
	620352
	8
	0
	1 (6)
	6

	
	
	&
	Mid
	3750
	650000
	3722.1
	648140
	102
	
	8016
	649632
	4
	0
	0 (2)
	104

	
	
	Uplink
	High
	4189.984189.995
	679332679333
	4089.724089.735
	672648672649
	504
	
	8322
	679008
	110
	30
	0 (2)1 (6)
	509510

	25
	133
	Downlink
	Low
	3312.51
	620834
	3300.54
	620036
	0
	30
	7711
	620352
	4
	0
	1 (6)
	6

	
	
	&
	Mid
	3750
	650000
	3719.67
	647978
	102
	
	8015
	649536
	10
	1
	1 (6)
	109

	
	
	Uplink
	High
	4187.49
	679166
	4084.8
	672320
	504
	
	8319
	678720
	4
	3
	1 (6)
	513

	30
	160
	Downlink
	Low
	3315
	621000
	3300.6
	620040
	0
	30
	7711
	620352
	0
	0
	1 (6)
	6

	
	
	&
	Mid
	3750
	650000
	3717.24
	647816
	102
	
	8013
	649344
	4
	3
	0 (2)
	107

	
	
	Uplink
	High
	4185
	679000
	4079.88
	671992
	504
	
	8315
	678336
	8
	2
	0 (2)
	508

	40
	216
	Downlink
	Low
	3320.01
	621334
	3300.57
	620038
	0
	30
	7711
	620352
	2
	0
	1 (6)
	6

	
	
	&
	Mid
	3750
	650000
	3712.2
	647480
	102
	
	8010
	649056
	4
	3
	1 (6)
	111

	
	
	Uplink
	High
	4179.99
	678666
	4069.83
	671322
	504
	
	8308
	677664
	6
	2
	0 (2)
	508

	50
	270
	Downlink
	Low
	3325.02
	621668
	3300.72
	620048
	0
	30
	7711
	620352
	4
	3
	0 (2)
	5

	
	
	&
	Mid
	3750
	650000
	3707.34
	647156
	102
	
	8006
	648672
	4
	2
	0 (2)
	106

	
	
	Uplink
	High
	4174.98
	678332
	4059.96
	670664
	504
	
	8301
	676992
	4
	1
	0 (2)
	507

	Note 1:	The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-3 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
Note 2:	The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.
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