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[bookmark: _Hlk515458350]Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	7.1.1.12
	UE Power Saving
	
	
	

	7.1.1.12.1
	 Void
	
	
	

	7.1.1.12.3
	DRX adaptation / UE wakeup indication
	Rel-16
	C103
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation

	7.1.1.12.4.1
	DRX adaptation / SCell dormancy indication / Intra-band Contiguous CA
	Rel-16
	C118
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	7.1.1.12.4.2
	DRX adaptation / SCell dormancy indication / Intra-band non Contiguous CA
	Rel-16
	C119
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band non-contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	7.1.1.12.4.3
	DRX adaptation / SCell dormancy indication / Inter-band CA
	Rel-16
	C120
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and inter-band CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology



< Unchanged sections omitted >
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C118
	IF A.4.3.5-1/1 AND  A.4.3.5-1/5 AND  A.4.3.2-1/35 AND A.4.3.2A.1-2/1 AND A.4.3.2-1/83 AND (A.4.1-4A/1 OR A.4.1-4A/3) THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	C119
	IF A.4.3.5-1/1 AND  A.4.3.5-1/5 AND  A.4.3.2-1/35 AND A.4.3.2A.1-2/1 AND A.4.3.2-1/83 AND (A.4.1-4A/2 OR A.4.1-4A/4) THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band non-contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	C120
	IF A.4.3.5-1/1 AND  A.4.3.5-1/5 AND  A.4.3.2-1/35 AND A.4.3.2A.1-2/1 AND A.4.3.2-1/83 AND (A.4.1-4A/5 OR A.4.1-4A/6 OR A.4.1-4A/7) THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and inter-band CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology




	


