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<Start of first modified section>
8.1.2.1.7	RRC reconfiguration / SRB4 / QoE
8.1.2.1.7.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state }
ensure that {
  when { UE receives an RRCReconfiguration message containing srb-Identity-v1700 and servedRadioBearerSRB4-r17 }
    then { UE configure SRB4 and sends an RRCReconfigurationComplete message }
            }

8.1.2.1.7.2	Conformance requirements
FFS
8.1.2.1.7.3	Test description
8.1.2.1.7.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1
-	System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.2.
UE:
-	None.
Preamble:
-	The UE is in state RRC_IDLE using generic procedure parameter Connectivity (NR) according to TS 38.508-1 [4], Table 4.5.1-1.
8.1.2.1.7.3.2	Test procedure sequence
Table 8.1.2.1.7.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1-6
	Steps 1 to 6 of the NR RRC_CONNECTED procedure in TS 38.508-1 [4] Table 4.5.4.2-3 is executed to successfully complete the service request procedure.
	-
	-
	-
	-

	7
	The SS transmits an RRCReconfiguration message and a SERVICE ACCEPT message to establish SRB2, SRB4 and DRB(s).
The RRCReconfiguration message is configured using RRCReconfiguration-SRB2-SRB4-DRB(n, m) where n and m are the number of DRB(s) configured with RLC-AM and RLC-UM respectively.
	
	NR : RRCReconfiguration
5GMM: SERVICE ACCEPT
	
	

	8
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR : RRCReconfigurationComplete
	1
	P



8.1.1.4.7.3.3	Specific message contents
FFS
<End of modified section>
