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1. Introduction
The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#100 approved CRs that may impact current GCF and PTCRB selected test cases. 
The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments. 
2. Changes to 3GPP RAN5 test specifications
The table below summarizes the changes introduced by approved RAN5#100 CRs to RAN5 test specifications. The source for the changes to test cases in the table is based on the applicability specification of the test cases.
In the table both the prose and the applicability specifications are indicated separated by a "/". For example "38.521-1/38.522" indicates that the prose for the test case is TS 38.521-1 and the associated test case applicability specification is in TS 38.522.
Changes are indicated in columns “Clause (New)” and “Title (New). A title changed to “void” indicates that a test case has been removed.
Note!
The changes listed in this document are limited to changes introduced in RAN5 test specifications. For the case test cases in GCF work items and PTCRB RFTs have been based on RAN5 work plans before the test cases have been completely included in RAN5 test case applicability specifications (TS 34.121-2, TS 34.123-2, TS 34.229-2, TS 36.521-2, TS 36.523-2, TS 36.579-4, TS 37.571-3, TS 38.522, TS 38.523-2 and TS 51.010-2) the GCF work item and PTCRB RFT rapporteurs need to check the latest RAN5 work plans. 
	
TS
	Clause
	Title
	Clause (New)
	Title (New)
	Comment

	34.121-1 / 34.121-2 - UTRA RF/RRM test cases

	No impact

	34.123-1 / 34.123-2 - UTRA protocol test cases

	No impact

	34.229-1 / 34.229-2 - IMS test cases - E-UTRA

	No impact

	34.229-5 / 34.229-2 - IMS test cases - 5GS

	No impact

	36.521-1 / 36.521-2 - E-UTRA RF and performance test cases

	No impact

	36.521-3 / 36.521-2 - E E-UTRA RRM test cases

	No impact

	36.523-1 / 36.523-2 - E-UTRA protocol test cases

	No impact

	36.579-2 / 36.579-4 - Mission Critical Push To Talk (MCPTT)

	No impact

	36.579-6 / 36.579-4 - Mission Critical Video (MCVideo)

	No impact

	36.579-7 / 36.579-4 - Mission Critical Data (MCData)

	No impact

	37.571-1 / 37.571-3 - UTRA/E- UTRA/EPC UE positioning performance test cases

	No impact

	37.571-2 / 37.571-3 – E-UTRA UE positioning protocol test cases

	No impact

	37.571-2 / 37.571-3 – NR UE positioning protocol test cases

	No impact

	38.521-1 / 38.522– NR FR1 RF test cases

	38.521-1
	6.2B.4.1
	Configured transmitted power for NR-DC
	
	Configured transmitted power level for NR-DC
	Test case title updated

	38.521-1
	6.2G.3
	UE additional maximum output power reduction
	
	UE additional maximum output power reduction for Tx Diversity
	Test case title updated

	38.521-1
	6.2I.1
	Maximum output power for RedCap
	
	UE maximum output power for RedCap
	Test case title updated

	38.521-1
	6.3A.3.1_1
	Time mask for switching between two uplink carriers
	6.3A.3.2
	
	Test case clause updated

	38.521-1
	6.3A.4.1
	Absolute power tolerance for CA (2UL CA)
	6.3A.4.1.1
	
	Test case clause updated

	38.521-1
	6.3A.4.2
	Power control relative power tolerance for CA (2UL CA)
	6.3A.4.2.1
	Relative power tolerance for CA (2UL CA)
	Test case clause/title updated

	38.521-1
	6.3A.4.3
	Aggregate power tolerance for CA (2UL CA)
	6.3A.4.3.1
	
	Test case clause updated

	38.521-1
	6.4F.1
	Frequency Error
	
	Frequency error
	Test case title updated

	38.521-1
	6.4G.2.2
	Carrier Leakage for Tx Diversity
	
	Carrier leakage for Tx Diversity
	Test case title updated

	38.521-1
	6.5D.2.2
	Spectrum Emission Mask for UL MIMO
	
	Spectrum emission mask for UL MIMO
	Test case title updated

	38.521-1
	6.5D.3_1.3
	Additional spurious emissions for UL MIMO(Rel-16 onward)
	
	Additional spurious emissions for UL MIMO (Rel-16 onward)
	Test case title updated

	38.521-1
	6.5F.1
	Occupied bandwidth
	
	Occupied bandwidth for shared spectrum channel access
	Test case title updated

	38.521-1
	6.5G.2.3
	Adjacent channel leakage ratio
	6.5G.2.3.1
	NR ACLR for Tx Diversity
	Test case clause/title updated

	38.521-1
	7.3A.2
	Reference sensitivity power level for CA (3DL CA) without exceptions
	
	Reference sensitivity power level for 3DL CA without exceptions
	Test case title updated

	38.521-1
	7.3A.3
	Reference sensitivity power level for CA (4DL CA)
	
	Reference sensitivity power level for 4DL CA
	Test case title updated

	38.521-1
	7.5A.2
	Adjacent channel selectivity for 3DL CA
	
	Adjacent channel selectivity for CA (3DL CA)
	Test case title updated

	38.521-1
	7.5A.3
	Adjacent channel selectivity for 4DL CA
	
	Adjacent channel selectivity for CA (4DL CA)
	Test case title updated

	38.521-2 / 38.522 – NR FR2 RF test cases

	38.521-2
	6.2A.1.1.4
	UE maximum output power - EIRP and TRP for CA (5UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.1.5
	UE maximum output power - EIRP and TRP for CA (6UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.1.6
	UE maximum output power - EIRP and TRP for CA (7UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.1.7
	UE maximum output power - EIRP and TRP for CA (8UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.2.4
	UE maximum output power - Spherical coverage for CA (5UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.2.5
	UE maximum output power - Spherical coverage for CA (6UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.2.6
	UE maximum output power - Spherical coverage for CA (7UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.2A.1.2.7
	UE maximum output power - Spherical coverage for CA (8UL CA)
	
	
	Test case removed completely due to test applicability issue.
No test case details are specified in TS38.521-2.

	38.521-2
	6.5A.3.1.4
	Transmitter Spurious emissions for CA (5UL CA)
	
	General spurious emissions for CA (5UL CA)
	Test case title updated

	38.521-2
	6.5A.3.1.5
	Transmitter Spurious emissions for CA (6UL CA)
	
	General spurious emissions for CA (6UL CA)
	Test case title updated

	38.521-2
	6.5A.3.1.6
	Transmitter Spurious emissions for CA (7UL CA)
	
	General spurious emissions for CA (7UL CA)
	Test case title updated

	38.521-2
	6.5A.3.1.7
	Transmitter Spurious emissions for CA (8UL CA)
	
	General spurious emissions for CA (8UL CA)
	Test case title updated

	38.521-2
	7.3A.3.1
	EIS spherical coverage for CA (2DL CA)
	
	EIS spherical coverage for Inter-band CA (2DL CA)
	Test case title updated

	38.521-2
	7.3A.3.2
	EIS spherical coverage for CA (3DL CA)
	
	EIS spherical coverage for Inter-band CA (3DL CA)
	Test case title updated

	38.521-2
	7.3A.3.3
	EIS spherical coverage for CA (4DL CA)
	
	EIS spherical coverage for Inter-band CA (4DL CA)
	Test case title updated

	38.521-3 / 38.522 – EN-DC and NR FR1 + FR2 RF test cases

	38.521-3
	6.2B.1.4_1.4.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 NR CCs) - EIRP and TRP
	
	
	Test case removed completely due to test applicability issue in TS38.521-2.

	38.521-3
	6.2B.1.4_1.4.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 NR CCs) - Spherical Coverage
	
	
	Test case removed completely due to test applicability issue in TS38.521-2.

	38.521-3
	6.2B.1.4_1.5.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (6 NR CCs) - EIRP and TRP
	
	
	Test case removed completely due to test applicability issue in TS38.521-2.

	38.521-3
	6.2B.1.4_1.5.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (6 NR CCs) - Spherical Coverage
	
	
	Test case removed completely due to test applicability issue in TS38.521-2.

	38.521-3
	6.2B.1.4_1.6.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (7 NR CCs) - EIRP and TRP
	
	
	Test case removed completely due to test applicability issue in TS38.521-2.

	38.521-3
	6.2B.1.4_1.6.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (7 NR CCs) - Spherical Coverage
	
	
	Test case removed completely due to test applicability issue in TS38.521-2.

	38.521-3
	6.2B.4.1.3
	Configured Output Power for Inter-Band EN-DC within FR1(1 E-UTRA CC, 1 NR CC)
	
	Configured Output Power for Inter-Band EN-DC within FR1 (1 E-UTRA CC, 1 NR CC)
	Test case title updated

	38.521-3
	6.5B.2.3.3.1
	NR-Adjacent channel leakage ratio for inter-band EN-DC within FR1 (1 NR CC)
	
	NR - Adjacent channel leakage ratio for inter-band EN-DC within FR1 (1 NR CC)
	Test case title updated

	38.521-3
	6.5B.2.3.3.2
	UTRA-Adjacent channel leakage ratio for inter-band EN-DC within FR1 (1 NR CC)
	
	UTRA - Adjacent channel leakage ratio for inter-band EN-DC within FR1 (1 NR CC)
	Test case title updated

	38.521-4 / 38.522 – EN-DC and NR FR1 + FR2 performance test cases

	38.521-4
	5.2.2.1.15_1
	2Rx FDD FR1 PDSCH with inter-cell intereference - 2x2 MIMO for both SA and NSA
	
	2Rx FDD FR1 PDSCH with inter-cell interference - 2x2 MIMO for both SA and NSA
	Test case title updated

	38.521-4
	5.2.2.2.10_1
	2Rx TDD FR1 HST DPS performance - 2x2 MIMO with baseline receiver for both SA and NSA
	
	2Rx TDD FR1 HST-DPS performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Test case title updated

	38.521-4
	5.2.3.1.15_1
	4Rx FDD FR1 PDSCH with inter-cell intereference - 2x4 MIMO for both SA and NSA
	
	4Rx FDD FR1 PDSCH with inter-cell interference - 2x4 MIMO for both SA and NSA
	Test case title updated

	38.521-4
	5.2.3.2.11_1
	4Rx TDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	
	4Rx TDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x4 MIMO for both SA and NSA
	Test case title updated

	38.521-4
	5.2.3.2.15
	2Rx TDD FR1 PDSCH mapping type A performance on band with shared spectrum access
	
	4Rx TDD FR1 PDSCH mapping type A performance on band with shared spectrum access
	Test case title updated

	38.521-4
	5.2A.2.3
	2Rx TDD FR1 PDSCH mapping type A performance on band with shared spectrum access
	
	2Rx TDD FR1 PDSCH mapping type A performance of Scell on band with shared spectrum access
	Test case title updated

	38.521-4
	5.2A.3.3
	4Rx TDD FR1 PDSCH mapping type A performance on band with shared spectrum access
	
	4Rx TDD FR1 PDSCH mapping type A performance of Scell on band with shared spectrum access
	Test case title updated

	38.521-4
	5.5A.1.1
	FR1 Sustained downlink data rate performance for CA (2DL CA)
	
	FR1 SDR performance for CA (2DL CA)
	Test case title updated

	38.521-4
	5.5A.1.2
	FR1 Sustained downlink data rate performance for CA (3DL CA)
	
	FR1 SDR performance for CA (3DL CA)
	Test case title updated

	38.521-4
	5.5A.1.3
	FR1 Sustained downlink data rate performance for CA (4DL CA)
	
	FR1 SDR performance for CA (4DL CA)
	Test case title updated

	38.521-4
	5.5A.1.4
	FR1 Sustained downlink data rate performance for CA (5DL CA)
	
	FR1 SDR performance for CA (5DL CA)
	Test case title updated

	38.521-4
	6.2A.3.1.1
	2Rx CQI reporting accuracy under AWGN conditions for CA (2DL CA)
	
	CQI reporting accuracy under AWGN conditions for CA (2DL CA)
	Test case title updated

	38.521-4
	6.2A.3.1.2
	2Rx CQI reporting accuracy under AWGN conditions for CA (3DL CA)
	
	CQI reporting accuracy under AWGN conditions for CA (3DL CA)
	Test case title updated

	38.521-4
	6.2A.3.1.3
	2Rx CQI reporting accuracy under AWGN conditions for CA (4DL CA)
	
	CQI reporting accuracy under AWGN conditions for CA (4DL CA)
	Test case title updated

	38.521-4
	6.3.2.1.4
	2Rx FDD FR1 Single PMI with 32Tx Type I – SinglePanel Codebook for both SA and NSA
	
	2Rx FDD FR1 Single PMI with 32Tx Type1 – SinglePanel Codebook for both SA and NSA
	Test case title updated

	38.521-4
	6.3.3.1.4
	4Rx FDD FR1 Single PMI with 32Tx Type I – SinglePanel Codebook for both SA and NSA
	
	4Rx FDD FR1 Single PMI with 32Tx Type1 – SinglePanel Codebook for both SA and NSA
	Test case title updated

	38.521-4
	8.2.2.2.1.1
	2Rx TDD FR2 periodic CQI reporting under AWGN performance for both SA and NSA
	
	2Rx TDD FR2 periodic wideband CQI reporting under AWGN performance for both SA and NSA
	Test case title updated

	38.521-4
	8.2.2.2.2.1_1
	2Rx TDD FR2 aperiodic CQI reporting under fading performance for both SA and NSA – 256QAM
	
	2Rx TDD FR2 aperiodic CQI wideband reporting under fading performance for both SA and NSA – 256QAM (Rel-16 and forward)
	Test case title updated

	38.533 / 38.522 – EN-DC and NR RRM test cases

	38.533
	4.5.3.1
	EN-DC FR1 Scell activation and deactivation of known Scell in non-DRX for 160ms Scell measurement cycle
	
	EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms Scell measurement cycle
	Test case title updated

	38.533
	4.5.3.2
	EN-DC FR1 Scell activation and deactivation of known Scell in non-DRX for 640ms Scell measurement cycle
	
	EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 640ms Scell measurement cycle
	Test case title updated

	38.533
	4.5.3.3
	EN-DC FR1 Scell activation and deactivation of unknown Scell in non-DRX
	
	EN-DC FR1 SCell activation and deactivation of unknown SCell in non-DRX
	Test case title updated

	38.533
	4.5.3.5
	EN-DC FR1 Direct Scell activation at Scell addition of known Scell
	
	EN-DC FR1 direct SCell activation at SCell addition of known SCell
	Test case title updated

	38.533
	4.5.6.1.2
	EN-DC FR1 DCI-based DL active BWP switch with Scell in non-DRX in synchronous EN-DC
	
	EN-DC FR1 DCI-based DL active BWP switch with SCell in non-DRX in synchronous EN-DC
	Test case title updated

	38.533
	5.5.3.1
	EN-DC FR2 Scell activation and deactivation intra-band in non-DRX
	
	EN-DC FR2 SCell activation and deactivation intra-band in non-DRX
	Test case title updated

	38.533
	5.5.3.7
	EN-DC FR2 Scell direct activation of known Scell
	
	EN-DC FR2 direct SCell activation at SCell addition of known SCell
	Test case title updated

	38.533
	5.5.5.6
	EN-DC FR2 CSI-RS-based BFD and LR for Scell in non-DRX
	
	EN-DC FR2 CSI-RS-based BFD and LR for SCell in non-DRX
	Test case title updated

	38.533
	5.5.5.7
	EN-DC FR2 Scell CSI-RS-based beam failure detection and link recovery in DRX
	
	EN-DC FR2 SCell CSI-RS-based beam failure detection and link recovery in DRX
	Test case title updated

	38.533
	5.5.6.1.2
	EN-DC FR2 DCI-based DL active BWP switch with Scell in non-DRX in synchronous EN-DC
	
	EN-DC FR2 DCI-based DL active BWP switch with SCell in non-DRX in synchronous EN-DC
	Test case title updated

	38.533
	6.5.1.1
	NR SA FR1 radio link monitoring out-of-sync test for Pcell configured with SSB-based RLM RS in non-DRX mode
	
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in non-DRX mode
	Test case title updated

	38.533
	6.5.1.2
	NR SA FR1 radio link monitoring in-sync test for Pcell configured with SSB-based RLM RS in non-DRX mode
	
	NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in non-DRX mode
	Test case title updated

	38.533
	6.5.1.3
	NR SA FR1 radio link monitoring out-of-sync test for Pcell configured with SSB-based RLM RS in DRX mode
	
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in DRX mode
	Test case title updated

	38.533
	6.5.1.4
	NR SA FR1 radio link monitoring in-sync test for Pcell configured with SSB-based RLM RS in DRX mode
	
	NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in DRX mode
	Test case title updated

	38.533
	6.5.1.5
	NR SA FR1 radio link monitoring out-of-sync test for Pcell configured with CSI-RS-based RLM RS in non-DRX mode
	
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with CSI-RS-based RLM RS in non-DRX mode
	Test case title updated

	38.533
	6.5.1.6
	NR SA FR1 radio link monitoring in-sync test for Pcell configured with CSI-RS-based RLM RS in non-DRX mode
	
	NR SA FR1 radio link monitoring in-sync test for PCell configured with CSI-RS-based RLM RS in non-DRX mode
	Test case title updated

	38.533
	6.5.1.7
	NR SA FR1 radio link monitoring out-of-sync test for Pcell configured with CSI-RS-based RLM RS in DRX mode
	
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with CSI-RS-based RLM RS in DRX mode
	Test case title updated

	38.533
	6.5.1.8
	NR SA FR1 radio link monitoring in-sync test for Pcell configured with CSI-RS-based RLM RS in DRX mode
	
	NR SA FR1 radio link monitoring in-sync test for PCell configured with CSI-RS-based RLM RS in DRX mode
	Test case title updated

	38.533
	6.5.3.1
	NR SA FR1 Scell activation and deactivation of known Scell in non-DRX for 160ms Scell measurement cycle
	
	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
	Test case title updated

	38.533
	6.5.3.2
	NR SA FR1 Scell activation and deactivation of known Scell in non-DRX for 640ms Scell measurement cycle
	
	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 640ms SCell measurement cycle
	Test case title updated

	38.533
	6.5.3.3
	NR SA FR1 Scell activation and deactivation of unknown Scell in non-DRX
	
	NR SA FR1 SCell activation and deactivation of unknown SCell in non-DRX
	Test case title updated

	38.533
	6.5.3.4
	NR SA FR1 Direct Scell activation of known Scell
	
	NR SA FR1 direct SCell activation at SCell addition of known SCell
	Test case title updated

	38.533
	6.5.3.5
	NR SA FR1 Direct Scell activation of known Scell at handover
	
	NR SA FR1 direct SCell activation at handover with known SCell
	Test case title updated

	38.533
	6.5.8.1
	UE specific CBW change on Pcell in FR1 in non-DRX
	
	UE specific CBW change on PCell in FR1 in non-DRX
	Test case title updated

	38.533
	6.6.5.1
	NR SA FR1 – UTRAN FDD event triggered reporting in non-DRX
	
	NR SA FR1 – UTRAN event-triggered reporting in non-DRX
	Test case title updated

	38.533
	6.6.9.1
	NR SA FR1 SA Idle mode CA/DC measurement for FR1
	
	NR SA FR1 Idle mode CA/DC measurement for FR1
	Test case title updated

	38.533
	6.6.19.1
	NR SA FR1 event triggered reporting tests with NCSG under non-DRX in FR1
	
	NR SA FR1 event-triggered reporting tests with NCSG under non-DRX in FR1
	Test case title updated

	38.533
	6.6.19.2
	NR SA FR1 event triggered reporting tests for FR1 with NCSG for inter-frequency measurement
	
	NR SA FR1 event-triggered reporting tests for FR1 with NCSG for inter-frequency measurement
	Test case title updated

	38.533
	6.6.19.3
	NR SA FR1 NR – E-UTRAN event-triggered reporting in non-DRX in FR1 with NCSG
	
	NR SA FR1 NR - E-UTRAN event-triggered reporting in non-DRX in FR1 with NCSG
	Test case title updated

	38.533
	6.7.4.1.1
	NR SA FR1 SSB-based L1-RSRP absolute measurement accuracy
	
	NR SA FR1 SSB based L1-RSRP absolute measurement accuracy
	Test case title updated

	38.533
	6.7.4.1.2
	NR SA FR1 SSB-based L1-RSRP relative measurement accuracy
	
	NR SA FR1 SSB based L1-RSRP relative measurement accuracy
	Test case title updated

	38.533
	6.7.4.2.1
	NR SA FR1 CSI-RS-based L1-RSRP absolute measurement accuracy
	
	NR SA FR1 CSI-RS based L1-RSRP absolute measurement accuracy
	Test case title updated

	38.533
	6.7.4.2.2
	NR SA FR1 CSI-RS-based L1-RSRP relative measurement accuracy
	
	NR SA FR1 CSI-RS based L1-RSRP relative measurement accuracy
	Test case title updated

	38.533
	7.3.2.3.1
	NR SA FR2 RRC connection release with redirection
	
	NR SA FR2-FR2 RRC connection release with redirection
	Test case title updated

	38.533
	7.5.3.1
	NR SA FR2-FR2 intra-band Scell activation and deactivation delay
	
	NR SA FR2-FR2 intra-band SCell activation and deactivation delay
	Test case title updated

	38.533
	7.5.3.2
	NR SA FR1-FR2 inter-band Scell activation and deactivation delay
	
	NR SA FR1-FR2 inter-band SCell activation and deactivation delay
	Test case title updated

	38.533
	7.5.3.4
	NR SA FR2 direct Scell activation of known Scell
	
	NR SA FR2 direct SCell activation at SCell addition of known SCell
	Test case title updated

	38.533
	7.5.3.5
	NR SA FR2 direct Scell activation of known Scell at handover
	
	NR SA FR2 direct SCell activation at handover with known SCell
	Test case title updated

	38.533
	7.5.6.1.1
	NR SA FR2 2DL CA DCI-based DL active BWP switch in non-DRX
	
	NR SA FR2 DCI-based DL active BWP switch in non-DRX
	Test case title updated

	38.533
	7.6.13.1.1
	UE Rx-Tx time difference measurement for propagation delay compensation using PRS in FR2 SA
	7.6.13.1
	NR SA FR2 UE Rx-Tx time difference measurement for propagation delay compensation using PRS
	Test case clause/title updated

	38.533
	7.6.13.2.1
	UE Rx-Tx time difference measurement for propagation delay compensation using PRS in FR2 SA
	7.6.13.2
	NR SA FR2 UE Rx-Tx time difference measurement for propagation delay compensation using TRS
	Test case clause/title updated

	38.533
	8.2.2.1
	E-UTRA – NR Early Measurement Reporting for NR in FR1
	
	E-UTRA – NR FR1 Early Measurement Reporting
	Test case title updated

	38.533
	8.2.2.2
	E-UTRA – NR Early Measurement Reporting for NR in FR2
	
	E-UTRA – NR FR2 Early Measurement Reporting
	Test case title updated

	38.533
	8.4.2.9
	E-UTRA – NR Inter-RAT event triggered reporting tests for FR1 with SSB time index detection in DRX for UE configured with highSpeedInterRAT-NR-r16
	
	E-UTRA event triggered reporting of a NR FR1 neighbour cell with SSB time index detection in DRX for UE configured with highSpeedInterRAT-NR-r16
	Test case title updated

	38.533
	8.5.2.1.2
	E-UTRA SS-RSRP measurement accuracy of a NR FR2 neighbour cell
	
	E-UTRA SS-RSRP absolute measurement accuracy of a NR FR2 neighbour cell
	Test case title updated

	38.533
	8.5.2.2.1
	E-UTRA SS-RSRQ measurement accuracy of a NR FR1 neighbour cell
	
	E-UTRA SS-RSRQ absolute measurement accuracy of a NR FR1 neighbour cell
	Test case title updated

	38.533
	8.5.2.2.2
	E-UTRA SS-RSRQ measurement accuracy of a NR FR2 neighbour cell
	
	E-UTRA SS-RSRQ absolute measurement accuracy of a NR FR2 neighbour cell
	Test case title updated

	38.533
	8.5.2.3.1
	E-UTRA SS-SINR measurement accuracy of a NR FR1 neighbour cell
	
	E-UTRA SS-SINR absolute measurement accuracy of a NR FR1 neighbour cell
	Test case title updated

	38.533
	8.5.2.3.2
	E-UTRA SS-SINR measurement accuracy of a NR FR2 neighbour cell
	
	E-UTRA SS-SINR absolute measurement accuracy of a NR FR2 neighbour cell
	Test case title updated

	38.523-1 / 38.523-2 - 5GS protocol test cases

	No impact

	51.010-1 / 51-010-2 – GERAN test cases

	No impact



