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<< Start of changes >>
[bookmark: _Toc59650318][bookmark: _Toc61357590][bookmark: _Toc61359364][bookmark: _Toc67916303][bookmark: _Toc75533847][bookmark: _Toc75819733][bookmark: _Toc76508577][bookmark: _Toc76717527][bookmark: _Toc83294169][bookmark: _Toc84335208]6.5F.2.4.1	Shared spectrum channel access ACLR
Editor’s Note: The following aspects are not yet determined:
- The referred test case MPR(6.2F.2) is TBD
- Test configuration and TP analysis are TBD
- MU and TT for >6GHz (band n96) are TBD.
- RMC in Annex A.
- Test coverage for UL-MIMO
- Message exceptions
- Test state and generic procedure are TBD in 38.508-1
6.5F.2.4.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5F.2.4.1.2	Test applicability
[bookmark: _Hlk86355274]This test case applies to all types of NR UE release 16 and forward that support NR standalone operation with shared spectrum channel access. 
6.5F.2.4.1.3	Minimum conformance requirements
The Adjacent Channel Leakage power Ratio is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing.  The assigned channel power and adjacent channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1.3-1.
Instead of the general ACLR requirement in clause 6.5.2.4, if the measured adjacent channel power is greater than –47 dBm then the ACLR shall be higher than the value specified in Table 6.5F.2.4.1.3-1.
Table 6.5F.2.4.1.3-1: Shared spectrum channel access ACLR requirement
	
	Power class 5

	ACLR
	27 dB



The normative reference for this requirement is TS 38.101-1 [2] clause 6.5F.2.4.1.
6.5F.2.4.1.4	Test description
6.5F.2.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in the test configuration tables in clause 6.2F.2.4.1[TBD]. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2
Table 6.5F.2.4.1.4.1-1: Void
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to the test configuration tables in clause 6.2F.2.4.1[TBD].
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5F.2.4.1.4.3.
6.5F.2.4.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to the test configuration tables in clause 6.2F.2.4.1[TBD]. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level. Allow at least 200ms for the UE to reach PUMAX level.
3.	Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, as measured in step 3 of 6.2F.2.4.2[TBD], which shall meet the requirements in clause 6.2F.2.5[TBD] as appropriate.
4.	Measure the rectangular filtered mean power for the assigned NR channel.
5.	Measure the rectangular filtered mean power of the first NR adjacent channel on both lower and upper side of the assigned NR channel, respectively.
6.	Calculate the ratios of the power between the values measured in step 4 over step 5 for lower and upper NR ACLR, respectively.
NOTE 1: When switching to DFT-s-OFDM waveform, as specified in the test configuration tables in clause 6.2F.2.4.1[TBD], send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
6.5F.2.4.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4 with the following exceptions:
FFS
6.5F.2.4.1.5	Test requirement
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2F.2.5[TBD], and if the measured adjacent channel power is greater than –47 dBm then the measured NR ACLR, derived in step 6, shall be higher than the limits in Table 6.5F.2.4.1.5-2. 
Table 6.5F.2.4.1.5-1: NR ACLR measurement bandwidth
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	NR ACLR measurement bandwidth (MHz)
	9.375
	19.095
	38.895
	58.35
	78.15



Table 6.5F.2.4.1.5-2: NR ACLR requirement
	
	Power class 5

	NR ACLR
	27 - TT dB

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.5F.2.4.1.5-3.



Table 6.5F.2.4.1.5-3: Test Tolerance  (TT) (NR ACLR)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 5.925GHz
	5.925GHz < f ≤ 7.125GHz

	BW ≤ 100MHz
	0.8 dB
	0.8 dB
	0.8 dB
	TBD



<< End of changes >>

