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	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	6.1
	RRC_IDLE state mobility
	
	
	
	
	

	6.1.1
	NR cell re-selection
	
	
	
	
	

	6.1.1.1
	NR SA FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	6.1.1.2
	NR SA FR1-FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	…
	
	
	
	
	
	

	6.6.17
	SA event triggered reporting tests with Pre-MG
	
	
	
	
	

	6.6.17.1
	NR SA FR1 event triggered reporting tests with autonomous activation/deactivation Pre-MG
	Rel-17
	C259
	UEs supporting 5GS NR SA FR1, BWP adaptation of at least 2 BWPs, BWP operation without bandwidth restriction, DCI and timer-based active BWP switching delay Type1 or Type2, CSI-RS-based RLM and preconfiguredUE-AutonomousMeasGap-r17
	NOTE 1
	2Rx
4Rx

	6.6.17.2
	NR SA FR1 event triggered reporting tests with pre-configured measurement gaps and network-controlled activation/deactivation
	Rel-17
	C260
	UEs supporting 5GS NR SA FR1, BWP adaptation of at least 2 BWPs, BWP operation without bandwidth restriction, DCI and timer-based active BWP switching delay Type1 or Type2, CSI-RS-based RLM and preconfiguredNW-ControlledMeasGap-r17
	NOTE 1
	2Rx
4Rx

	6.6.18
	SA event triggered reporting tests with concurrent gaps
	
	
	
	
	

	6.6.18.1
	NR SA FR1 event-triggered reporting for concurrent gaps non-overlap with SSB-based measurements in both inter-frequency layers
	Rel-17
	C264
	UEs supporting 5GS NR SA FR1 and more than 1 per-UE measurement gap configurations
	NOTE 1
	2Rx
4Rx

	6.6.18.2
	NR SA FR1 event-triggered reporting for concurrent gaps partially-overlap with SSB-based measurements in both inter-frequency layers
	Rel-17
	C264
	UEs supporting 5GS NR SA FR1 and more than 1 per-UE measurement gap configurations
	NOTE 1
	2Rx
4Rx

	6.6.18.3
	NR SA FR1 NR - E-UTRAN and NR FR1 concurrent event-triggered reporting in non-DRX in FR1
	Rel-17
	C265
	UEs supporting 5GS NR SA FR1 and E-UTRA and more than 1 per-UE measurement gap configurations and the configurations of E-UTRAN measurement objectives associated with more than 1 concurrent measurement gaps
	NOTE 1
	2Rx
4Rx

	6.6.18.4
	NR SA FR1 event triggered reporting tests for PRS and SSB measurement in FR1 without SSB time index detection when DRX is not used
	Rel-17
	C266
	UEs supporting 5GS NR SA FR1 and more than 1 per-UE measurement gap configurations and two independent measurement gap configurations for FR1 and FR2 for PRS measurement
	NOTE 1
	2Rx
4Rx

	6.6.19
	SA event triggered reporting tests with NCSG
	
	
	
	
	

	6.6.19.1
	NR SA FR1 event triggered reporting tests with NCSG under non-DRX in FR1
	Rel-17
	C253
	UEs supporting 5GS NR SA FR1, CSI-RS-based RLM, BWP operation without bandwidth restriction, NR only NCSG patterns and reporting of NCSG requirement information but don’t support per-FR NCSG
	For sub-test 1
	2Rx
4Rx

	
	
	
	C254
	UEs supporting 5GS NR SA FR1, CSI-RS-based RLM, BWP operation without bandwidth restriction, per-FR NCSG, reporting of NCSG requirement information and NR only NCSG patterns
	For sub-test 2
	2Rx
4Rx

	6.6.19.2
	NR SA FR1 event triggered reporting tests for FR1 with NCSG for inter-frequency measurement
	Rel-17
	C255
	UEs supporting 5GS NR SA FR1, NR only NCSG patterns and reporting of NCSG requirement information but don’t support per-FR NCSG
	For sub-test 1
	2Rx
4Rx

	
	
	
	C256
	UEs supporting 5GS NR SA FR1, per-FR NCSG, reporting of NCSG requirement information and NR only NCSG patterns
	For sub-test 2
	2Rx
4Rx

	6.6.19.3
	NR SA FR1 NR – E-UTRAN event-triggered reporting in non-DRX in FR1 with NCSG
	Rel-17
	C257
	UEs supporting 5GS NR SA FR1, E-UTRAN, reporting of NCSG requirement information for E-UTRA and NCSG patterns
	
	2Rx
4Rx

	6.6.19.4
	NR SA FR1 Event triggered reporting on SCC with deactivated SCell test with per-UE NCSG under non-DRX
	Rel-17
	C258
	UEs supporting 5GS NR SA FR1, CA (2DL CA), reporting of NCSG requirement information and NR only NCSG patterns
	
	2Rx
4Rx

	6.6.20
	UE Rx-Tx time difference measurement for propagation delay compensation
	
	
	
	
	

	…
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