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*** Start of Change 1 ***
[bookmark: _Toc137543585]6.2	Transmitter power
[bookmark: _Toc27477786][bookmark: _Toc36226465][bookmark: _Toc44323720][bookmark: _Toc52989885][bookmark: _Toc60823076][bookmark: _Toc60824998][bookmark: _Toc69305895][bookmark: _Toc69309747][bookmark: _Toc76020059][bookmark: _Toc83720529][bookmark: _Toc90916383][bookmark: _Toc90916580][bookmark: _Toc90917336][bookmark: _Toc137543586]6.2.1	UE maximum output power
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Annex F MU/TT is TBD
- Verification of UE frequency pre-compensation is TBD
[bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc52989886][bookmark: _Toc60823077][bookmark: _Toc60824999][bookmark: _Toc69305896]6.2.1.1	Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
[bookmark: _Toc27477788][bookmark: _Toc36226467][bookmark: _Toc44323722][bookmark: _Toc52989887][bookmark: _Toc60823078][bookmark: _Toc60825000][bookmark: _Toc69305897]6.2.1.2	Test applicability
[bookmark: _Toc27477789][bookmark: _Toc36226468][bookmark: _Toc44323723][bookmark: _Toc52989888][bookmark: _Toc60823079][bookmark: _Toc60825001][bookmark: _Toc69305898]This test case applies to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
6.2.1.3	Minimum conformance requirements
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1.3-1: UE Power Class
	NR satellite band
	Class 3 (dBm)
	Tolerance (dB)

	n256
	23
	±2

	n255
	23
	±2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated



The normative reference for this requirement is TS 38.101-5 [11] clause 6.2.1.
[bookmark: _Toc27477790][bookmark: _Toc36226469][bookmark: _Toc44323724][bookmark: _Toc52989889][bookmark: _Toc60823080][bookmark: _Toc60825002][bookmark: _Toc69305899]6.2.1.4	Test description
[bookmark: _Toc27477791][bookmark: _Toc36226470][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60823081][bookmark: _Toc60825003][bookmark: _Toc69305900]6.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.1.4.1-1: Test Configuration Table 
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for maximum output 
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	power test case
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Left

	3
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Right

	4
	
	DFT-s-OFDM QPSK
	Inner Full

	5
	
	DFT-s-OFDM QPSK
	Inner 1RB Left

	6
	
	DFT-s-OFDM QPSK
	Inner 1RB Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.1.4.3.
[bookmark: _Toc27477792][bookmark: _Toc36226471][bookmark: _Toc44323726][bookmark: _Toc52989891][bookmark: _Toc60823082][bookmark: _Toc60825004][bookmark: _Toc69305901]6.2.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.
[bookmark: _Toc27477793][bookmark: _Toc36226472][bookmark: _Toc44323727][bookmark: _Toc52989892][bookmark: _Toc60823083][bookmark: _Toc60825005][bookmark: _Toc69305902]3.	Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD symbols with transient periods are not under test. 
6.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [12] subclause 4.6 and 5.4 with the following exceptions.
Table 6.2.1.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [12], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



6.2.1.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1 for Power Class 3.
Table 6.2.1.5-1: Maximum Output Power test requirement for Power Class 3
	NR satellite band
	Class 3 (dBm)
	Tolerance (dB)

	N256
	23
	±2±TT

	N255
	23
	±2±TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.1.5-2



Table 6.2.1.5-2: Test Tolerance (UE maximum output power)
FFS
[bookmark: _Toc27477795][bookmark: _Toc36226474][bookmark: _Toc44323729][bookmark: _Toc52989894][bookmark: _Toc60823085][bookmark: _Toc60825007][bookmark: _Toc69305904][bookmark: _Toc69309748][bookmark: _Toc76020060][bookmark: _Toc83720530][bookmark: _Toc90916384][bookmark: _Toc90916581][bookmark: _Toc90917337][bookmark: _Toc137543587]6.2.2	UE maximum output power reduction 
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access is TBD
- Message exceptions specific to satellite access is TBD
- Annex F MU/TT is TBD
- Verification of UE frequency pre-compensation is TBD
[bookmark: _Toc27477796][bookmark: _Toc36226475][bookmark: _Toc44323730][bookmark: _Toc52989895][bookmark: _Toc60823086][bookmark: _Toc60825008][bookmark: _Toc69305905]6.2.2.1	Test purpose
The number of RB identified in Table 6.2.2.3-1 is based on meeting the requirements for adjacent channel leakage ratio and the maximum power reduction (MPR) due to Cubic Metric (CM).
[bookmark: _Toc27477797][bookmark: _Toc36226476][bookmark: _Toc44323731][bookmark: _Toc52989896][bookmark: _Toc60823087][bookmark: _Toc60825009][bookmark: _Toc69305906]6.2.2.2	Test applicability
The requirements of this test apply to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
NOTE:	Test execution is not necessary if TS 38.521-5 6.5.2.4.1 is executed.
[bookmark: _Toc27477798][bookmark: _Toc36226477][bookmark: _Toc44323732][bookmark: _Toc52989897][bookmark: _Toc60823088][bookmark: _Toc60825010][bookmark: _Toc69305907]6.2.2.3	Minimum conformance requirements
UE is allowed to reduce the maximum output power due to higher order modulations and transmit bandwidth configurations. For UE power class 3, the allowed maximum power reduction (MPR) is defined in Table 6.2.2.3-1 for channel bandwidths ≤ 100 MHz. The ∆MPR is set to zero.
The allowed MPR for SRS, PUCCH formats 0, 1, 3 and 4, and PRACH shall be as specified for QPSK modulated DFT-s-OFDM of equivalent RB allocation. The allowed MPR for PUCCH format 2 shall be as specified for QPSK modulated CP-OFDM of equivalent RB allocation.
Table 6.2.2.3-1: Maximum power reduction (MPR) for power class 3
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 0.5
	0

	
	Pi/2 BPSK w Pi/2 BPSK DMRS
	≤ 0.5
	0

	
	QPSK
	≤ 1
	0

	
	16 QAM
	≤ 2
	≤ 1

	
	64 QAM
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5



RB allocation ranges for Outer and Inner RB allocations are specified in TS 38.521-1 [2] 6.2.2.3.
The normative reference for this requirement is TS 38.101-5 [11] clause 6.2.2.
[bookmark: _Toc27477799][bookmark: _Toc36226478][bookmark: _Toc44323733][bookmark: _Toc52989898][bookmark: _Toc60823089][bookmark: _Toc60825011][bookmark: _Toc69305908]6.2.2.4	Test description
[bookmark: _Toc27477800][bookmark: _Toc36226479][bookmark: _Toc44323734][bookmark: _Toc52989899][bookmark: _Toc60823090][bookmark: _Toc60825012][bookmark: _Toc69305909]6.2.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table for power class 3 (contiguous allocation)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Freq
	Downlink Configuration
	Uplink Configuration

	
	
	
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	Default
	N/A for Maximum Power
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	Low
	Reduction (MPR) test case
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Left

	3
	High
	
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Right

	4
	Default
	
	DFT-s-OFDM Pi/2 BPSK
	Outer Full

	5
	Default
	
	DFT-s-OFDM QPSK
	Inner Full

	6
	Low
	
	DFT-s-OFDM QPSK
	Edge_1RB_Left

	7
	High
	
	DFT-s-OFDM QPSK
	Edge_1RB_Right

	8
	Default
	
	DFT-s-OFDM QPSK
	Outer Full

	9
	Default
	
	DFT-s-OFDM 16 QAM
	Inner Full

	10
	Low
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Left

	11
	High
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Right

	12
	Default
	
	DFT-s-OFDM 16 QAM
	Outer Full

	13
	Low
	
	DFT-s-OFDM 64 QAM
	Edge_1RB_Left

	14
	High
	
	DFT-s-OFDM 64 QAM
	Edge_1RB_Right

	15
	Default
	
	DFT-s-OFDM 64 QAM
	Outer Full

	16
	Low
	
	DFT-s-OFDM 256 QAM
	Edge_1RB_Left

	17
	High
	
	DFT-s-OFDM 256 QAM
	Edge_1RB_Right

	18
	Default
	
	DFT-s-OFDM 256 QAM
	Outer Full

	19
	Default
	
	CP-OFDM QPSK
	Inner Full

	20
	Low
	
	CP-OFDM QPSK
	Edge_1RB_Left

	21
	High
	
	CP-OFDM QPSK
	Edge_1RB_Right

	22
	Default
	
	CP-OFDM QPSK
	Outer Full

	23
	Default
	
	CP-OFDM 16 QAM
	Inner Full

	24
	Low
	
	CP-OFDM 16 QAM
	Edge_1RB_Left

	25
	High
	
	CP-OFDM 16 QAM
	Edge_1RB_Right

	26
	Default
	
	CP-OFDM 16 QAM
	Outer Full

	27
	Low
	
	CP-OFDM 64 QAM
	Edge_1RB_Left

	28
	High
	
	CP-OFDM 64 QAM
	Edge_1RB_Right

	29
	Default
	
	CP-OFDM 64 QAM
	Outer Full

	30
	Low
	
	CP-OFDM 256 QAM
	Edge_1RB_Left

	31
	High
	
	CP-OFDM 256 QAM
	Edge_1RB_Right

	32
	Default
	
	CP-OFDM 256 QAM
	Outer Full

	333
	Low
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Edge_1RB_Left

	343
	High
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Edge_1RB_Right

	353
	Default
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM Pi/2 BPSK test applies only for UEs which supports Pi/2 BPSK in FR1.
NOTE 3:	Applicable to UEs indicating support for UE capability lowPAPR-DMRS-PUSCHwithPrecoding-r16.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.2.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
[bookmark: _Toc27477801][bookmark: _Toc36226480][bookmark: _Toc44323735][bookmark: _Toc52989900][bookmark: _Toc60823091][bookmark: _Toc60825013][bookmark: _Toc69305910]6.2.2.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2.2.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms for the UE to reach PUMAX level.
3.	Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of 1ms over consecutive active uplink slots.
NOTE 1:	When switching to DFT-s-OFDM waveform, as specified in the test configuration Table 6.2.2.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [12] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
[bookmark: _Toc27477802][bookmark: _Toc36226481][bookmark: _Toc44323736][bookmark: _Toc52989901][bookmark: _Toc60823092][bookmark: _Toc60825014][bookmark: _Toc69305911]6.2.2.4.3	Message contents
Message contents are according to TS 38.508-1 [12] subclause 4.6 and 5.4 with the following exceptions:
Table 6.2.2.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [12] subclause 4.6.3 Table 4.6.3-118 PUSCH-Config

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  resourceAllocation
	resourceAllocationType0
	
	Almost contiguous allocation 

	
	resourceAllocationType1
	
	Contiguous allocation 

	}
	
	
	



Table 6.2.2.4.3-2: DMRS-UplinkConfig (Test ID 37 - 39 in Table 6.2.2.4.1-1)
	Derivation Path: TS 38.508-1 [12], Table 4.6.3-51

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  transformPrecodingEnabled SEQUENCE {
	
	
	

	    dmrs-UplinkTransformPrecoding-r16 SEQUENCE {
	
	
	

	      pi2BPSK-ScramblingID0
	Not present
	
	

	      pi2BPSK-ScramblingID1
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.2.2.4.3-3: ServingCellConfig
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  uplinkConfig SEQUENCE {
	
	
	

	    powerBoostPi2BPSK
	1
	
	Test IDs where NOTE 3 in Table 6.2.2.4.1-1 applies.

	
	0
	
	Test IDs where NOTE 4 in Table 6.2.2.4.1-1 applies.

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc27477803][bookmark: _Toc36226482][bookmark: _Toc44323737][bookmark: _Toc52989902][bookmark: _Toc60823093][bookmark: _Toc60825015][bookmark: _Toc69305912]6.2.2.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1.
Table 6.2.2.5-1: UE MPR test requirements for power class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	0
	0
	23.0
	2.0
	2
	25.0 + TT
	21.0 - TT

	2
	23
	0
	0.5
	0
	22.5
	2.0
	2
	25.0 + TT
	20.5 - TT

	3
	23
	0
	0.5
	0
	22.5
	2.0
	2
	25.0 + TT
	20.5 - TT

	4
	23
	0
	0.5
	0
	22.5
	2.0
	2
	25.0 + TT
	20.5 - TT

	5
	23
	0
	0
	0
	23.0
	2.0
	2
	25.0 + TT
	21.0 - TT

	6
	23
	0
	1
	0
	22.0
	2.0
	2
	25.0 + TT
	20.0 - TT

	7
	23
	0
	1
	0
	22.0
	2.0
	2
	25.0 + TT
	20.0 - TT

	8
	23
	0
	1
	0
	22.0
	2.0
	2
	25.0 + TT
	20.0 - TT

	9
	23
	0
	1
	0
	22.0
	2.0
	2
	25.0 + TT
	20.0 - TT

	10
	23
	0
	2
	0
	21.0
	2.0
	2
	25.0 + TT
	19.0 - TT

	11
	23
	0
	2
	0
	21.0
	2.0
	2
	25.0 + TT
	19.0 - TT

	12
	23
	0
	2
	0
	21.0
	2.0
	2
	25.0 + TT
	19.0 - TT

	13
	23
	0
	2.5
	0
	20.5
	2.5
	2
	25.0 + TT
	18.0 - TT

	14
	23
	0
	2.5
	0
	20.5
	2.5
	2
	25.0 + TT
	18.0 - TT

	15
	23
	0
	2.5
	0
	20.5
	2.5
	2
	25.0 + TT
	18.0 - TT

	16
	23
	0
	4.5
	0
	18.5
	4.0
	2
	25.0 + TT
	14.5 - TT

	17
	23
	0
	4.5
	0
	18.5
	4.0
	2
	25.0 + TT
	14.5 - TT

	18
	23
	0
	4.5
	0
	18.5
	4.0
	2
	25.0 + TT
	14.5 - TT

	19
	23
	0
	1.5
	0
	21.5
	2.0
	2
	25.0 + TT
	19.5 - TT

	20
	23
	0
	3
	0
	20.0
	2.5
	2
	25.0 + TT
	17.5 - TT

	21
	23
	0
	3
	0
	20.0
	2.5
	2
	25.0 + TT
	17.5 - TT

	22
	23
	0
	3
	0
	20.0
	2.5
	2
	25.0 + TT
	17.5 - TT

	23
	23
	0
	2
	0
	21.0
	2.0
	2
	25.0 + TT
	19.0 - TT

	24
	23
	0
	3
	0
	20.0
	2.5
	2
	25.0 + TT
	17.5 - TT

	25
	23
	0
	3
	0
	20.0
	2.5
	2
	25.0 + TT
	17.5 - TT

	26
	23
	0
	3
	0
	20.0
	2.5
	2
	25.0 + TT
	17.5 - TT

	27
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25.0 + TT
	16.0 - TT

	28
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25.0 + TT
	16.0 - TT

	29
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25.0 + TT
	16.0 - TT

	30
	23
	0
	6.5
	0
	16.5
	5.0
	2
	25.0 + TT
	11.5 - TT

	31
	23
	0
	6.5
	0
	16.5
	5.0
	2
	25.0 + TT
	11.5 - TT

	32
	23
	0
	6.5
	0
	16.5
	5.0
	2
	25.0 + TT
	11.5 - TT

	33
	23
	0
	0.5
	0
	22.5
	2.0
	2
	25.0 + TT
	20.5 - TT

	34
	23
	0
	0.5
	0
	22.5
	2.0
	2
	25.0 + TT
	20.5 - TT

	35
	23
	0
	0
	0
	23
	2.0
	2
	25.0 + TT
	21.0 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-2.



Table 6.2.2.5-2: Test Tolerance (Maximum Power Reduction (MPR))
[bookmark: tsgNames]FFS
[bookmark: _Toc137543588]6.2.3	UE additional maximum output power reduction
[bookmark: _Toc97562287][bookmark: _Toc104122514][bookmark: _Toc104205465][bookmark: _Toc104206672][bookmark: _Toc104503632][bookmark: _Toc106127563][bookmark: _Toc123057928][bookmark: _Toc124255223][bookmark: _Toc124255414][bookmark: _Toc124255551]Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
6.2.3.1	Test purpose
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated
with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this
specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR
satellite band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of
additionalSpectrumEmission in the relevant RRC information elements [8].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1.3-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
6.2.3.2	Test applicability
TBD
6.2.3.3	Minimum conformance requirements
[bookmark: _Toc27477808][bookmark: _Toc36226487][bookmark: _Toc44323742][bookmark: _Toc52989907][bookmark: _Toc60823098][bookmark: _Toc60825020][bookmark: _Toc69305917][bookmark: _Toc69309751][bookmark: _Toc76020063][bookmark: _Toc83720535][bookmark: _Toc90916389][bookmark: _Toc90916586][bookmark: _Toc90917342]6.2.3.3.1	General
Table 6.2.3.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR satellite band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.3.1-2.
[bookmark: _Hlk516051685]Table 6.2.3.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR satellite Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2.2-1
	5, 10, 15, 20
	Table 5.3.2-1
	N/A

	NS_24
	6.5.3.3.13 in 3GPP TS 38.101-1 [5]
	n256
	5, 10, 15, 20
	Table 6.2.3.15-1 in 3GPP TS 38.101-1 [5]
	Clause 6.2.3.7 in 3GPP TS 38.101-1 [5]2

	NS_02N
	6.5.3.3.2
	n255
	5, 10, 15, 20
	
	N/A

	NS_100
	6.5.2.4.2 in 3GPP TS 38.101-1 [5]
	n2561
	
	
	Table
6.2.3.1-2 in 3GPP TS 38.101-1 [5]

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed.
NOTE 2: 	A-MPR for the upper 5 MHz of the band is not specified, and therefore shall be used as a guard band.



[The NS_01 label with the field additionalPmax [8] absent is default for all NTN satellite bands.]
Table 6.2.3.3.1-2: Mapping of network signalling label
	NR satellite band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n256
	NS_01
	NS_24
	NS_100
	
	
	
	
	

	n255
	NS_01
	NS_02N
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of 3GPP TS 38.331 [8].



Table 6.2.3.3.1-3: A-MPR for NS_100 (UTRA protection)
	Modulation/Waveform
	Outer (dB)

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 2

	
	QPSK
	≤ 2

	
	16 QAM
	≤ 2.5

	
	64 QAM
	≤ 3

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 4

	
	16 QAM
	≤ 4

	
	64 QAM
	≤ 4

	
	256 QAM
	≤ 6.5



The normative reference for this requirement is TS 38.101-5 [11] clause 6.2.3.1.
[bookmark: _Toc36226501][bookmark: _Toc44323756][bookmark: _Toc52989921][bookmark: _Toc60823112][bookmark: _Toc60825034][bookmark: _Toc69305931][bookmark: _Toc69309765][bookmark: _Toc76020077][bookmark: _Toc83720549][bookmark: _Toc90916403][bookmark: _Toc90916600][bookmark: _Toc90917356]6.2.3.3.2	A-MPR for NS_24
Table 6.2.3.3.2-1: A-MPR regions for NS_24
	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A
	Region B
	Region C

	
	
	Rbend*12*SCS
MHz
	LCRB*12*SCS
MHz
	Rbend*12*SCS
MHz
	LCRB*12*SCS
MHz
	Rbend*12*SCS
MHz
	LCRB*12*SCS
MHz

	5MHz
	Fc=1992.5
	
	>3.24
	
	
	
	

	5MHz
	Fc=1997.5
	
	>3.24
	
	
	
	

	5MHz
	Fc=2002.5
	
	>2.16
	>3.78
	≤1.98
	≤3.6
	≤1.98

	10MHz
	Fc=1985
	>5.4
	
	
	
	
	

	10MHz
	Fc=1995
	
	>4.5
	>7.56
	≤4.32
	≤7.38
	≤4.32

	10MHz
	Fc=2000
	>6.84
	
	<2.88
	
	≥3.06
≤6.66
	>1.44

	15MHz
	Fc=1987.5
	
	>7.02
	>11.52
	≤6.84
	≤11.34
	≤6.84

	15MHz
	Fc=1997.5
	>9.36
	
	<3.6
	
	≥3.78
≤9.18
	>1.44

	20MHz
	Fc=1990
	>13.5
	
	<4.5
	
	≥4.68
≤13.32
	>2.16

	20MHz
	Fc=1995
	>12.6
	
	<5.4
	
	≥5.58
≤12.42
	>1.44

	NOTE 1:	The A-MPR values are listed in Table 6.2.3.3.2-2.
NOTE 2:	For any undefined region, MPR applies



Table 6.2.3.3.2-2: A-MPR for NS_24
	Modulation/Waveform
	Outer (dB)
	Inner (dB)

	DFT-s-OFDM
	PI/2 BPSK
	≤ 1.5
	N/A

	
	QPSK
	≤ 2
	

	
	16 QAM
	≤ 3
	

	
	64 QAM
	≤ 3.5
	

	
	256 QAM
	≤ 5.5
	

	CP-OFDM
	QPSK
	≤ 4
	

	
	16 QAM
	≤ 4
	

	
	64 QAM
	≤ 4.5
	

	
	256 QAM
	≤ 7.5
	



6.2.3.4	Test description
6.2.3.4.1	Initial conditions
TBD
6.2.3.4.2	Test procedure
TBD
6.2.3.4.3	Message contents
TBD
6.2.3.5	Test requirement
TBD
[bookmark: _Toc137543589]6.2.4	Configured transmitted power
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Annex F MU/TT is TBD
6.2.4.1	Test purpose
To verify the measured UE configured maximum output power PUMAX,f,c is within the specified bounds.
6.2.4.2	Test applicability
The requirements of this test apply to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
6.2.4.3	Minimum conformance requirements
The requirements for configured transmitted power defined in subclause 6.2.4 of 3GPP TS 38.521-1 [2] clause 6.2.4 shall apply to NTN satellite UE.
The normative reference for this requirement is TS 38.101-1 [5] clause 6.2.4.
6.2.4.4	Test description
6.2.4.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.4.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.4.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK. 



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.4.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.4.4.3.
6.2.4.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2.4.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step to ensure that the UE reaches the Pumax level of the test point.
3.	Measure the mean power of the UE in the channel bandwidth for each test point in table 6.2.4.5-1 according to the test configuration from table 6.2.4.4.1-1. The period of measurement shall be at least the continuous duration of one active slot and in the uplink symbols. For TDD slots with transient periods are not under test.
6.2.4.4.3	Message contents
Message contents are according to TS 38.508-1 [12] subclause 4.6 with the following exceptions:
Table 6.2.4.4.3-0: PUSCH-Config
	Derivation Path: TS 38.508-1 [12], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



Table 6.2.4.4.3-1: FrequencyInfoUL-SIB: Test point 1
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	-10
	
	



Table 6.2.4.4.3-2: FrequencyInfoUL-SIB: Test point 2
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	10
	
	



Table 6.2.4.4.3-3: FrequencyInfoUL-SIB: Test point 3
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	15
	
	



Table 6.2.4.4.3-4: FrequencyInfoUL-SIB: Test point 4
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	



Table 6.2.4.4.3-5: ServingCellConfig
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  uplinkConfig SEQUENCE {
	
	
	

	    powerBoostPi2BPSK
	0
	
	Test ID 1, 2

	  }
	
	
	

	}
	
	
	



6.2.4.5	Test requirement
The maximum output power measured shall not exceed the values specified in Table 6.2.4.5-1.
Table 6.2.4.5-1: PCMAX configured UE output power for Test ID 1,2
	
	Maximum output power 

	Measured UE output power test point 1
	-10 dBm ± (7+TT)

	Measured UE output power test point 2
	10 dBm ± (6+TT)

	Measured UE output power test point 3
	15 dBm ± (5+TT)

	Measured UE output power test point 4
	Note 3

	Note 1:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.
Note 2:	Power class 3 is default power class unless otherwise stated.
Note 3:	The maximum output power shall be within the range in Table 6.2.4.5-1a.



Table 6.2.4.5-1a: Measured UE output power test point 4 for Test ID 1,2
	NR
band
	Tolerance (dB)

	n256
	20 dBm ±(2.5+TT)

	n255
	20 dBm ±(2.5+TT)

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.



Table 6.2.4.5-2: Test Tolerance (Configured transmitted power)
FFS
6.2.4	Configured transmitted power 
FFS
[bookmark: _Toc137543590]6.3	Output power dynamics
[bookmark: _Toc27477919][bookmark: _Toc36226612][bookmark: _Toc44323869][bookmark: _Toc52990052][bookmark: _Toc60823251][bookmark: _Toc60825173][bookmark: _Toc69306070][bookmark: _Toc69309832][bookmark: _Toc76020147][bookmark: _Toc83720626][bookmark: _Toc90916484][bookmark: _Toc90916681][bookmark: _Toc90917437][bookmark: _Toc137543591]6.3.1	Minimum output power
[bookmark: _Toc27477920][bookmark: _Toc36226613][bookmark: _Toc44323870][bookmark: _Toc52990053][bookmark: _Toc60823252][bookmark: _Toc60825174][bookmark: _Toc69306071]Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Annex F MU/TT is TBD
6.3.1.1	Test purpose
To verify the UE's ability to transmit with a broadband output power below the value specified in the test requirement when the power is set to a minimum value.
[bookmark: _Toc27477921][bookmark: _Toc36226614][bookmark: _Toc44323871][bookmark: _Toc52990054][bookmark: _Toc60823253][bookmark: _Toc60825175][bookmark: _Toc69306072]6.3.1.2	Test applicability
[bookmark: _Toc27477922][bookmark: _Toc36226615][bookmark: _Toc44323872][bookmark: _Toc52990055][bookmark: _Toc60823254][bookmark: _Toc60825176][bookmark: _Toc69306073]This test case applies to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
6.3.1.3	Minimum conformance requirements
The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.
The minimum output power is defined as the mean power in at least one sub-frame 1 ms. The minimum output power shall not exceed the values specified in Table 6.3.1.3-1.
Table 6.3.1.3-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-40
	4.515

	10
	-40
	9.375

	15
	-40
	14.235

	20
	-40
	19.095



The normative reference for this requirement is TS 38.101-5 [11] clause 6.3.1.
[bookmark: _Toc27477923][bookmark: _Toc36226616][bookmark: _Toc44323873][bookmark: _Toc52990056][bookmark: _Toc60823255][bookmark: _Toc60825177][bookmark: _Toc69306074]6.3.1.4	Test description
[bookmark: _Toc27477924][bookmark: _Toc36226617][bookmark: _Toc44323874][bookmark: _Toc52990057][bookmark: _Toc60823256][bookmark: _Toc60825178][bookmark: _Toc69306075]6.3.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for minimum output power 
	Modulation
	RB allocation (NOTE 1)

	1
	test case
	DFT-s-OFDM QPSK
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.3.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD] clause 4.5. Message contents are defined in clause 6.3.1.4.3.
[bookmark: _Toc27477925][bookmark: _Toc36226618][bookmark: _Toc44323875][bookmark: _Toc52990058][bookmark: _Toc60823257][bookmark: _Toc60825179][bookmark: _Toc69306076]6.3.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.3.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "down" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step to ensure that the UE transmits at its minimum output power.
3.	Measure the mean power of the UE in the associated measurement channel bandwidth specified in Table 6.3.1.5-1 for the specific channel bandwidth under test. The period of measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD symbols with transient periods are not under test.
[bookmark: _Toc27477926][bookmark: _Toc36226619][bookmark: _Toc44323876][bookmark: _Toc52990059][bookmark: _Toc60823258][bookmark: _Toc60825180][bookmark: _Toc69306077]6.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [TBD] subclause 4.6 with following exception.
Table 6.3.1.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [TBD], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



[bookmark: _Toc27477927][bookmark: _Toc36226620][bookmark: _Toc44323877][bookmark: _Toc52990060][bookmark: _Toc60823259][bookmark: _Toc60825181][bookmark: _Toc69306078]6.3.1.5	Test requirement
The minimum output power, derived in step 3 shall not exceed the values specified in Table 6.3.1.5-1.
Table 6.3.1.5-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-40+TT
	4.515

	10
	-40+TT
	9.375

	15
	-40+TT
	14.235

	20
	-40+TT
	19.095

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.3.1.5-2



Table 6.3.1.5-2: Test Tolerance (Minimum output power)
	
	f ≤ 3.0GHz

	BW ≤ 40MHz
	TBD dB



[bookmark: _Toc27477928][bookmark: _Toc36226621][bookmark: _Toc44323878][bookmark: _Toc52990061][bookmark: _Toc60823260][bookmark: _Toc60825182][bookmark: _Toc69306079][bookmark: _Toc69309833][bookmark: _Toc76020148][bookmark: _Toc83720627][bookmark: _Toc90916485][bookmark: _Toc90916682][bookmark: _Toc90917438][bookmark: _Toc137543592]6.3.2	Transmit OFF power
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
6.3.2.1	Test purpose
To verify that the UE transmit OFF power is lower than the value specified in the test requirement.
An excess Transmit OFF power potentially increases the Rise Over Thermal (RoT) and therefore reduces the cell coverage area for other UEs.
6.3.2.2	Test applicability
This test case applies to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
6.3.2.3	Minimum conformance requirements
Transmit OFF power is defined as the mean power in the channel bandwidth when the transmitter is OFF. The transmitter is considered OFF when the UE is not allowed to transmit on any of its ports.
The Transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1ms) excluding any transient periods. The Transmit OFF power shall not exceed the values specified in Table 6.3.2.3-1.
Table 6.3.2.3-1: Transmit OFF power
	Channel bandwidth
	(MHz)
	5, 10, 15, 20

	REF_SCS
	(kHz)
	15

	Transmit OFF power
	(dBm)
	-50

	Measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000



The normative reference for this requirement is TS 38.101-5 [11] clause 6.3.2.
6.3.2.4	Test description
This test is covered by clause 6.3.3 Transmit ON/OFF time mask.
6.3.2.5	Test requirement
The minimum output power, derived in step 3 shall not exceed the values specified in Table 6.3.2.5-1.
Table 6.3.1.5-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-50+TT
	4.515

	10
	-50+TT
	9.375

	15
	-50+TT
	14.235

	20
	-50+TT
	19.095

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.3.2.5-2



Table 6.3.1.5-2: Test Tolerance (Transmit OFF power)
	
	f ≤ 3.0GHz

	BW ≤ 40MHz
	TBD dB



[bookmark: _Toc121817593][bookmark: _Toc137543593]6.2.4	Configured transmitted power
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Annex F MU/TT is TBD
6.2.4.1	Test purpose
To verify the measured UE configured maximum output power PUMAX,f,c is within the specified bounds.
6.2.4.2	Test applicability
The requirements of this test apply to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
6.2.4.3	Minimum conformance requirements
The requirements for configured transmitted power defined in subclause 6.2.4 of 3GPP TS 38.521-1 [2] clause 6.2.4 shall apply to NTN satellite UE.
The normative reference for this requirement is TS 38.101-1 [5] clause 6.2.4.
6.2.4.4	Test description
[bookmark: _Toc27477830][bookmark: _Toc36226514][bookmark: _Toc44323771][bookmark: _Toc52989939][bookmark: _Toc60823135][bookmark: _Toc60825057][bookmark: _Toc69305954][bookmark: _Toc69309783][bookmark: _Toc76020095][bookmark: _Toc83720568][bookmark: _Toc90916424][bookmark: _Toc90916621][bookmark: _Toc90917377]6.2.4.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.4.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.4.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK. 



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.4.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.4.4.3.
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1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2.4.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step to ensure that the UE reaches the Pumax level of the test point.
3.	Measure the mean power of the UE in the channel bandwidth for each test point in table 6.2.4.5-1 according to the test configuration from table 6.2.4.4.1-1. The period of measurement shall be at least the continuous duration of one active slot and in the uplink symbols. For TDD slots with transient periods are not under test.
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Message contents are according to TS 38.508-1 [12] subclause 4.6 with the following exceptions:
Table 6.2.4.4.3-0: PUSCH-Config
	Derivation Path: TS 38.508-1 [12], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



Table 6.2.4.4.3-1: FrequencyInfoUL-SIB: Test point 1
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	-10
	
	



Table 6.2.4.4.3-2: FrequencyInfoUL-SIB: Test point 2
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	10
	
	



Table 6.2.4.4.3-3: FrequencyInfoUL-SIB: Test point 3
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	15
	
	



Table 6.2.4.4.3-4: FrequencyInfoUL-SIB: Test point 4
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	



Table 6.2.4.4.3-5: ServingCellConfig
	Derivation Path: TS 38.508-1 [12] Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  uplinkConfig SEQUENCE {
	
	
	

	    powerBoostPi2BPSK
	0
	
	Test ID 1, 2

	  }
	
	
	

	}
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The maximum output power measured shall not exceed the values specified in Table 6.2.4.5-1.
Table 6.2.4.5-1: PCMAX configured UE output power for Test ID 1,2
	
	Maximum output power 

	Measured UE output power test point 1
	-10 dBm ± (7+TT)

	Measured UE output power test point 2
	10 dBm ± (6+TT)

	Measured UE output power test point 3
	15 dBm ± (5+TT)

	Measured UE output power test point 4
	Note 3

	Note 1:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.
Note 2:	Power class 3 is default power class unless otherwise stated.
Note 3:	The maximum output power shall be within the range in Table 6.2.4.5-1a.



Table 6.2.4.5-1a: Measured UE output power test point 4 for Test ID 1,2
	NR
band
	Tolerance (dB)

	n256
	20 dBm ±(2.5+TT)

	n255
	20 dBm ±(2.5+TT)

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.



Table 6.2.4.5-2: Test Tolerance (Configured transmitted power)
FFS


*** End of Change 1 ***
