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<< Start of Changes >>
[bookmark: _Toc138777869]A.4.3.2	Physical Layer Baseline Implementation Capabilities
<< Skipped tables >>
Table A.4.3.2-2: UE Physical Layer Baseline Implementation Capabilities for Shared Spectrum
	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support of MIB acquisition on shared spectrum PSCell
	38.306, 4.2.7.2a
	Rel-16
	pc_mib-Acquisition-r16
	No
	
	

	2
	Support of SIB1 acquisition for shared spectrum PCell
	38.306, 4.2.7.2a
	Rel-16
	pc_ sib1-Acquisition-r16
	No
	
	

	3
	Support of UL on dynamic channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ul-DynamicChAccess-r16
	No
	
	

	4
	Support of UL on semi-static channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ul-Semi-StaticChAccess-r16
	No
	
	

	5
	Support of SSB-based RRM for dynamic channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ssb-RRM-DynamicChAccess-r16
	No
	
	

	6
	Support of SSB-based RRM for semi-static channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ssb-RRM-Semi-StaticChAccess-r16
	No
	
	

	7
	Support of SSB-based RLM on dynamic channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ssb-RLM-DynamicChAccess-r16
	No
	
	

	8
	Support of SSB-based RLM on semi-static channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ssb-RLM-Semi-StaticChAccess-r16
	No
	
	

	9
	Support of SSB-based BFD and CBD for dynamic channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ssb-BFD-CBD-dynamicChannelAccess-r16
	No
	
	

	10
	Support of SSB-based BFD and CBD for semi-static channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ssb-BFD-CBD-semi-staticChannelAccess-r16
	No
	
	

	11
	Support of CSI-RS-based RLM for shared spectrum
	38.306, 4.2.7.2a
	Rel-16
	pc_csi-RS-RLM-r16
	No
	
	

	12
	Support of CSI-RS-based BFD and CBD for shared spectrum
	38.306, 4.2.7.2a
	Rel-16
	pc_csi-RS-BFD-CBD-r16
	No
	
	

	13
	Support of CSI-RS based CFRA for shared spectrum
	38.306, 4.2.7.2a
	Rel-16
	pc_csi-RS-CFRA-ForHO-r16
	No
	
	

	14
	Support of RSSI measurements and channel occupancy measurement reporting
	38.306, 4.2.7.2a
	Rel-16
	pc_rssi-ChannelOccupancyReporting-r16
	No
	
	

	15
	Support of SS-SINR measurements in shared spectrum
	38.306, 4.2.7.14
	Rel-16
	pc_ss-SINR-Meas-r16
	No
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