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<<Unchanged sections skipped>>
[bookmark: _Toc21026609][bookmark: _Toc27743860][bookmark: _Toc36197033][bookmark: _Toc36197725]6.5.3.1	Transmitter Spurious emissions
Editor’s Note: 
-	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for above 80 GHz.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.1.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.1_1 is available.
-	For a transition period until RAN5#101 103 meeting (November 2023May 2024), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
<<Unchanged sections skipped>>
[bookmark: _Toc21026610][bookmark: _Toc27743861][bookmark: _Toc36197034][bookmark: _Toc36197726]6.5.3.2	Spurious emission band UE co-existence
Editor’s note:
	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
· TRP Measurement uncertainty is TBD for PC2 and PC4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
· For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.2.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.2_1 is available.
· 
· For a transition period until RAN5#101 103 meeting (November 2023May 2024), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
[bookmark: _Toc21026611][bookmark: _Toc27743862][bookmark: _Toc36197035][bookmark: _Toc36197727]<<Unchanged sections skipped>>
6.5.3.3	Additional spurious emissions
Editor’s note:
-	This clause is complete for Band n257 and n258 and PC3. The following aspects of the clause are for future consideration:
· Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· [bookmark: _Hlk120867365]Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
· For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 6 in Table 6.5.3.3.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.3_1 is available.
· For a transition period until RAN5#103 meeting (May 2024), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
For a transition period until RAN5#101 meeting (November 2023), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.6.5.3.3.1	Test purpose
Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
<<Unchanged sections skipped>>
[bookmark: _Toc27743927][bookmark: _Toc36197100][bookmark: _Toc36197792]6.5A.3	Spurious emissions for CA 
[bookmark: _Toc21026645][bookmark: _Toc27743928][bookmark: _Toc36197101][bookmark: _Toc36197793]Editor’s Note: 
· For a transition period until RAN5#101 103 meeting (November 2023May 2024), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
<<Unchanged sections skipped>>
[bookmark: _Toc21026739][bookmark: _Toc27744029][bookmark: _Toc36197200][bookmark: _Toc36197892]7.9	Spurious emissions
Editor's note:	Following aspects are either missing or not yet determined:
- The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
- Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
- Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN5#101 103 meeting (November 2023May 2024), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
<<End of change>>

