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[bookmark: _Hlk140828630]<<Unchanged sections skipped>>
6.2D.3	UE additional maximum output power reduction for UL MIMO
[bookmark: _Toc27477901][bookmark: _Toc36226594][bookmark: _Toc44323851][bookmark: _Toc52990034][bookmark: _Toc60823230][bookmark: _Toc60825152][bookmark: _Toc69306049]Editor’s Note:
- Supporting of ULFPTx is only completed for NS_04, NS_03, NS_03U.
<<Unchanged sections skipped>>
[bookmark: _Toc27477908][bookmark: _Toc36226601][bookmark: _Toc44323858][bookmark: _Toc52990041][bookmark: _Toc60823237][bookmark: _Toc60825159][bookmark: _Toc69306056]6.2D.3.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from table 6.2D.3.5-1 to table 6.2D.3.5-14. The allowed A-MPR values specified in table 6.2.3.3.1-1 are in addition to the allowed MPR requirements specified in clause 6.2.2.3. For the UE maximum output power modified by MPR and/or A-MPR, the power limits specified in table 6.2D.1.3-1 apply. 
<<Unchanged tables skipped>>
Table 6.2D.3.5-9: UE Power Class 3 test requirements (NS_100) for band n2, n3, n25
	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	3
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	4, 5
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	6
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	7, 8
	23
	3.5
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	9
	23
	3.5
	4
	0
	19
	5
	3
	25+TT
	14-TT

	10, 11
	23
	6.5
	6.5
	1.5
	15
	6
	3
	25+TT
	9-TT

	12
	23
	6.5
	6.5
	0
	16.5
	5
	3
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



[bookmark: _Hlk140829037]Table 6.2D.3.5-9a: UE Power Class 3 test requirements (NS_100) for band n2, n3, n25 supporting ULFPTx
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_100NS_03
	23
	0.5
	1.52
	1.5
	2019.5
	2.55
	3
	25+TT
	1714.5-TT

	
	NS_03U
	23
	0.5
	2
	1.5
	19.5
	3.5
	3
	25+TT
	16-TT

	3
	NS_100NS_03
	23
	0.5
	1.52
	0
	21.521
	25
	3
	25+TT
	18.516-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	3
	25+TT
	18-TT

	4, 5
	NS_100NS_03; NS_03U
	23
	1
	2
	1.5
	19.5
	3.55
	3
	25+TT
	1614.5-TT

	6
	NS_100NS_03; NS_03U
	23
	1
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	7, 8
	NS_100NS_03; NS_03U
	23
	2
	32.5
	1.5
	18.519
	45
	3
	25+TT
	14.514-TT

	9
	NS_100NS_03; NS_03U
	23
	2
	32.5
	0
	2020.5
	2.56
	3
	25+TT
	1714.5-TT

	10, 11
	NS_100NS_03; NS_03U
	23
	2.5
	3.53
	1.5
	1818.5
	45
	3
	25+TT
	1413.5-TT

	12
	NS_100NS_03; NS_03U
	23
	2.5
	3.53
	0
	19.520
	3.56
	3
	25+TT
	1614-TT

	13, 14
	NS_100NS_03; NS_03U
	23
	4.5
	5.54.5
	1.5
	1617
	5
	3
	25+TT
	1112-TT

	15
	NS_100NS_03; NS_03U
	23
	4.5
	5.54.5
	0
	17.518.5
	5
	3
	25+TT
	12.513.5-TT

	16, 17
	NS_100NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	18
	NS_100NS_03; NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	19, 20
	NS_100NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	21
	NS_100NS_03; NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	22, 23
	NS_100NS_03; NS_03U
	23
	3.5
	4.54
	1.5
	1717.5
	5
	3
	25+TT
	1212.5-TT

	24
	NS_100NS_03; NS_03U
	23
	3.5
	4.54
	0
	18.519
	45
	3
	25+TT
	14.514-TT

	25, 26
	NS_100NS_03; NS_03U
	23
	6.5
	7.56.5
	1.5
	1415
	56
	3
	25+TT
	9-TT

	27
	NS_100NS_03; NS_03U
	23
	6.5
	7.56.5
	0
	15.516.5
	5
	3
	25+TT
	10.511.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2D.3.5-10: UE Power Class 3 test requirements (NS_03/NS_03U) for band n66, n70
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1,2
	NS_03, NS_03U
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	3
	NS_03, NS_03U
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	4,5
	NS_03, NS_03U
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	6
	NS_03, NS_03U
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	7,8
	NS_03, NS_03U
	23
	3.5
	4
	0
	19
	5
	3
	25+TT
	14-TT

	9
	NS_03, NS_03U
	23
	3.5
	4
	0
	19
	5
	3
	25+TT
	14-TT

	10,11
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	16.5
	5
	3
	25+TT
	11.5-TT

	12
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	16.5
	5
	3
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



[bookmark: _Hlk140829049][bookmark: _Hlk140829105]Table 6.2D.3.5-10a: UE Power Class 3 test requirements (NS_03/NS_03U) for band n66, n70 supporting ULFPTx 
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_03
	23
	0.5
	1.5
	0
	21.5
	25
	3
	25+TT
	18.516.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	25
	3
	25+TT
	18.516.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	4, 5
	NS_03, NS_03U
	23
	1
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	6
	NS_03, NS_03U
	23
	1
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	7, 8
	NS_03, NS_03U
	23
	2
	3
	0
	20
	2.56
	3
	25+TT
	1714-TT

	9
	NS_03, NS_03U
	23
	2
	3
	0
	20
	2.56
	3
	25+TT
	1714-TT

	10, 11
	NS_03, NS_03U
	23
	2.5
	3.5
	0
	19.5
	3.55
	3
	25+TT
	1614.5-TT

	12
	NS_03, NS_03U
	23
	2.5
	3.5
	0
	19.5
	3.55
	3
	25+TT
	1614.5-TT

	13, 14
	NS_03, NS_03U
	23
	4.5
	5.5
	0
	17.5
	5
	3
	25+TT
	12.5-TT

	15
	NS_03, NS_03U
	23
	4.5
	5.5
	0
	17.5
	5
	3
	25+TT
	12.5-TT

	16, 17
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	18
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	19, 20
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	21
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	22, 23
	NS_03, NS_03U
	23
	3.5
	4.5
	0
	18.5
	45
	3
	25+TT
	14.513.5-TT

	24
	NS_03, NS_03U
	23
	3.5
	4.5
	0
	18.5
	45
	3
	25+TT
	14.513.5-TT

	25, 26
	NS_03, NS_03U
	23
	6.5
	7.5
	0
	15.5
	56
	3
	25+TT
	10.59.5-TT

	27
	NS_03, NS_03U
	23
	6.5
	7.5
	0
	15.5
	56
	3
	25+TT
	10.59.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2D.3.5-11: UE Power Class 3 test requirements (NS_03/NS_03U) for band n2, n25
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1,2
	NS_03, NS_03U
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	3
	NS_03, NS_03U
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	4,5
	NS_03, NS_03U
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	6
	NS_03, NS_03U
	23
	3
	4
	0
	19
	5
	3
	25+TT
	14-TT

	7,8
	NS_03, NS_03U
	23
	3.5
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	9
	NS_03, NS_03U
	23
	3.5
	4
	0
	19
	5
	3
	25+TT
	14-TT

	10,11
	NS_03, NS_03U
	23
	6.5
	6.5
	1.5
	15
	6
	3
	25+TT
	9-TT

	12
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	16.5
	5
	3
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



[bookmark: _Hlk140829061][bookmark: _Hlk140829161]Table 6.2D.3.5-11a: UE Power Class 3 test requirements (NS_03/NS_03U) for band n2, n25 supporting ULFPTx
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_03
	23
	0.5
	1.5
	1.5
	20
	2.56
	3
	25+TT
	1714-TT

	
	NS_03U
	23
	0.5
	2
	1.5
	19.5
	3.55
	3
	25+TT
	1614.5-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	25
	3
	25+TT
	18.516.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	4, 5
	NS_03; NS_03U
	23
	1
	2
	1.5
	19.5
	3.55
	3
	25+TT
	1614.5-TT

	6
	NS_03; NS_03U
	23
	1
	2
	0
	21
	25
	3
	25+TT
	1816-TT

	7, 8
	NS_03; NS_03U
	23
	2
	3
	1.5
	18.5
	45
	3
	25+TT
	14.513.5-TT

	9
	NS_03; NS_03U
	23
	2
	3
	0
	20
	2.56
	3
	25+TT
	1714-TT

	10, 11
	NS_03; NS_03U
	23
	2.5
	3.5
	1.5
	18
	45
	3
	25+TT
	1413-TT

	12
	NS_03; NS_03U
	23
	2.5
	3.5
	0
	19.5
	3.55
	3
	25+TT
	1614.5-TT

	13, 14
	NS_03; NS_03U
	23
	4.5
	5.5
	1.5
	16
	5
	3
	25+TT
	11-TT

	15
	NS_03; NS_03U
	23
	4.5
	5.5
	0
	17.5
	5
	3
	25+TT
	12.5-TT

	16, 17
	NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	18
	NS_03; NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	19, 20
	NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	3
	25+TT
	12.5-TT

	21
	NS_03; NS_03U
	23
	3
	4
	0
	19
	3.55
	3
	25+TT
	15.514-TT

	22, 23
	NS_03; NS_03U
	23
	3.5
	4.5
	1.5
	17
	5
	3
	25+TT
	12-TT

	24
	NS_03; NS_03U
	23
	3.5
	4.5
	0
	18.5
	45
	3
	25+TT
	14.513.5-TT

	25, 26
	NS_03; NS_03U
	23
	6.5
	7.5
	1.5
	14
	56
	3
	25+TT
	98-TT

	27
	NS_03; NS_03U
	23
	6.5
	7.5
	0
	15.5
	56
	3
	25+TT
	10.59.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



<<End of change>>

