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<<< START OF CHANGES >>>
[bookmark: _Toc77005734][bookmark: _Toc84849638][bookmark: _Toc92808365]4.3.1.1.1.93	Reference test frequencies for NR operating band n93
Table 4.3.1.1.1.93-1: Test frequencies for NR operating band n93 and SCS 15 kHz
	UL/DL Bandwidth combination CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS
[kHz]
	GSCN
	absoluteFrequencySSB
[ARFCN]
	

	Offset Carrier CORESET#0
[RBs]
Note 2
	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)
[PRBs]
Note 1

	5/5
	25
	Downlink
	Low
	1429.5
	285900
	1427.25
	285450
	0
	15
	3573
	285870
	8
	1
	0 (0)
	1

	
	
	
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	Uplink
	Low
	882.5
	176500
	880.25
	176050
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	897.5
	179500
	804.53
	160906
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	912.5
	182500
	909.17
	181834
	6
	
	-
	-
	-
	-
	-
	-

	10/5
	25
	Downlink
	Low
	1429.5
	285900
	1427.25
	285450
	0
	15
	3573
	285870
	8
	1
	0 (0)
	1

	
	
	
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	High
	
	
	
	
	
	
	
	
	
	
	
	

	10
	52
	Uplink
	Low
	885
	177000
	880.32
	176064
	0
	(Note 3)-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	897.5
	179500
	802.1
	160420
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	910
	182000
	904.24
	180848
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:	The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
Note 2:	The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.
Note 3:	This UE channel bandwidth is applicable only to uplink (TS 38.101-1 table 5.3.5-1).Void.



<<< END OF CHANGES >>>
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