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4.1	Protocol conformance test cases applicability
Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	6
	Idle mode operations
	
	
	

	6.1
	NR idle mode operations
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	
	<<< Rows Skipped Here>>>
	
	
	

	6.5
	SNPN and CAG Selection
	
	
	

	6.5.1
	SNPN Only Selection
	
	
	

	6.5.1.1
	SNPN Selection in Manual Mode
	Rel-16
	C131
	UEs supporting 5G Core and SNPN

	6.5.1.2
	SNPN Selection in Automatic Mode
	Rel-16
	C131
	UEs supporting 5G Core and SNPN

	6.5.1.3
	SNPN / User Reselection in Automatic Mode
	Rel-16
	C167
	UEs supporting 5G Core and SNPN and user initiated SNPN reselection in automatic mode on NR

	6.5.2
	CAG (Closed Acccess Group)
	
	
	

	6.5.2.1
	CAG Selection in Manual Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.2
	CAG Selection in Automatic Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.3
	CAG / Limited Service / No Suitable cell
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.4
	CAG / cell reselection / Within allowed CAG/ non-CAG cell to CAG cell
	Rel-16
	C168
	UEs supporting 5G Core and CAG and Autonomous search function on NR

	6.5.2.5
	Void
	
	
	

	6.5.2.6
	CAG / Cell Reservation
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.3
	SNPN Selection
	
	
	

	6.5.3.5
	SNPN Selection in Automatic Mode / Using credentials from a credentials holder  
	Rel-17
	CXXX
	UEs supporting 5G Core and accessing SNPN using credentials from a Credentials Holder

	6.5.3.6
	SNPN / Limited service / No valid subscriber data
	Rel-17
	CYYY
	UEs supporting 5G Core and and Onboarding Stand-alone Non-Public Network ( hence supports Default UE Credentials)

	6.5.3.7
	SNPN / User Reselection in Automatic Mode / Using credentials from a credentials holder 
	Rel-17
	CZZZ
	UEs supporting 5G Core and accessing SNPN using credentials from a Credentials Holder and user initiated SNPN reselection in automatic mode on NR

	6.5.3.8
	SNPN / cell reselection for IMS  emergency services
	Rel-17
	CAAA
	UEs supporting 5G Core and emergency services in NR connected to 5GCN in SNPN Access mode

	6.5.3.9
	SNPN / cell reselection / SNPN to PLMN
	Rel-17
	CBBB
	UEs supporting 5G Core and PLMN access in SNPN Access mode and emergency services in NR connected to 5GCN in SNPN Access mode

	6.6
	Idle mode operations
	
	
	

	6.6.1
	NR unlicensed cell selection
	
	
	

	6.6.1.1
	Cell selection / next strongest cell / Intra frequency reselection not allowed
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access
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4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle
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	C290
	IF A.4.3.2-1/116 AND A.4.3.2-1/113 THEN R ELSE N/A
	UEs supporting PUSCH repetitions based on available slots and dynamic indication of the number of repetitions for PUSCH

	C291
	IF A.4.3.2-1/116 AND (A.4.3.2-1/111 OR A.4.3.2-1/112) THEN R ELSE N/A
	UEs supporting PUSCH repetitions based on available slots and PUSCH transmissions with configured grant

	C292
	IF A.4.3.2-1/117 THEN R ELSE N/A
	UEs supporting TB processing over multi-slot PUSCH

	C293
	IF A.4.3.2-1/118 THEN R ELSE N/A
	UEs supporting repetition of TB processing over multi-slot PUSCH

	C294
	IF A.4.1-5/1 AND A.4.3.13-1/1 AND A.4.3.13-1/6 AND A.4.3.13-1/7 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM features and MUSIM related assistance information

	CXXX
	IF A.4.1-5/1 AND A.4.3.7-1/52 THEN R ELSE N/A
	UEs supporting 5G Core and accessing SNPN using credentials from a Credentials Holder

	CYYY
	IF A.4.1-5/1 AND A.4.3.7-1/53 THEN R ELSE N/A
	UEs supporting 5G Core and Onboarding Stand-alone Non-Public Network ( hence supports Default UE Credentials)

	CZZZ
	IF A.4.1-5/1 AND A.4.3.7-1/52 AND A.4.3.7-1/30 THEN R ELSE N/A
	UEs supporting 5G Core and accessing SNPN using credentials from a Credentials Holder and user initiated SNPN reselection in automatic mode on NR

	CAAA
	IF A.4.1-5/1 AND A.4.3.7-1/XX THEN R ELSE N/A
	UEs supporting 5G Core and emergency services in NR connected to 5GCN accessing SNPN

	CBBB
	IF A.4.1-5/1 AND A.4.3.7-1/YY AND A.4.3.7-1/XX AND A.4.3.7-1/32 THEN R ELSE N/A
	UEs supporting 5G Core and PLMN access in SNPN Access mode and emergency services in NR connected to 5GCN in SNPN Access mode And IMS voice over NR
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