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<<< START OF CHANGES 1>>>
[bookmark: _Toc27477784][bookmark: _Toc36226463][bookmark: _Toc44323718][bookmark: _Toc52989882][bookmark: _Toc60823073][bookmark: _Toc60824995][bookmark: _Toc69305892][bookmark: _Toc69309744][bookmark: _Toc76020055][bookmark: _Toc83720525][bookmark: _Toc90916379][bookmark: _Toc90916576][bookmark: _Toc90917332][bookmark: _Toc137543584]6.1	General
Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed. Handheld power class 3 UE is assumed in Release 17 for satellite access.
All requirements in this section are applicable to devices supporting GSO and/or NGSO satellites.
All requriements in this section, other than frequency error in clause 6.4.1, shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.
Unless otherwise stated, Channel Bandwidth shall be prioritized in the selecting of test points. Subcarrier spacing shall be selected after Test Channel Bandwidth is selected.
Uplink RB allocations given in Table 6.1-1 are used throughout this section, unless otherwise stated by the test case.
<<< END OF CHANGES 1>>>
<<< START OF CHANGES 2>>>
[bookmark: _Toc137543595]6.4	Transmit signal quality
[bookmark: _Toc97562294][bookmark: _Toc104122521][bookmark: _Toc104205472][bookmark: _Toc104206679][bookmark: _Toc104503639][bookmark: _Toc106127570][bookmark: _Toc123057935][bookmark: _Toc124256628][bookmark: _Toc131734941][bookmark: _Toc137372718][bookmark: _Toc138885104]6.4.1	Frequency error
[bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc52989886][bookmark: _Toc60823077][bookmark: _Toc60824999][bookmark: _Toc69305896]6.4.1.1	Test purpose
FFS
[bookmark: _Toc27477788][bookmark: _Toc36226467][bookmark: _Toc44323722][bookmark: _Toc52989887][bookmark: _Toc60823078][bookmark: _Toc60825000][bookmark: _Toc69305897]6.4.1.2	Test applicability
FFS
6.4.1.3	Minimum conformance requirements
The NTN satellite UE basic measurement interval of modulated carrier frequency is 1 UL slot. The NTN satellite UE pre-compensates the uplink modulated carrier frequency by the estimated Doppler shift according to 3GPP TS 38.300 [9] clause 16.14.2. The mean value of basic measurements of NTN UE modulated carrier frequency shall be accurate to within ± 0.1 PPM observed over a period of 1 ms of cumulated measurement intervals compared to ideally pre-compensated reference uplink carrier frequency. 
[NOTE:	The ideally pre-compensated reference uplink carrier frequency consists of the UL carrier frequency signalled to the UE by SAN and UL pre-compensated Doppler frequency shift. For the test case, the location of the UE is explicitly provided to the UE from the test equipment.]
Requirement will be verified for at least two cases: one with zero Doppler and constant delay conditions and the other one with realistic Doppler and delay conditions if different from the first one (using Eckstein-Hechler satellite propagator model).
The normative reference for this requirement is TS 38.101-5 [11] clause 6.4.1.
[bookmark: _Toc27477790][bookmark: _Toc36226469][bookmark: _Toc44323724][bookmark: _Toc52989889][bookmark: _Toc60823080][bookmark: _Toc60825002][bookmark: _Toc69305899]6.4.1.4	Test description
[bookmark: _Toc27477791][bookmark: _Toc36226470][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60823081][bookmark: _Toc60825003][bookmark: _Toc69305900]6.4.1.4.1	Initial conditions
FFS
[bookmark: _Toc27477792][bookmark: _Toc36226471][bookmark: _Toc44323726][bookmark: _Toc52989891][bookmark: _Toc60823082][bookmark: _Toc60825004][bookmark: _Toc69305901]6.4.1.4.2	Test procedure
FFS
6.4.1.4.3	Message contents
FFS
6.4.1.5	Test requirement
FFS
[bookmark: _Toc97562295][bookmark: _Toc104122522][bookmark: _Toc104205473][bookmark: _Toc104206680][bookmark: _Toc104503640][bookmark: _Toc106127571][bookmark: _Toc123057936][bookmark: _Toc124256629][bookmark: _Toc131734942][bookmark: _Toc137372719][bookmark: _Toc138885105]6.4.2	Transmit modulation quality
FFS
<<< END OF CHANGES 2>>>
<<< START OF CHANGES 3>>>
[bookmark: _Toc27478337][bookmark: _Toc36227051][bookmark: _Toc137543609]7.1	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity).
The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective clauses below.
With the exception of clause 7.3, the requirements shall be verified with the network signalling value NS_01 configured in Table TBD.
All requirements in this section are applicable to devices supporting GSO and/or NGSO satellites.
All requriements in this section shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites..
All the parameters in clause 7 are defined using the UL reference measurement channels specified in 3GPP TS 38.101-1 [5] Annex A.2.2, the DL reference measurement channels specified in 3GPP TS 38.101-1 [5] Annex A.3.2 and using the set-up specified in 3GPP TS 38.101-1 [5] Annex C.3.1.
<<< END OF CHANGES 3>>>
<<< START OF CHANGES 4>>>
[bookmark: _Toc97562322][bookmark: _Toc104122556][bookmark: _Toc104205507][bookmark: _Toc104206714][bookmark: _Toc104503674][bookmark: _Toc106127605][bookmark: _Toc123057970][bookmark: _Toc124256663][bookmark: _Toc137543625]8.1	General
All requirements in this section shall be verified when Doppler conditions related to satellite motion for DL in service link are set to zero and delay conditions are set to constant for all types of satellites.
[bookmark: _Toc21338139][bookmark: _Toc29808247][bookmark: _Toc37068166][bookmark: _Toc37083709][bookmark: _Toc37084051][bookmark: _Toc40209413][bookmark: _Toc40209755][bookmark: _Toc45892714][bookmark: _Toc53176571][bookmark: _Toc61120847][bookmark: _Toc67917991][bookmark: _Toc76298034][bookmark: _Toc76572046][bookmark: _Toc76651913][bookmark: _Toc76652751][bookmark: _Toc83742023][bookmark: _Toc91440513][bookmark: _Toc98849298][bookmark: _Toc106543147][bookmark: _Toc106737242][bookmark: _Toc107233009][bookmark: _Toc107234596][bookmark: _Toc107419565][bookmark: _Toc107476858][bookmark: _Toc114565671][bookmark: _Toc115267759][bookmark: _Toc123057971][bookmark: _Toc124256664][bookmark: _Toc137543626]8.1.1	Relationship between minimum requirements and test requirements
<<< END OF CHANGES 4>>>
<<< START OF CHANGES 5>>>
[bookmark: _Toc21338160][bookmark: _Toc29808268][bookmark: _Toc37068187][bookmark: _Toc37083730][bookmark: _Toc37084072][bookmark: _Toc40209434][bookmark: _Toc40209776][bookmark: _Toc45892735][bookmark: _Toc53176592][bookmark: _Toc61120868][bookmark: _Toc67918012][bookmark: _Toc76298055][bookmark: _Toc76572067][bookmark: _Toc76651934][bookmark: _Toc76652772][bookmark: _Toc83742044][bookmark: _Toc91440534][bookmark: _Toc98849319][bookmark: _Toc106543169][bookmark: _Toc106737264][bookmark: _Toc107233031][bookmark: _Toc107234621][bookmark: _Toc107419590][bookmark: _Toc107476883][bookmark: _Toc114565696][bookmark: _Toc115267784][bookmark: _Toc123057982][bookmark: _Toc124256675][bookmark: _Toc137543637]8.2.1.1	Applicability of requirements
[bookmark: _Toc21338161][bookmark: _Toc29808269][bookmark: _Toc37068188][bookmark: _Toc37083731][bookmark: _Toc37084073][bookmark: _Toc40209435][bookmark: _Toc40209777][bookmark: _Toc45892736][bookmark: _Toc53176593][bookmark: _Toc61120869][bookmark: _Toc67918013][bookmark: _Toc76298056][bookmark: _Toc76572068][bookmark: _Toc76651935][bookmark: _Toc76652773][bookmark: _Toc83742045][bookmark: _Toc91440535][bookmark: _Toc98849320][bookmark: _Toc106543170][bookmark: _Toc106737265][bookmark: _Toc107233032][bookmark: _Toc107234622][bookmark: _Toc107419591][bookmark: _Toc107476884][bookmark: _Toc114565697][bookmark: _Toc115267785][bookmark: _Toc123057983][bookmark: _Toc124256676][bookmark: _Toc137543638]8.2.1.1.1	General
The minimum performance requirements are applicable to all FR1 operating bands defined in clause 5.2.
If same test is listed for different UE features/capabilities in Clauses 8.2.1.1.2, then this test shall apply for UEs which support all corresponding UE features/capabilities.
[bookmark: _Toc21338163][bookmark: _Toc29808271][bookmark: _Toc37068190][bookmark: _Toc37083733][bookmark: _Toc37084075][bookmark: _Toc40209437][bookmark: _Toc40209779][bookmark: _Toc45892738][bookmark: _Toc53176595][bookmark: _Toc61120871][bookmark: _Toc67918015][bookmark: _Toc76298058][bookmark: _Toc76572070][bookmark: _Toc76651937][bookmark: _Toc76652775][bookmark: _Toc83742047][bookmark: _Toc91440537][bookmark: _Toc98849322][bookmark: _Toc106543172][bookmark: _Toc106737267][bookmark: _Toc107233034][bookmark: _Toc107234624][bookmark: _Toc107419593][bookmark: _Toc107476886][bookmark: _Toc114565699][bookmark: _Toc115267787][bookmark: _Toc123057984][bookmark: _Toc124256677][bookmark: _Toc137543639]8.2.1.1.2	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 8.2.1.1.2-1 shall apply for UEs which support optional UE features only.
Table 8.2.1.1.2-1: Requirements applicability for optional UE features
	UE feature/capability [TBD]
	Test type
	Test list
	Applicability notes

	NR NTN access (nonTerrestrialNetwork-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	

	NR NTN scenario support (ntn-ScenarioSupport-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	The requirements apply only when ntn-ScenarioSupport-r17 is “ngso” or is not inclulded.

	Increasing the number of HARQ processes (max-HARQ-ProcessNumber-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-3)
	

	Disabled HARQ feedback for downlink transmission (harq-FeedbackDisabled-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-4)
	

	NOTE 1: For UEs supporting NTN access (nonTerrestrialNetwork-r17), the requirements in TS 38.101-4 Clause 5 and Clause 6 also apply to UE following applicability statements in those clauses.



<<< END OF CHANGES 5>>>


