

	
3GPP TSG-RAN5 Meeting #100	R5-235237
Toulouse, France, 21st Aug 2023 - 25th Aug 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-1
	CR
	2459
	rev
	-
	Current version:
	17.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Adding missing channel bandwidth for NS_01

	
	

	Source to WG:
	Apple Benelux B.V.

	Source to TSG:
	R5

	
	

	Work item code:
	NR_RF_FR1_enh-UEConTest
	
	Date:
	2023-08-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Core spec update to address issue related to when the channel bandwidth 35MHz and 45MHz were introduced in Rel-17 it was missed to completly update the additional emission requirements table. The channel bandwidth were not added to NS_01 and need to be introduced to avoid confusion on the applicability of those channel sizes.

	
	

	Summary of change:
	The channel bandwidth 35MHz and 45MHz are added to NS_01 in Table 6.2.3.1-1

	
	

	Consequences if not approved:
	Channel bandwidth 35MHz and 45MHz stay missing for NS_01 and will be misaligned with core specifications

	
	

	Clauses affected:
	6.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Dependent on R4-2311241

	
	

	This CR's revision history:
	



Page 1


<Unchanged Sections skipped>
Table 6.2.3.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
(NOTE 8)
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	Table 5.3.2-1
	N/A

	NS_03
	6.5.2.3.3.3
	n2, n25, n66, n70, n86
	
	
	Clause 6.2.3.3.7
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