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<Start of modified section 1>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1a
	Paging Early Indication and Subgrouping
	
	
	

	8.1.1.1a.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.1a.2
	Paging Early Indication with Subgrouping / RRC_INACTIVE / lastUsedCellOnly configured
	Rel-17
	C239
	UEs supporting 5G Core and RRC_INACTIVE and PEI

	8.1.1.1a.3
	Paging Early Indication without Subgrouping / RRC_IDLE
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.2
	Void
	
	
	

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.4
	RRC connection establishment / Extended and spare fields in SI
	Rel-15 and Rel-16 only
	C21
	UEs supporting 5G Core

	8.1.1.3
	RRC release
	
	
	

	8.1.1.3.1
	RRC connection release / Redirection to another NR frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRA
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.1.3.3
	RRC connection release / Success / With priority information
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.4
	RRC connection release / Success / With priority information / E-UTRA
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.1.3.5
	Void
	
	
	

	8.1.1.3.6
	Void
	
	
	

	8.1.1.3.7
	RRC connection release / Success / Deprioritisation / Frequency / T325 expiry
	Rel-15
	C133
	UEs supporting 5G Core and RRC connection release with Deprioritisation

	8.1.1.3.7a
	RRC connection release / Success / Deprioritisation / NR / T325 expiry
	Rel-15
	C148
	UEs supporting 5G Core and E-UTRA and RRC connection release with Deprioritisation

	8.1.1.3.7b
	RRC connection release / Success / Deprioritisation / Deletion of Stored deprioritisation request
	Rel-15
	C161
	UEs supporting 5G Core and RRC connection release with Deprioritisation and ManualModeNetworkSelectionException

	8.1.1.3.8
	RRC connection release / Redirection to another NR frequency / MPS Priority Indication
	Rel-16
	C274
	UEs supporting 5G Core and RRC Connection release with MPS priority indication

	8.1.1.4
	RRC resume
	
	
	

	8.1.1.4.1
	RRC resume / Suspend-Resume / RNA update / Success
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.2
	RRC resume / Suspend-Resume / RRC setup / T319 expiry
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.3
	Void
	
	
	

	8.1.1.4.4
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C154
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.5
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C155
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.6
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Inter-band CA
	Rel-16
	C156
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.7
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C221
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.1.4.8
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C222
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.1.4.9
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Inter-band CA
	Rel-16
	C223
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	

	8.1.2.1.5.1
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.2.1.5.2
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.2.1.5.3
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.2.1.5.4
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C226
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band contiguous CA

	[bookmark: _Hlk118111104]8.1.2.1.5.5
	[bookmark: _Hlk118111122]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band non-contiguous CA
	Rel-16
	C227
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band non-contiguous CA

	[bookmark: _Hlk118111173]8.1.2.1.5.6
	[bookmark: _Hlk118111188]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Inter-band CA
	Rel-16
	C228
	UEs supporting 5G Core and direct NR MCG SCell activation and inter-band CA

	8.1.2.1.6
	RRC reconfiguration/ MUSIM / MUSIM- gap / Addition / Modification / Release
	Rel-17
	C246
	UEs supporting 5G Core and MUSIM gap feature

	8.1.3
	Measurement configuration control and reporting
	
	
	

	8.1.3.1
	Intra NR measurements
	
	
	

	8.1.3.1.1
	Measurement configuration control and reporting / Intra NR measurements / Event A1 / Event A2
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.2
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.3
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.4
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-band measurements
	Rel-15
	C94
	UEs supporting 5G Core and multiple NR bands

	8.1.3.1.5
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.6
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.7
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-band measurements
	Rel-15
	C94
	UEs supporting 5G Core and multiple NR bands

	8.1.3.1.8
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.9
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.10
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-band measurements
	Rel-15
	C94
	UEs supporting 5G Core and multiple NR bands

	8.1.3.1.11
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A3 (intra and inter-frequency measurements) / RSRQ based measurements
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.3.1.12
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A5 (intra and inter-frequency measurements) / SINR based measurements
	Rel-15
	C40
	UEs supporting 5G Core and SS-SINR measurements

	8.1.3.1.13
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQmeasurement

	8.1.3.1.14
	Void
	
	
	

	8.1.3.1.14A
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQmeasurement

	8.1.3.1.15
	Void
	
	
	

	8.1.3.1.15A
	Measurement configuration control and reporting / Intra NR measurements / Exclude-listed cells
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.16
	Measurement configuration control and reporting / Intra NR measurements / Allow-listed cells
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.17
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6
	
	
	

	8.1.3.1.17.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.17.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.17.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.18
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting
	
	
	

	8.1.3.1.18.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.18.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.18.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.19
	Measurement configuration control and reporting / Inter-frequency measurements/ SFTD
	Rel-15
	C150
	UEs supporting 5G Core and SFTD measurements between NR PCell and NR neighbour cell

	8.1.3.1.20
	Measurement configuration control and reporting / Measurement Gaps / gapFR1
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.21
	Measurement configuration control and reporting / Measurement Gaps / gapFR2
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.23
	Measurement configuration control and reporting / Intra NR measurements / Periodic reporting / Continuation of the measurements after RRC Resume
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.2
	Inter-RAT measurements
	
	
	

	8.1.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / RSRQ based measurements
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / SINR based measurements
	Rel-15
	C50
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting and E-UTRA RS-SINR measurements

	8.1.3.2.5
	Void
	
	
	

	8.1.3.2.6
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / NR to UTRA
	Rel-16
	C127
	UEs supporting 5G Core and UTRA and NR to UTRA-FDD CELL_DCH CS handover

	8.1.3.2.7
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / NR to UTRA
	Rel-16
	C127
	UEs supporting 5G Core and UTRA and NR to UTRA-FDD CELL_DCH CS handover

	8.1.3.2.8
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / NR to UTRA
	Rel-16
	C127
	UEs supporting 5G Core and UTRA and NR to UTRA-FDD CELL_DCH CS handover

	8.1.3.3
	Measurement for self-optimized networks
	
	
	

	8.1.3.3.1
	Measurement configuration control and reporting / CGI reporting of NR cell
	Rel-15
	C59
	UEs supporting 5G Core and Support acquisition of relevant information from a neighbouring intra-frequency or inter-frequency NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when EN-DC is not configured.

	8.1.3.3.2
	Measurement configuration control and reporting / CGI reporting of E-UTRA cell
	Rel-15
	C60
	UEs supporting 5G Core and Support acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the EN-DC is not configured.

	8.1.3.4
	Measurement relaxation
	
	
	

	8.1.3.4.1
	Void
	
	
	

	8.1.4
	Handover
	
	
	

	8.1.4.1
	Intra NR handover
	
	
	

	8.1.4.1.1
	Void
	
	
	

	8.1.4.1.2
	Intra NR handover / Success / Inter-frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.3
	Void
	
	
	

	8.1.4.1.4
	Void
	
	
	

	8.1.4.1.5
	Intra NR handover / Failure / Re-establishment successful
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.6
	Intra NR handover / Failure / Re-establishment failure
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.7
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release
	
	
	

	8.1.4.1.7.1
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.7.2
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.7.3
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.8
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change
	
	
	

	8.1.4.1.8.1
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.8.2
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.8.3
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.9
	NR CA / Intra NR handover / Failure / Re-establishment successful
	
	
	

	8.1.4.1.9.1
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.9.2
	NR CA / Intra NR handover / Failure / Re-establishment successful / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.9.3
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.10
	eCall Only mode / Intra NR handover / Success / Inter-frequency
	Rel-16
	C184
	UEs supporting 5G Core and IMS eCall Only type of emergency services over 5GS and Automatic type of eCall initiation

	8.1.4.2
	Inter-RAT handover
	
	
	

	8.1.4.2.1
	Inter-RAT handover from NR
	
	
	

	8.1.4.2.1.1
	Inter-RAT handover / From NR to E-UTRA / Success
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.4.2.1.2
	Inter-RAT handover / From NR to EN-DC / Success
	Rel-16
	C96
	UEs supporting 5G Core and EN-DC and inter-RAT Handover from NR to EN-DC

	8.1.4.2.2
	Inter-RAT handover to NR
	
	
	

	8.1.4.2.2.1
	Inter-RAT handover / From E-UTRA to NR / Success
	Rel-15
	C99
	UEs supporting 5GS and E-UTRA and (inter-RAT Handover to NR FR1 TDD from EUTRA connected to EPC or inter-RAT Handover to NR FR1 FDD from EUTRA connected to EPC or inter-RAT Handover to NR FR2 TDD from EUTRA connected to EPC)

	8.1.4.4
	
	
	
	

	8.1.4.4.4
	pc_condHandoverFailure-r16
	
	
	

	8.1.4.3
	DAPS handover
	
	
	

	8.1.4.3.1
	DAPS handover with key change / Success / Intra-frequency
	Rel-16
	C101
	UEs supporting 5G Core and intra-frequency DAPS handover

	8.1.4.3.2
	DAPS handover / HO Failure and source link available / HO Success and RLF in source / Intra-frequency
	Rel-16
	C101
	UEs supporting 5G Core and intra-frequency DAPS handover

	8.1.4.3.4
	DAPS handover with key change / Success / Inter-frequency
	Rel-16
	C130
	UEs supporting 5G Core and inter-frequency DAPS handover

	8.1.4.3.5
	DAPS handover / HO Failure and source link available / HO Success and RLF in source / Inter-frequency
	Rel-16
	C130
	UEs supporting 5G Core and inter-frequency DAPS handover

	8.1.4.4
	Conditional handover
	
	
	

	8.1.4.4.1
	Conditional handover / Success / A3 / A5 / A3+A5
	Rel-16
	C116
	UEs supporting 5G Core and conditional handover and supporting 2 trigger events for same execution condition

	8.1.4.4.2
	Conditional handover / modify conditional handover configuration
	Rel-16
	C115
	UEs supporting 5G Core and conditional handover

	8.1.4.4.3
	Conditional handover / Failure
	Rel-16
	C117
	UEs supporting 5G Core and conditional handover and conditional handover during re-establishment procedure when the selected cell is configured as candidate cell for condition handover

	8.1.4.4.4
	Conditional handover / legacy Handover / legacy Handover Failure
	Rel-16
	C115
	UEs supporting 5G Core and conditional handover

	8.1.5
	RRC others
	
	
	

	8.1.5.1
	UE capability transfer
	
	
	

	8.1.5.1.1
	UE Capability transfer / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.2
	SI change / On-demand SIB
	
	
	

	8.1.5.2.1
	Void
	
	
	

	8.1.5.2.2
	SI change / Notification of BCCH modification / Short message for SI update in NR RRC_CONNECTED state
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.3
	PWS notification
	
	
	

	8.1.5.3.1
	PWS notification / PWS reception in NR RRC_IDLE state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.2
	PWS notification / PWS reception in NR RRC_INACTIVE state
	Rel-15
	C111
	UEs supporting 5G Core and (ETWS reception or CMAS reception) and RRC_INACTIVE

	8.1.5.3.3
	PWS notification / PWS reception in NR RRC_CONNECTED state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.4
	PWS notification / PWS reception using dedicatedSystemInformationDelivery
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.4
	Counter check
	
	
	

	8.1.5.4.1
	Counter check / Reception of CounterCheck message by the UE
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.5
	Redirection to NR
	
	
	

	8.1.5.5.1
	Redirection to NR / From E-UTRA / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6
	Radio link failure
	
	
	

	8.1.5.6.1
	Radio link failure / RRC connection re-establishment success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6.2
	Void
	
	
	

	8.1.5.6.3
	Radio link failure / T311 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6.4
	Void
	
	
	

	8.1.5.6.5
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on Pcell
	
	
	

	8.1.5.6.5.1
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.5.6.5.2
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.5.6.5.3
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.5.6.6
	Radio link failure / Shared spectrum / LBT Failure
	
	
	

	8.1.5.6.6.1
	Radio link failure / LBT Failure
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	8.1.5.7
	Failure information
	
	
	

	8.1.5.7.1
	Failure information / RLC failure / MCG
	
	
	

	8.1.5.7.1.1
	Failure information / RLC failure / MCG / Intra-band Contiguous CA
	Rel-15
	C72
	UEs supporting 5G Core and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.1.5.7.1.2
	Failure information / RLC failure / MCG / Inter-band CA
	Rel-15
	C73
	UEs supporting 5G Core and inter-band CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.1.5.7.1.3
	Failure information / RLC failure / MCG / Intra-band non Contiguous CA
	Rel-15
	C74
	UEs supporting 5G Core and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.1.5.8
	Processing delay
	
	
	

	8.1.5.8.1
	Processing delay / RRC_Idle to RRC_Connected / RRC_Inactive to RRC_Connected / Success / Latency check
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.8.2
	Processing delay / RRC_Inactive to RRC_Connected / Success / Latency check / SCell addition
	
	
	

	8.1.5.8.2.1
	Processing delay / RRC_Inactive to RRC_Connected / Success / Latency check / SCell addition / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.5.8.2.2
	Processing delay / RRC_Inactive to RRC_Connected / Success / Latency check / SCell addition / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.5.8.2.3
	Processing delay / RRC_Inactive to RRC_Connected / Success / Latency check / SCell addition / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.5.9
	Message Segment transfer
	
	
	

	8.1.5.9.1
	RACS / UL Message Segment transfer / UECapabilityInformation
	Rel-16
	C129
	UEs supporting 5G Core and RRC message Segmentation in the UL

	8.1.5.9.2
	RRC reconfiguration / DL segment transfer
	Rel-16
	C207
	UEs supporting 5G core and reception of segmented DL RRC messages.

	8.1.5.9.3
	RRC resume / DL segment transfer
	Rel-16
	C207
	UEs supporting 5G core and reception of segmented DL RRC messages.

	8.1.5.10
	UE Assistance Information
	
	
	

	8.1.5.10.1
	UE Assistance Information/ Release Preference
	Rel-16
	C145
	UEs supporting 5G Core and release preference assistance information

	8.1.5.10.2
	UE Assistance Information / MUSIM
	Rel-17
	C294
	UEs supporting 5G Core and Multi-SIM features and MUSIM related assistance information

	8.1.5.10.3
	UE Assistance Information / MUSIM / Leaving RRC_CONNECTED / T346g expires
	Rel-17
	C245
	UEs supporting 5G Core and Multi-SIM features and release preference assistance information

	8.1.5.10.4
	UE Assistance Information / RRM measurement relaxation / RedCap
	Rel-17
	C209
	UEs supporting 5G Core and RedCap and relaxed RRM measurements in RRC_CONNECTED and initiating UE Assistance Information procedure immediately upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode.

	8.1.5.11
	Idle/Inactive Measurements
	
	
	

	8.1.5.11.1
	Idle/Inactive Measurements / Idle mode / SIB11 configuration / Measurement of NR cells
	Rel-16
	C190
	UEs supporting 5G Core and Idle/Inactive Measurements

	8.1.5.11.2
	Idle/Inactive Measurements / Idle mode / RRCRelease configuration / Measurement of NR cells
	Rel-16
	C190
	UEs supporting 5G Core and Idle/Inactive Measurements

	8.1.5.11.3
	Idle/Inactive measurements / Inactive mode / SIB11 configuration / Measurement of NR cells
	Rel-16
	C192
	UEs supporting 5GC Core and RRC_INACTIVE and Idle/Inactive Measurements

	8.1.5.11.4
	Idle/Inactive measurements / Inactive mode / RRCRelease configuration / Measurement of NR cells
	Rel-16
	C192
	UEs supporting 5GC Core and RRC_INACTIVE and Idle/Inactive Measurements

	8.1.5.13
	Small Data Transmission
	
	
	

	8.1.5.13.1
	RRC SDT/CG based SDT/Success
	Rel-17
	C269
	UEs supporting 5GC Core and SDT via Configured Grant Type 1 in RRC_INACTIVE state

	8.1.5.13.2
	RRC SDT / CG based SDT ongoing / Data on non-SDT Radio Bearers
	Rel-17
	C269
	UEs supporting 5G Core and SDT via Configured Grant Type 1 in RRC_INACTIVE state

	8.1.5.13.3
	RRC SDT / CG based SDT / SDT-SRB2-Indication
	Rel-17
	C270
	UEs supporting 5G Core and SRB SDT and SDT via Configured Grant Type 1 in RRC_INACTIVE state

	8.1.6
	SON and MDT support for NR
	
	
	

	8.1.6.1
	Intra NR MDT
	
	
	

	8.1.6.1.1
	Immediate MDT
	
	
	

	8.1.6.1.1.1
	Immediate MDT / Measurement reporting / Location information
	Rel-16
	C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information

	8.1.6.1.1.2
	Immediate MDT / Measurement / Latency metrics for UL PDCP Packet Delay per DRB
	Rel-16
	C122
	UEs supporting 5G Core and UL PDCP Packet Delay per DRB

	8.1.6.1.2
	Logged MDT
	
	
	

	8.1.6.1.2.1
	Logged MDT / RRC_IDLE / Logging and reporting / Intra-frequency measurement
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.2
	Logged MDT / RRC_INACTIVE / Logging and reporting / Inter-frequency measurement
	Rel-16
	C125
	UEs supporting 5G core and RRC_INACTIVE and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.3
	Logged MDT / RRC_IDLE / Logging and reporting / Limiting area scope
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.4
	logged MDT/ RRC_IDLE / Logging and reporting / periodic measurement trigger
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.5
	logged MDT/ RRC_IDLE / Logging and reporting / event-based trigger
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.6
	logged MDT/ RRC_IDLE / Logging and reporting / event-based trigger / out-of-coverage
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.7
	Logged MDT / RRC_IDLE / Logging and reporting / Reporting at NR re-establishment
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.8
	Logged MDT / Logging and reporting / Reporting at RRC reconfiguration
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.9
	Logged MDT / Location information
	Rel-16
	C124
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and equipped with a GNSS receiver to provide detailed location information.

	8.1.6.1.2.10
	Logged MDT / Maintaining logged measurement configuration / UE mobility
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.11
	Logged MDT / Maintaining logged measurement configuration / UE state transitions
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.12
	Logged MDT / Release of logged MDT measurement configuration / Expire of duration timer
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.13
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.14
	Logged MDT / RRC_IDLE / Logging and reporting / IDC mechanism
	Rel-17
	C266
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and IDC mechanism

	8.1.6.1.2.15
	Logged MDT / RRC_IDLE / early measurements
	Rel-17
	C267
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and early measurements

	8.1.6.1.3
	Radio Link Failure report
	
	
	

	8.1.6.1.3.1
	Radio Link Failure / Reporting of Intra-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.2
	Radio Link Failure / Reporting of Inter-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.3
	Radio Link Failure / Reporting at RRC connection establishment and reestablishment
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.4
	Radio Link Failure / Reporting at NR handover
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.5
	Radio Link Failure / Location information
	Rel-16
	C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information

	8.1.6.1.3.6
	Radio Link Failure / RACH failure report
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.7
	Radio Link Failure / Logging and reporting / Reporting at intra NR handover / PLMN list
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.4
	Connection Establishment Failure
	
	
	

	8.1.6.1.4.1
	Connection Establishment Failure / Logging and reporting / T300 expiry
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.4.2
	Connection Establishment Failure / Logging and reporting / RRC Resume
	Rel-16
	C109
	UEs supporting 5G Core and RRC_INACTIVE.

	8.1.6.1.4.3
	Connection Establishment Failure / Logging and reporting / Reporting at intra-NR handover
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.4.4
	Connection Establishment Failure / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.4.5
	Connection Establishment Failure / Logging and reporting / Location Information
	Rel-16
	C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information.

	8.1.6.1.4.6
	Connection Establishment Failure / Logging and reporting / Reporting of Intra-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core.

	8.1.6.1.4.7
	Connection Establishment Failure / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	[bookmark: _Hlk74594246]8.1.6.1.4.8
	Connection Establishment Failure / Logging and reporting / RACH failure report
	Rel-16
	C136
	UEs supporting 5G Core and delivery of rachReport upon request from the network

	8.1.6.1.4.9
	Connection Establishment Failure / Logging and reporting / T300 expiry / Multiple CEF reports
	Rel-17
	C250
	UEs supporting 5G Core and storage and delivery of multiple CEF report upon request from the network

	8.1.6.2
	Inter-RAT MDT
	
	
	

	8.1.6.2.1
	Inter-RAT MDT / Immediate MDT / Periodic reporting of E-UTRAN/ Location information
	Rel-16
	C143
	UEs supporting 5G Core and E-UTRA and standalone GNSS receiver to provide detailed location information

	8.1.6.2.2
	Inter-RAT MDT / Logged MDT / E-UTRA Inter-RAT measurement, logging and reporting
	Rel-16
	C144
	UEs supporting 5G Core and E-UTRA and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.2.3
	Inter-RAT MDT / Radio Link Failure / Reporting at E-UTRA Inter-RAT handover
	Rel-16
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.6.2.4
	Inter-RAT MDT / Connection Establishment Failure / Logging and reporting / Reporting of E-UTRA measurement
	Rel-16
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.6.3
	Inter-System MDT
	
	
	

	8.1.6.3.1
	Inter-System MDT / Immediate MDT
	
	
	

	8.1.6.3.1.1
	Inter-System MDT / Immediate MDT / Measurement reporting / Bluetooth measurement collection
	Rel-16
	C140
	UEs supporting 5G core and Bluetooth Measurement Collection in Immediate MDT

	8.1.6.3.1.2
	Inter-System MDT / Immediate MDT / Measurement reporting / WLAN measurement collection
	Rel-16
	C141
	UEs supporting 5G core and WLAN Measurement Collection in Immediate MDT

	8.1.6.3.1.3
	Inter-System MDT / Immediate MDT / Measurement reporting / Sensor measurement collection
	Rel-16
	C139
	UEs supporting 5G Core and collection of sensor information such as Barometric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.6.3.2
	Inter-System MDT / Logged MDT
	
	
	

	8.1.6.3.2.1
	Inter-System MDT / Logged MDT / Logging and reporting / Bluetooth measurement collection
	Rel-16
	C137
	UEs supporting 5G Core and Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.2.2
	Inter-System MDT / Logged MDT / Logging and reporting / WLAN measurement collection
	Rel-16
	C138
	UEs supporting 5G Core and WLAN measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.2.3
	Inter-System MDT / Logged MDT / Logging and reporting / Sensor measurement collection
	Rel-16
	C139
	UEs supporting 5G Core and collection of sensor information such as Barometric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.6.3.3
	Inter-System MDT / Radio Link Failure
	
	
	

	8.1.6.3.3.1
	Inter-System MDT / Radio Link Failure / Logging and reporting / Bluetooth measurement collection
	Rel-16
	C137
	UEs supporting 5G Core and Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.3.2
	Inter-System MDT / Radio Link Failure / Logging and reporting / WLAN measurement collection
	Rel-16
	C138
	UEs supporting 5G Core and WLAN measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.3.3
	Inter-System MDT / Radio Link Failure / Logging and reporting / Sensor measurement collection
	Rel-16
	C139
	UEs supporting 5G Core and collection of sensor information such as Barometric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.6.3.4
	Inter-System MDT / Connection Establishment Failure
	
	
	

	8.1.6.3.4.1
	Inter-System MDT / Connection Establishment Failure / Logging and reporting / Bluetooth measurement collection
	Rel-16
	C137
	UEs supporting 5G Core and Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.4.2
	Inter-System MDT / Connection Establishment Failure / Logging and reporting / WLAN measurement collection
	Rel-16
	C138
	UEs supporting 5G Core and WLAN measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.4.3
	Inter-System MDT / Connection Establishment Failure / Logging and reporting / Sensor measurement collection
	Rel-16
	C139
	UEs supporting 5G Core and collection of sensor information such as Barometric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.7
	Non-public networks
	
	
	

	8.1.7.1
	Measurement for self-optimized networks
	
	
	

	8.1.7.1.1
	Measurement configuration control and reporting / CGI reporting of NR NPN cell
	Rel-16
	C169
	UEs supporting 5G Core and CAG and acquisition of CGI information from neighbour NR NPN cell

	8.1.6.4
	SON / RACH Optimisation
	
	
	

	8.1.6.4.1
	SON / RACH logging and reporting
	Rel-16
	C136
	UEs supporting 5G Core and delivery of rachReport upon request from the network.

	8.1.6.4.2
	SON / RACH logging and reporting / logging of on-demand SI
	Rel-17
	C278
	UEs supporting 5G Core and delivery of on-Demand SI information upon request from the network.

	8.1.6.4.3
	SON / RACH logging and reporting / 2-step RACH report
	Rel-17
	C279
	UEs supporting 5G Core and delivery of delivery of 2-step RACH related information upon request from the network.

	8.1.6.4.4
	SON / RACH logging and reporting / fallback to 4-step RA
	Rel-17
	C279
	UEs supporting 5G Core and delivery of delivery of 2-step RACH related information upon request from the network.

	8.1.8
	Shared spectrum access
	
	
	

	8.1.8.1
	Measurement configuration control and reporting for Shared spectrum
	
	
	

	8.1.8.1.1
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / intra-frequency
	Rel-16
	C218
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.1.2
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / inter-frequency
	Rel-16
	C218
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.2
	Paging monitoring
	
	
	

	8.1.8.2.1
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	8.1.8.2.2
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring / RRC inactive
	Rel-16
	C247
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE

	8.2
	MR-DC RRC
	
	
	

	8.2.1
	UE Capability
	
	
	

	8.2.1.1
	UE capability transfer / Success
	
	
	

	8.2.1.1.1
	UE capability transfer / Success / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.1.1.2
	UE capability transfer / Success / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.1.2
	Void
	
	
	

	8.2.2
	Radio Bearer Addition, Modification and Release
	
	
	

	8.2.2.1
	Radio Bearer Addition, Modification and Release / SRB
	
	
	

	8.2.2.1.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / EN-DC
	Rel-15
	C22
	UEs supporting EN-DC and SRB3

	8.2.2.1.2
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / NR-DC
	Rel-15
	C86
	UEs supporting NR-DC and SRB3

	8.2.2.2
	Split SRB Establishment and Release
	
	
	

	8.2.2.2.1
	Split SRB Establishment and Release / EN-DC
	Rel-15
	C61
	UEs supporting EN-DC and PDCP duplication over split SRB1/2

	8.2.2.2.2
	Split SRB Establishment and Release / NR-DC
	Rel-15
	C195
	UEs supporting NR-DC and PDCP duplication over split SRB1/2

	8.2.2.2.3
	Split SRB Establishment and Release / NE-DC
	Rel-15
	C196
	UEs supporting NE-DC and PDCP duplication over split SRB1/2

	8.2.2.3
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB
	
	
	

	8.2.2.3.1
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB with one UL path / EN-DC
	Rel-15
	C23
	UEs supporting EN-DC and SRB3 and (UL transmission via either MCG path or SCG path for the split SRB)

	8.2.2.3.2
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB with one UL path / NR-DC
	Rel-15
	C157
	UEs supporting NR-DC and SRB3 and (UL transmission via either MCG path or SCG path for the split SRB)

	8.2.2.4
	PSCell Addition, Modification and Release / SCG DRB
	
	
	

	8.2.2.4.1
	PSCell addition, modification and release / SCG DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.4.2
	PSCell addition, modification and release / SCG DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.4.3
	PSCell addition, modification and release / SCG DRB / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.2.5
	PSCell Addition, Modification and Release / Split DRB
	
	
	

	8.2.2.5.1
	PSCell addition, modification and release / Split DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.5.2
	PSCell addition, modification and release / Split DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.5.3
	PSCell addition, modification and release / Split DRB / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.2.6
	Bearer Modification / MCG DRB
	
	
	

	8.2.2.6.1
	Bearer Modification / MCG DRB / SRB / PDCP version change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.7
	Bearer Modification / Handling for bearer type change without security key change
	
	
	

	8.2.2.7.1
	Bearer Modification / Handling for bearer type change without security key change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.7.2
	Bearer Modification / Handling for bearer type change without security key change / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.7.3
	Bearer Modification / Handling for bearer type change without security key change / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.2.8
	Bearer Modification / Handling for bearer type change with security key change
	
	
	

	8.2.2.8.1
	Bearer Modification / Handling for bearer type change with security key change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.8.2
	Bearer Modification / Handling for bearer type change with security key change / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.8.3
	Bearer Modification / Handling for bearer type change with security key change / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.2.9
	Bearer Modification / Uplink data path / Split DRB Reconfiguration
	
	
	

	8.2.2.9.1
	Bearer Modification / Uplink data path / Split DRB Reconfiguration / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.9.2
	Bearer Modification / Uplink data path / Split DRB Reconfiguration / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.9.3
	Bearer Modification / Uplink data path / Split DRB Reconfiguration / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.3
	Measurement Configuration Control and Reporting / Handovers
	
	
	

	8.2.3.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells
	
	
	

	8.2.3.1.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.1.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.3.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements
	
	
	

	8.2.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.3.3
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells
	
	
	

	8.2.3.3.1
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.4
	Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell
	
	
	

	8.2.3.4.1
	Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell / EN-DC
	Rel-15
	C13
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	8.2.3.4.2
	Measurement configuration control and reporting / Event A1 / Measurement of E-UTRA PSCell / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC.

	8.2.3.5
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell
	
	
	

	8.2.3.5.1
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting)

	8.2.3.5.2
	Measurement configuration control and reporting / Event A2 / Measurement of E-UTRA PSCell / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC.

	8.2.3.6
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cells
	
	
	

	8.2.3.6.1
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cells / Intra-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.6.1a
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.6.1b
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-band measurements / EN-DC
	Rel-15
	C93
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.6.2
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour E-UTRA and NR cells / Intra-frequency measurements / NE-DC
	Rel-15
	C182
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting).

	8.2.3.6.2a
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour E-UTRA and NR cell / Inter-frequency measurements / NE-DC
	Rel-15
	C182
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.6.2b
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour E-UTRA and NR cell / Inter-band measurements / NE-DC
	Rel-15
	C183
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.7
	Measurement configuration control and reporting / Event A4 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbour NR cell
	
	
	

	8.2.3.7.1
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.7.1a
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.7.1b
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-band measurements / EN-DC
	Rel-15
	C93
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.7.2
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour E-UTRA and NR cells / Intra-frequency measurements / NE-DC
	Rel-15
	C182
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting).

	8.2.3.7.2a
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor E-UTRA and NR cells / Inter-frequency measurements / NE-DC
	Rel-15
	C182
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) 

	8.2.3.7.2b
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor E-UTRA and NR cells / Inter-band measurements / NE-DC
	Rel-15
	C183
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.8
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell
	
	
	

	8.2.3.8.1
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.8.1a
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.8.1b
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-band measurements / EN-DC
	Rel-15
	C93
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.8.2
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour E-UTRA and NR cells / Intra-frequency measurements / NE-DC
	Rel-15
	C182
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting).

	8.2.3.8.2a
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor E-UTRA and NR cells / Inter-frequency measurements / NE-DC
	Rel-15
	C182
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) 

	8.2.3.8.2b
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor E-UTRA and NR cells / Inter-band measurements / NE-DC
	Rel-15
	C183
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and multiple NR bands.

	8.2.3.9
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR cell
	
	
	

	8.2.3.9.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR Cell / EN-DC
	Rel-15
	C15
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQ measurement

	8.2.3.10
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR cell
	
	
	

	8.2.3.10.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR Cell / EN-DC
	Rel-15
	C15
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements) and CSI-RSRP and CSI-RSRQ measurement

	8.2.3.11
	Measurement configuration control and reporting / Measurement Gaps
	
	
	

	8.2.3.11.1
	Measurement configuration control and reporting / Measurement Gaps / NR FR1 / EN-DC
	Rel-15
	C24
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC within FR1

	8.2.3.11.2
	Measurement configuration control and reporting / Measurement Gaps / NR FR2 / EN-DC
	Rel-15
	C25
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC including FR2

	8.2.3.11.3
	Measurement configuration control and reporting / Measurement Gaps / NR-DC
	Rel-15
	C149
	UEs supporting NR-DC and two independent measurement gap configurations for FR1 and FR2

	8.2.3.12
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of NR cells
	
	
	

	8.2.3.12.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of NR cells / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.12.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / NE-DC
	Rel-15
	C206
	UEs supporting NE-DC and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.2.3.13
	PCell Handover with SCG change / Reconfiguration with sync / SCG DRB
	
	
	

	8.2.3.13.1
	PCell Handover with SCG change / Reconfiguration with sync / SCG DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.13.2
	PCell Handover with SCG change on same PSCell / mobilityControlInfoSCG / SCG DRB / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.3.14
	SCG change / Reconfiguration with sync / Split DRB
	
	
	

	8.2.3.14.1
	SCG change / Reconfiguration with sync / Split DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.14.2
	SCG change / Reconfiguration with sync / Split DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.3.14.3
	SCG change with HO /mobilityControlInfoSCG / Split DRB / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.3.15
	Measurement configuration control and reporting / Two simultaneous events A2 and A3 (intra-frequency measurements) / Measurement of Neighbour NR cells
	
	
	

	8.2.3.15.1
	Measurement configuration control and reporting / Two simultaneous events A2 and A3 (intra-frequency measurements) / Measurement of Neighbour NR cells / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting)

	8.2.3.16
	Measurement configuration control and reporting / SRB3
	
	
	

	8.2.3.16.1
	Measurement configuration control and reporting / SRB3 / Intra NR measurements / EN-DC
	Rel-15
	C71
	UEs supporting EN-DC and SRB3 and NR intra-frequency and inter-frequency measurements and at least periodical reporting

	8.2.3.16.2
	Measurement configuration control and reporting / SRB3 / Intra NR measurements / NR-DC
	Rel-15
	C87
	UEs supporting NR-DC and SRB3 and NR intra-frequency and inter-frequency measurements and at least periodical reporting

	8.2.3.17
	Measurement configuration control and reporting / SFTD
	
	
	

	8.2.3.17.1
	Measurement configuration control and reporting / SFTD / EN-DC
	Rel-15
	C151
	UEs supporting EN-DC and SFTD measurement between E-UTRA PCell and an NR neighbour cell, and SFTD measurement between E-UTRA PCell and NR PSCell

	8.2.3.17.2
	Measurement configuration control and reporting / SFTD / NR-DC
	Rel-15
	C152
	UEs supporting NR-DC and SFTD measurement between NR PCell and an NR neighbour cell, and SFTD measurement between NR PCell and NR PSCell

	8.2.3.17.3
	Measurement configuration control and reporting / SFTD / NE-DC
	Rel-15
	C268
	UEs supporting NE-DC and SFTD measurement between NR PCell and E-UTRA PSCell

	8.2.3.18
	Conditional PSCell change
	
	
	

	8.2.3.18.1
	Conditional PSCell change / Success / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.2
	Conditional PSCell change / Failure / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.3
	Conditional PSCell change / PCell change / PSCell change / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.4
	Carrier Aggregation
	
	
	

	8.2.4.1
	NR CA / NR SCell addition / modification / release / Success
	
	
	

	8.2.4.1.1
	NR CA / NR SCell addition / modification / release / Success / EN-DC
	
	
	

	8.2.4.1.1.1
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Intra-band Contiguous CA
	Rel-15
	C67
	UEs supporting EN-DC and Intra-Band Contiguous CA 

	8.2.4.1.1.2
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C68
	UEs supporting EN-DC and Intra-Band Non-Contiguous CA 

	8.2.4.1.1.3
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Inter-band CA
	Rel-15
	C69
	UEs supporting EN-DC and Inter-Band CA 

	8.2.4.1.1.4
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C199
	UEs supporting EN-DC, direct NR SCG SCell activation and Intra-Band Contiguous CA 

	8.2.4.1.1.5
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Active SCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	CC200
	UEs supporting EN-DC, direct NR SCG SCell activation and Intra-Band Non-Contiguous CA 

	8.2.4.1.1.6
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Active SCG SCell addition / Inter-band CA
	Rel-16
	C201
	UEs supporting EN-DC, direct NR SCG SCell activation and Inter-Band CA 

	8.2.4.1.2
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition
	
	
	

	8.2.4.1.2.1
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C202
	UEs supporting NR-DC, direct NR SCG SCell activation and intra-band contiguous CA

	8.2.4.1.2.2
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Intra-band non-contiguous CA 
	Rel-16
	C203
	UEs supporting NR-DC, direct NR SCG SCell activation and intra-band non-contiguous CA 

	8.2.4.1.2.3
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Inter-band CA
	Rel-16
	C204
	UEs supporting NR-DC, direct NR SCG SCell activation and inter-band CA

	8.2.4.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release
	
	
	

	8.2.4.2.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC
	
	
	

	8.2.4.2.1.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Intra-band Contiguous CA
	Rel-15
	C67
	UEs supporting EN-DC and Intra-Band Contiguous CA

	8.2.4.2.1.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C68
	UEs supporting EN-DC and Intra-Band Non-Contiguous CA

	8.2.4.2.1.3
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Inter-band CA
	Rel-15
	C69
	UEs supporting EN-DC and Inter-Band CA

	8.2.4.3
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3
	
	
	

	8.2.4.3.1
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC
	
	
	

	8.2.4.3.1.1
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Intra-band Contiguous CA
	Rel-15
	C55
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and intra-band contiguous CA and SRB3

	8.2.4.3.1.2
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C57
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and intra-band non-contiguous CA and SRB3

	8.2.4.3.1.3
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Inter-band CA
	Rel-15
	C56
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and inter-band CA and SRB3

	8.2.5
	Reconfiguration Failure / Radio link failure
	
	
	

	8.2.5.1
	Radio link failure / PSCell addition failure
	
	
	

	8.2.5.1.1
	Radio link failure / Random access problem / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.1.2
	Radio link failure / Random access problem / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.2
	Radio link failure / PSCell out of sync indication
	
	
	

	8.2.5.2.1
	Radio link failure / PSCell out of sync indication / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.2.2
	Radio link failure / PSCell out of sync indication / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.3
	Radio link failure / rlc-MaxNumRetx failure
	
	
	

	8.2.5.3.1
	Radio link failure / rlc-MaxNumRetx failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.3.2
	Radio link failure / rlc-MaxNumRetx failure / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.3.3
	Radio link failure / rlc-MaxNumRetx failure / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.5.4
	Reconfiguration failure / SCG change failure
	
	
	

	8.2.5.4.1
	Reconfiguration failure / SCG change failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.4.2
	Reconfiguration failure / SCG change failure / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.5
	Reconfiguration failure / SCG Reconfiguration failure / SRB3
	
	
	

	8.2.5.5.1
	Void
	
	
	

	8.2.5.6
	Reconfiguration failure / SCG Reconfiguration failure / SRB1
	
	
	

	8.2.5.6.1
	Void
	
	
	

	8.2.5.7
	Radio link failure / Shared spectrum / LBT Failure
	
	
	

	8.2.5.7.1
	Radio link failure / LBT Failure / EN-DC
	Rel-16
	C243
	UEs supporting 5G Core and EN-DC with NR shared spectrum channel access

	8.2.5.7.2
	Radio link failure / LBT Failure / NR-DC
	Rel-16
	C244
	UEs supporting 5G Core and NR-DC with NR shared spectrum channel access

	8.2.6
	MR-DC RRC others
	
	
	

	8.2.6.1
	Failure information / RLC failure / SCG
	
	
	

	8.2.6.1.1
	Failure information / RLC failure / SCG / EN-DC
	
	
	

	8.2.6.1.1.1
	Failure information / RLC failure / SCG / EN-DC / Intra-band Contiguous CA
	Rel-15
	C75
	UEs supporting EN-DC and SRB3 and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers

	8.2.6.1.1.2
	Failure information / RLC failure / SCG / EN-DC / Inter-band CA
	Rel-15
	C76
	UEs supporting EN-DC and SRB3 and inter-band CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers

	8.2.6.1.1.3
	Failure information / RLC failure / SCG / EN-DC / Intra-band non Contiguous CA
	Rel-15
	C77
	UEs supporting EN-DC and SRB3 and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers

	8.2.6.1.2
	Failure information / RLC failure / SCG / NR-DC
	
	
	

	8.2.6.1.2.1
	Failure information / RLC failure / SCG / NR-DC / Intra-band Contiguous CA
	Rel-15
	C88
	UEs supporting NR-DC and SRB3 and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.2.6.1.2.2
	Failure information / RLC failure / SCG / NR-DC / Inter-band CA
	Rel-15
	C89
	UEs supporting NR-DC and SRB3 and inter-band CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.2.6.1.2.3
	Failure information / RLC failure / SCG / NR-DC / Intra-band non Contiguous CA
	Rel-15
	C90
	UEs supporting NR-DC and SRB3 and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.2.6.2
	Processing delay
	
	
	

	8.2.6.2.1
	Processing delay / PSCell addition / SCG DRB / Success / Latency check / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.6.2.2
	Processing delay / Latency check / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.6.2.4
	Processing delay / RRC_INACTIVE / Latency check / NR-DC
	Rel-16
	C229
	UEs supporting 5G Core and NR-DC and RRC_INACTIVE and (re-)configuration of an SCG during the resume procedure.

	8.2.6.3
	Idle/Inactive measurements
	
	
	

	8.2.6.3.1
	Idle/Inactive measurements / Idle mode / EN-DC / SIB5 & SIB24 configuration
	Rel-16
	C255
	UEs supporting EN-DC and Idle/Inactive Measurements

	8.2.6.3.2
	Idle/Inactive measurements / Idle mode / EN-DC / RRCConnectionRelease configuration
	Rel-16
	C225
	UEs supporting EN-DC and Idle/Inactive Measurements

	8.2.6.3.3
	Idle/Inactive measurements / Inactive mode / NE-DC / SIB11 configuration
	Rel-16
	C193
	UEs supporting 5GC Core, E-UTRA, RRC_INACTIVE and Idle/Inactive Measurements

	8.2.6.3.4
	Idle/Inactive measurements / Inactive mode / NE-DC / RRCRelease configuration
	Rel-16
	C193
	UEs supporting 5GC Core, E-UTRA, RRC_INACTIVE and Idle/Inactive Measurements

	8.2.6.3.5
	Idle/Inactive Measurements / Idle mode / NE-DC / SIB11 configuration
	Rel-16
	C191
	UEs supporting 5G Core, E-UTRA and Idle/Inactive Measurements

	8.2.6.3.6
	Idle/Inactive Measurements / Idle mode / NE-DC / RRCRelease configuration
	Rel-16
	C191
	UEs supporting 5GC Core, E-UTRA and Idle/Inactive Measurements

	8.2.6.4.2
	UPIP / RRC connection re-establishment / Reception of the RRCConnection Reestablishment by UE
	Rel-17
	C286
	UEs supporting EN-DC and user plane integrity protection with EPS

	8.2.6.4.3
	UPIP / RRC connection reconfiguration / Handover / Success / Reception of RRCConnctionReconfiguration including mobilityControlInfo by UE
	Rel-17
	C286
	UEs supporting EN-DC and user plane integrity protection with EPS

	8.2.6.4.4
	UPIP / Inter-RAT mobility - Handover to E-UTRA - Reception of RRCConnection Reconfiguration by UE
	Rel-17
	C286
	UEs supporting EN-DC and user plane integrity protection with EPS

	8.2.7
	RRC resume
	
	
	

	8.2.7.1
	RRC resume / EN-DC
	
	
	

	8.2.7.2
	RRC resume / NR-DC
	
	
	

	8.2.7.2.1
	RRC Resume / Suspend-Resume / RRC reconfiguration / NR-DC / Resume with SCG
	Rel-16
	C229
	UEs supporting 5G Core and NR-DC and RRC_INACTIVE and (re-)configuration of an SCG during the resume procedure.

	8.2.7.3.1
	RRC Resume / Suspend-Resume / RRC reconfiguration / NE-DC / Resume with SCG
	Rel-16
	C255
	UEs supporting 5G Core and NE-DC and RRC_INACTIVE and (re-)configuration of an SCG during the resume procedure.





<End of modified section 1>
