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< Start of Changes >
[bookmark: _Toc21026395][bookmark: _Toc27743648][bookmark: _Toc36196792][bookmark: _Toc36197484][bookmark: _Toc43898149][bookmark: _Toc52550640][bookmark: _Toc58952345][bookmark: _Toc68098100][bookmark: _Toc68098373][bookmark: _Toc68360503][bookmark: _Toc76557568][bookmark: _Toc84435460][bookmark: _Toc92802628]6.2.1.1.3.3	UE maximum output power for power class 3
The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The minimum output power values for EIRP are found in Table 6.2.1.1.3.3-1. The requirement is verified with the test metric of total component of EIRP (Link=TX beam peak direction, Meas=Link angle). The requirement for the UE which supports a single FR2 band is specified in Table 6.2.1.1.3.3-1. The requirement for the UE which supports multiple FR2 bands is specified in both Table 6.2.1.1.3.3-1 and Table 6.2.1.1.3.3-4 or Table 6.2.1.1.3.3-5.
Table 6.2.1.1.3.3-1: UE minimum peak EIRP for power class 3
	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n259
	18.7

	n260
	20.6

	n261
	22.4

	n262
	16.0

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance
NOTE 2:	Void



The maximum output power values for TRP and EIRP are found on the Table 6.2.1.1.3.3-2. The max allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and the total component of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1.1.3.3-2: UE maximum output power limits for power class 3
	[bookmark: _Hlk515357814]Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n259
	23
	43

	n260
	23
	43

	n261
	23
	43

	n262
	23
	43



The minimum EIRP at the 50th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.1.3.3-3 below. The requirement is verified with the test metric of the total component of EIRP, as defined in [5] (Link=Spherical coverage grid, Meas=Link angle). The requirement for the UE which supports a single FR2 band is specified in Table 6.2.1.1.3.3-3. The requirement for the UE which supports multiple FR2 bands is specified in both Table 6.2.1.1.3.3-3 and Table 6.2.1.1.3.3-4 or Table 6.2.1.1.3.3-5.
Table 6.2.1.1.3.3-3: UE spherical coverage for power class 3
	Operating band
	Min EIRP at 50t%-tile CDF (dBm)

	n257
	11.5

	n258
	11.5

	n259
	5.8

	n260
	8

	n261
	11.5

	n262
	2.9

	NOTE 1:	Minimum EIRP at 50 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	Void
NOTE 3:	The requirements in this table are verified only under normal temperature conditions as defined in TS 38.508-1 [10] subclause 4.1.1.



For the UEs that support multiple FR2 bands, minimum requirement for peak EIRP and EIRP spherical coverage in Tables 6.2.1.1.3.3-1 and 6.2.1.1.3.3-3 shall be decreased per band, respectively, by the peak EIRP relaxation parameter MBP,n and EIRP spherical coverage relaxation parameter MBS,n, as indicated in Table 6.2.1.1.3.3-4 to 6.2.1.1.3.3-5. For Rel-15 UE, each combination of supported bands ΔMBP,n and ΔMBS,n apply to each supported band n, such that the total relaxations, ∑MBP and ∑MBS, across all supported bands shall not exceed the total value indicated in Table 6.2.1.1.3.3-4.
Table 6.2.1.1.3.3-4: UE multi-band relaxation factors for power class 3 (Rel-15)
	Supported bands
	∑MBP (dB)
	∑MBS (dB)

	n257, n258
	≤ 1.3
	≤ 1.25

	n257, n260
	≤ 1.03
	≤ 0.753

	n258, n260
	≤ 1.03
	≤ 0.753

	n258, n261
	≤ 1.0
	≤ 1.25

	n260, n261
	0.0
	≤ 0.752

	n257, n261
	0.0
	0.0

	n257, n258, n260
	≤ 1.73
	≤ 1.753

	n257, n258, n261
	≤ 1.7
	≤ 1.75

	n257, n260, n261
	≤ 0.53
	≤ 1.253

	n258, n260, n261
	≤ 1.53
	≤ 1.253

	n257, n258, n260, n261
	≤ 1.73
	≤ 1.753

	NOTE 1:	The requirements in this table are applicable to UEs which support only the indicated bands.
NOTE 2:	For supported bands n260 + n261, ΔMBS,n is not applied for band n260.
NOTE 3:	For band n260, maximum applicable MBS,n is 0.4 dB and MBP,n is 0.75 dB.
NOTE 4:	For all bands except n260, the maximum applicable MBP,n and MBS,n is 0.75 dB.



Table 6.2.1.1.3.3-5: UE multi-band relaxation factors for power class 3 (Rel-16 and forward)
	Band
	MBP,n (dB)
	MBS,n (dB)

	n257
	0.73
	0.73

	n258
	0.6
	0.7

	n259
	0.5
	0.4

	n260
	0.51
	0.41

	n261
	0.52,4
	0.74

	n262
	0.7
	0.7

	Note 1:	n260 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n260
Note 2:	n261 peak relaxation is 0 dB for UE that exclusively supports n261+n260
Note 3:	n257 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n257
Note 4:	n261 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n257
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