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<Start of Changes>

[bookmark: _Toc36058736][bookmark: _Toc44067659][bookmark: _Toc52716586][bookmark: _Toc58239231][bookmark: _Toc68246818][bookmark: _Toc75790133][bookmark: _Toc27479549]7.1.1.3	Applicability of requirements for optional UE features
The performance requirements in Table 7.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 7.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.1 (Test 3-1)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 7.5A.1
	1)Up to 16 DL carriers
2)Same numerology across carrier for data/control channel at a given time

	PDSCH repetitions over multiple slots (pdsch-RepetitionMultiSlots) 
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.2
	

	[bookmark: _GoBack]Alternative 64QAM MCS table for PDSCHNew 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.2
	

	256QAM for PDSCH
(pdsch-256QAM-FR2)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.1 (Test 1-4)
	

	256QAM for PDSCH (pdsch-256QAM-FR2)
	FR2 TDD
	SDR
	Clause 7.5A.1
	For UE capable of pdsch-256QAM-FR2 for certain band(s), mcs-Table is configured to ‘64QAM’ for SDR test.




<Unchanged Sections Skipped>

7.2.2.2.2_1	2Rx TDD FR2 PDSCH repetitions over multiple slots - 2x2 MIMO with baseline receiver for SA and NSA
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
- MU factor due to finite test time needs further study
- Test point applicability is TBD for all bands in Table 7.1.1_1-2.
7.2.2.2.2_1.1	Test Purpose
Verify the PDSCH repetitions over multiple slots performance under 2 receive antenna conditions.
7.2.2.2.2_1.2	Test Applicability
This test applies to all types of NR UE release 16 and forward supporting capability IE dl-64QAM-MCS-TableAlt and pdsch-RepetitionMultiSlots-r16.
This test also applies to all types of EUTRA UE release 16 and forward supporting EN-DC supporting capability IE dl-64QAM-MCS-TableAlt and pdsch-RepetitionMultiSlots-r16.
7.2.2.2.2_1.3	Test Description
7.2.2.2.2_1.3.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. 


< End of Changes >

