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	Reason for change:
	Applicability of new NTN UE capability check test case 22.4.13a needs to be added based on agreed discussion paper R5-235327.

	
	

	Summary of change:
	Added applicability of new UE capability transfer test case 22.4.13a - NB-IoT / UE capability transfer / Success.
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	NB-IoT NTN WP will remain incomplete.
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<Start of modified section>
	22
	NB-IoT
	
	
	
	
	
	
	

	22.1.1
	NB-IoT / Control Plane CIoT EPS optimisation for EPS services
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NB_FDD, pc_NonIP_PDN, pc_IP_PDN, pc_NB_S1_only pc_NonIP_Link_MTU_Parameter pc_IPv4_Link_MTU_Parameter pc_APN_RateControl
	px_DoAttachWithoutPDN, px_nonSMSTransport_CP_CIoT, px_SMSTransport_CP_CIoT, px_ModifyBearerResources, 
	Note 18
	

	
	
	
	
	
	pc_NB_TDD, pc_NonIP_PDN, pc_IP_PDN, pc_NB_S1_only pc_NonIP_Link_MTU_Parameter pc_IPv4_Link_MTU_Parameter pc_APN_RateControl
	px_DoAttachWithoutPDN, px_nonSMSTransport_CP_CIoT, px_SMSTransport_CP_CIoT, px_ModifyBearerResources, 
	Note 18
	

	…
	
	
	
	
	
	
	
	

	22.4.10
	Void
	
	
	
	
	
	
	

	22.4.11
	NB-IoT / RRC connection release / Redirection to another NB-IoT frequency
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.12
	NB-IoT / RRC connection release / Redirection to another NB-IoT band
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.13
	NB-IoT / UE capability transfer / Success
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.13a
	NB-IoT / NTN / UE capability transfer / Success
	Rel-17
	C412
	UEs supporting NB-IoT and NTN access
	pc_NB_FDD,
pc_NB_ntn_Connectivity_EPC
pc_NB_ntn_only_Connectivity_EPC
	
	Note 22
	

	22.4.14
	NB-IoT / RRC Connection Establishment / Multi-Carrier
	Rel-13
	C288
	UEs supporting NB-IoT and multi-carrier operation
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.14a
	NB-IoT / RRC Connection Establishment / Multi-Carrier / Mixed Standalone Operation
	Rel-15
	C400
	UEs supporting NB-IoTFDD and Mixed Operation Mode
	pc_NB_FDD
	
	
	

	22.4.15
	NB-IoT / RRC connection suspend-resume / Success / different cell
	Rel-13
	C271
	UEs supporting NB-IoT and User plane CIoT Optimisation in NB-S1 mode
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.16
	NB-IoT / RRC connection suspend-resume / Failure / Network reject
	Rel-13
	C271
	UEs supporting NB-IoT and User plane CIoT Optimisation in NB-S1 mode
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.17
	Void
	
	
	
	pc_NB_FDD
	
	
	

	22.4.18
	NB-IoT / RRC connection reconfiguration / SRB reconfiguration / Success
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.19
	Void
	
	
	
	pc_NB_FDD
	
	
	

	22.4.19a
	NB-IoT / Radio link failure / T301 expiry / T311 expiry / RRC connection re-establishment
	Rel-14
	C322
	UEs supporting NB-IoT and RRC connection re-establishment
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	



<End of modified section>
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