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<<< START OF CHANGES >>>
H.3.7	RRC messages and information elements contents exceptions for NR cell search when DRX is used
MAC-CellGroupConfig: DRX configuration for NR serving cell
Table H.3.7-1: MAC-CellGroupConfig: NR intra-frequency cell search when DRX is used
	Derivation Path: TS 38.508-1, Table 4.6.3-68

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      drx-onDurationTimer CHOICE {
	
	
	

	        milliSeconds
	ms1
	
	DRX.1 OR DRX.2 OR DRX.6

	
	ms6
	
	DRX.3 OR DRX.7 OR DRX.8 OR DRX.11

	      }
	
	
	

	      drx-InactivityTimer
	ms1
	
	

	      drx-RetransmissionTimerDL
	sl1
	
	

	      drx-RetransmissionTimerUL
	sl1
	
	

	      drx-LongCycleStartOffset CHOICE {
	
	
	

	        ms20
	0
	
	DRX.11

	        ms40
	0
	
	DRX.1 or DRX.3

	
	10
	
	(DRX.1 and Gap) OR (DRX.1 and Offset) OR (DRX.3 and Offset)

	
	15
	
	DRX.1 and Gap and INTER-FREQ

	
	20
	
	DRX.3 and Gap

	        ms320
	0
	
	DRX.6 OR DRX.8

	
	10
	
	DRX.6 and Gap

	        ms640
	0
	
	DRX.2 OR DRX.7

	
	10
	
	(DRX.2 and Gap) OR (DRX.7 and Offset) OR (DRX.7 and Gap)

	
	15
	
	(DRX.2 OR DRX.7) and Gap and INTER-FREQ

	      }
	
	
	

	      shortDRX
	not present
	
	

	      drx-SlotOffset
	0
	
	

	    }
	
	
	

	  }
	
	
	

	  tag-Config SEQUENCE {
	
	
	

	    tag-ToReleaseList
	Not present
	
	

	    tag-ToAddModList SEQUENCE (SIZE (1..maxNrofTAGs)) OF SEQUENCE {
	1 entry
	
	

	      tag-Id[1]
	0
	
	

	      timeAlignmentTimer[1]
	ms500
	
	DRX.1 OR DRX.2 OR DRX.6

	
	infinity
	
	DRX.3 OR DRX.7 OR DRX.8 OR DRX.11

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	DRX.1
	DRX Configuration 1 according to TS 38.133 [6] A.3.3.1

	DRX.2
	DRX Configuration 2 according to TS 38.133 [6] A.3.3.2

	DRX.3
	DRX Configuration 3 according to TS 38.133 [6] A.3.3.3

	DRX.6
	DRX Configuration 6 according to TS 38.133 [6] A.3.3.6

	DRX.7
	DRX Configuration 7 according to TS 38.133 [6] A.3.3.7

	DRX.8
	DRX Configuration 8 according to TS 38.133 [6] A.3.3.8

	INTER-FREQ
	Configuration for inter-frequency NR measurement tests

	Gap
	Configuration for tests with measurement gap

	Offset
	Tests that requires offset for DRX to eliminate overlap of DRX and SMTC



MAC-MainConfig: DRX configuration for E-UTRAN serving cell



<<< Skip unchanged sections >>>




<<< END OF CHANGES >>>



