	
3GPP TSG-RAN5 Meeting #102	R5-240056
Athens, Greece, February 26 – March 1 , 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-1
	CR
	2592
	rev
	-
	Current version:
	18.1.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Introduction of General description of Spurious emissions for ATG UE

	
	

	Source to WG:
	CMCC

	Source to TSG:
	R5

	
	

	Work item code:
	NR_ATG-UEConTest
	
	Date:
	2024-02-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	1. General description of Spurious emissions for ATG UE Tx TCs needs to be added for NR ATG as per WP.

	
	

	Summary of change:
	1. General description of Spurious emissions for ATG UE Tx TCs has been updated

	
	

	Consequences if not approved:
	The WP can not be completed.

	
	

	Clauses affected:
	6.5J.3 (new), 6.5J.3.0 (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR … CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc36713251][bookmark: _Toc58499579][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc68538436][bookmark: _Toc90971497][bookmark: _Toc75510019]<<< START OF CHANGES >>>
6.5J.3	Spurious emissions for ATG
6.5J.3.0	General
Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements in line with SM.329 [22] and NR operating band requirement to address UE co-existence.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
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