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[bookmark: _Hlk149228010]-------- Start of changes --------
[bookmark: _Hlk17729776][bookmark: _Toc21353559][bookmark: _Toc27749160][bookmark: _Toc36227964][bookmark: _Toc36228260][bookmark: _Toc36228715][bookmark: _Toc36228932][bookmark: _Toc44454517][bookmark: _Toc44454969][bookmark: _Toc52447005][bookmark: _Toc52447126][bookmark: _Toc52455779][bookmark: _Toc52456409][bookmark: _Toc52456570][bookmark: _Toc52457013][bookmark: _Toc52457891][bookmark: _Toc58228818][bookmark: _Toc58235302][bookmark: _Toc77005771][bookmark: _Toc84849676][bookmark: _Toc92808403]4.3.1.1.2	NR inter-band CA configurations in FR1
Editor’s Note: 
- Test frequencies for uplink CA_n77(2A) are FFS.
[bookmark: _Toc21353560][bookmark: _Toc27749161][bookmark: _Toc36227965][bookmark: _Toc36228261][bookmark: _Toc36228716][bookmark: _Toc36228933][bookmark: _Toc44454518][bookmark: _Toc44454970][bookmark: _Toc52447006][bookmark: _Toc52447127][bookmark: _Toc52455780][bookmark: _Toc52456410][bookmark: _Toc52456571][bookmark: _Toc52457014][bookmark: _Toc52457892][bookmark: _Toc58228819][bookmark: _Toc58235303][bookmark: _Toc77005772][bookmark: _Toc84849677][bookmark: _Toc92808404]4.3.1.1.2.1	NR inter-band CA configurations in FR1 (two bands)
[bookmark: _CRTable4_3_1_1_2_11]Table 4.3.1.1.2.1-1: Inter-band NR CA configurations (FR1, two bands)
	NR CA
configuration
	Uplink NR CA
configuration
	NR CA downlink configuration band 1
(Note 3)
	NR CA downlink configuration band 2
	NR CA uplink configuration band 1
	NR CA uplink configuration band 2
	Applicable for protocol testing
(Note 2)

	CA_n1A-n3A
	CA_n1A-n3A
	n1A
	n3A
	n1A
	n3A
	Yes

	CA_n1A-n8A
	CA_n1A-n8A
	n1A
	n8A
	n1A
	n8A
	Yes

	CA_n1(2A)-n3A
	-
	CA_n1(2A)
	n3A
	n1A
	n3A
	No

	CA_n1(2A)-n5A
	-
	CA_n1(2A)
	n5A
	-
	-
	No

	CA_n1(2A)-n8A
	-
	CA_n1(2A)
	n8A
	-
	-
	No

	CA_n1A-n41A
	CA_n1A-n41A
	n1A
	n41A
	n1A
	n41A
	Yes

	CA_n1A-n77A
	-
	n1A
	n77A
	-
	-
	Yes

	CA_n1A-n78A
	CA_n1A-n78A
	n1A
	n78A
	n1A
	n78A
	Yes

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1A
	CA_n78(2A)
	n1A
	n78A
	No

	CA_n1A-n78C
	CA_n1A-n78A
	n1A
	CA_n78C
	n1A
	n78A
	No

	CA_n1(2A)-n78A
	-
	CA_n1(2A)
	n78A
	-
	-
	No

	CA_n1A-n79A
	CA_n1A-n79A
	n1A
	n79A
	n1A
	n79A
	Yes

	CA_n2A-n5A
	CA_n2A-n5A
	n2A
	n5A
	n2A
	n5A
	Yes

	CA_n2A-n14A
	CA_n2A-n14A
	n2A
	n14A
	n2A
	n14A
	Yes

	CA_n2A-n48A
	CA_n2A-n48A
	n2A
	n48A
	n2A
	n48A
	Yes

	CA_n2A-n48B
	CA_n2A-n48A
	n2A
	CA_n48B
	n2A
	n48A
	No

	CA_n2A-n66A
	CA_n2A-n66A
	n2A
	n66A
	n2A
	n66A
	Yes

	CA_n2(2A)-n66A
	-
	CA_n2(2A)
	n66A
	-
	-
	No

	CA_n2A-n77A
	CA_n2A-n77A
	n2A
	n77A
	n2A
	n77A
	Yes

	CA_n2A-n77C
	CA_n2A-n77A
	n2A
	CA_n77C
	n2A
	n77A
	No

	CA_n3A-n5A
	CA_n3A-n5A
	n3A
	n5A
	n3A
	n5A
	Yes

	CA_n3(2A)-n5A
	-
	CA_n3(2A)
	n5A
	-
	-
	No

	CA_n3A-n8A
	CA_n3A-n8A
	n3A
	n8A
	n3A
	n8A
	Yes

	CA_n3(2A)-n8A
	-
	CA_n3(2A)
	n8A
	-
	-
	No

	CA_n3A-n28A
	CA_n3A-n28A
	n3A
	n28A
	n3A
	n28A
	Yes

	CA_n3A-n41A
	CA_n3A-n41A
	n3A
	n41A
	n3A
	n41A
	Yes

	CA_n3A-n77A
	CA_n3A-n77A
	n3A
	n77A
	n3A
	n77A
	Yes

	CA_n3A-n77(2A)
	CA_n3A-n77A
	n3A
	CA_n77(2A)
	n3A
	n77A
	No

	CA_n3A-n77(2A)
	CA_n77(2A)
	n3A
	CA_n77(2A)
	-
	CA_n77(2A)
	No

	CA_n3A-n78A
	CA_n3A-n78A
	n3A
	n78A
	n3A
	n78A
	Yes

	CA_n3A-n78(2A)
	CA_n3A-n78A
	n3A
	CA_n78(2A)
	n3A
	n78A
	No

	
	CA_n78(2A)
	n3A
	CA_n78(2A)
	-
	CA_n78(2A)
	No

	CA_n3(2A)-n78A
	-
	CA_n3(2A)
	n78A
	-
	-
	No

	CA_n5A-n7A
	-
	n5A
	n7A
	-
	-
	Yes

	CA_n5A-n48A
	CA_n5A-n48A
	n5A
	n48A
	n5A
	n48A
	Yes

	CA_n5A-n48B
	CA_n5A-n48A
	n5A
	CA_n48B
	n5A
	n48A
	No

	CA_n5A-n66A
	CA_n5A-n66A
	n5A
	n66A
	n5A
	n66A
	Yes

	CA_n5A-n77A
	CA_n5A-n77A
	n5A
	n77A
	n5A
	n77A
	Yes

	CA_n5A-n77C
	CA_n5A-n77A
	n5A
	CA_n77C
	n5A
	n77A
	No

	CA_n5A-n78A
	-
	n5A
	n78A
	-
	-
	Yes

	CA_n5A-n78(2A)
	CA_n5A-n78A
	n5A
	CA_n78(2A)
	n5A
	n78A
	No

	CA_n7A-n78A
	-
	n7A
	n78A
	-
	-
	Yes

	CA_n8A-n78A
	CA_n8A-n78A
	n8A
	n78A
	n8A
	n78A
	Yes

	CA_n8A-n78(2A)
	CA_n8A-n78A
	n8A
	CA_n78(2A)
	n8A
	CA_n78(2A)
	No

	CA_n14A-n30A
	CA_n14A-n30A
	n14A
	n30A
	n14A
	n30A
	Yes

	CA_n14A-n66A
	CA_n14A-n66A
	n14A
	n66A
	n14A
	n66A
	Yes

	CA_n14A-n77A
	CA_n14A-n77A
	n14A
	n77A
	n14A
	n77A
	Yes

	CA_n20A-n78A
	CA_n20A-n78A
	n20A
	n78A
	n20A
	n78A
	Yes

	CA_n24A-n41A
	CA_n24A-n41A
	n24A
	n41A
	n24A
	n41A
	Yes

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24A
	CA_n41(2A)
	n24A
	n41A
	No

	CA_n24A-n48A
	CA_n24A-n48A
	n24A
	n48A
	n24A
	n48A
	Yes

	CA_n24A-n48B
	CA_n24A-n48A
	n24A
	CA_n48B
	n24A
	n48A
	No

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24A
	CA_n48(2A)
	n24A
	n48A
	No

	CA_n24A-n77A
	CA_n24A-n77A
	n24A
	n77A
	n24A
	n77A
	Yes

	CA_n24A-n77C
	CA_n24A-n77A
	n24A
	CA_n77C
	n24A
	n77A
	No

	CA_n25A-n66A
	CA_n25A-n66A
	n25A
	n66A
	n25A
	n66A
	Yes

	CA_n25A-n77A
	CA_n25A-n77A
	n25A
	n77A
	n25A
	n77A
	Yes

	CA_n25A-n77A(2A)
	CA_n25A-n77A
	n25A
	CA_n77(2A)
	n25A
	n77A
	No

	CA_n25A-n78A
	CA_n25A-n78A
	n25A
	n78A
	n25A
	n78A
	Yes

	CA_n25A-n78A(2A)
	CA_n25A-n78A
	n25A
	CA_n78(2A)
	n25A
	n78A
	No

	CA_n26A-n66A
	CA_n26A-n66A
	n26A
	n66A
	n26A
	n66A
	Yes

	CA_n26A-n66(2A)
	CA_n26A-n66A
	n26A
	CA_n66(2A)
	n26A
	n66A
	No

	CA_n26A-n70A
	CA_n26A-n70A
	n26A
	n70A
	n26A
	n70A
	Yes

	CA_n28A-n41A
	CA_n28A-n41A
	n28A
	n41A
	n28A
	n41A
	Yes

	CA_n28A-n77A
	CA_n28A-n77A
	n28A
	n77A
	n28A
	n77A
	Yes

	CA_n28A-n77(2A)
	CA_n28A-n77A
	n28A
	CA_n77(2A)
	n28A
	n77A
	No

	CA_n28A-n77(2A)
	CA_n77(2A)
	n28A
	CA_n77(2A)
	-
	CA_n77(2A)
	No

	CA_n28A-n78A
	CA_n28A-n78A
	n28A
	n78A
	n28A
	n78A
	Yes

	CA_n28A-n79A
	CA_n28A-n79A
	n28A
	n79A
	n28A
	n79A
	Yes

	CA_n29A-n66A
	-
	n29A
	n66A
(Note 1)
	-
	-
	Yes

	CA_n29B-n66B
	-
	n29A
	CA_n66B
(Note 1)
	-
	-
	No

	CA_n29A-n66(2A)
	-
	n29A
	CA_n66(2A)
(Note 1)
	-
	-
	No

	CA_n29A-n70A
	-
	n29A
	n70A
(Note 1)
	-
	-
	Yes

	CA_n29A-n71A
	-
	n29A
	n71A
(Note 1)
	-
	-
	Yes

	CA_n39A-n41A
	CA_n39A-n41A
	n39A
	n41A
	n39A
	n41A
	Yes

	CA_n41A-n66A
	-
	n41A
	n66A
	-
	-
	Yes

	CA_n41A-n71A
	-
	n41A
	n71A
	-
	-
	Yes

	CA_n41A-n79A
	CA_n41A-n79A
	n41A
	n79A
	n41A
	n79A
	Yes

	CA_n41C-n79A
	CA_n41A-n79A
	CA_n41C
	n79A
	n41A
	n79A
	No

	
	CA_n41C
	CA_n41C
	n79A
	CA_n41C
	-
	No

	CA_n48A-n66A
	CA_n48A-n66A
	n48A
	n66A
	n48A
	n66A
	Yes

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48A
	CA_n66(2A)
	n48A
	n66A
	No

	CA_n48A-n70A
	CA_n48A-n70A
	n48A
	n70A
	n48A
	n70A
	Yes

	CA_n48A-n71A
	CA_n48A-n71A
	n48A
	n71A
	n48A
	n71A
	Yes

	CA_n48A-n71(2A)
	CA_n48A-n71A
	n48A
	CA_n71(2A)
	n48A
	n71A
	No

	CA_n48A-n77A
	-
	n48A
	n77A
	-
	-
	Yes

	CA_n48B-n66A
	CA_n48A-n66A
	CA_n48B
	n66A
	n48A
	n66A
	No

	CA_n48B-n70A
	CA_n48A-n70A
	CA_n48B
	n70A
	n48A
	n70A
	No

	CA_n48B-n71A
	CA_n48A-n71A
	CA_n48B
	n71A
	n48A
	n71A
	No

	CA_n48(2A)-n66A
	CA_n48A-n66A
	CA_n48(2A)
	n66A
	n48A
	n66A
	No

	CA_n48(2A)-n66(2A)
	CA_n48A-n66A
	CA_n48(2A)
	CA_n66(2A)
	n48A
	n66A
	No

	CA_n48(2A)-n70A
	CA_n48A-n70A
	CA_n48(2A)
	n70A
	n48A
	n70A
	No

	CA_n48(2A)-n71A
	CA_n48A-n71A
	CA_n48(2A)
	n71A
	n48A
	n71A
	No

	CA_n48(2A)-n71(2A)
	CA_n48A-n71A
	CA_n48(2A)
	CA_n71(2A)
	n48A
	n71A
	No

	CA_n66A-n70A
	-
	n66A
	n70A
	-
	-
	Yes

	CA_n66B-n70A
	-
	CA_n66B
	n70A
	-
	-
	No

	CA_n66(2A)-n70A
	-
	CA_n66(2A)
	n70A
	-
	-
	No

	CA_n66A-n71A
	CA_n66A-n71A
	n66A
	n71A
	n66A
	n71A
	Yes

	CA_n66A-n71(2A)
	CA_n66A-n71A
	n66A
	CA_n71(2A)
	n66A
	n71A
	No

	CA_n66B-n71A
	CA_n66A-n71A
	CA_n66B
	n71A
	n66A
	n71A
	No

	CA_n66(2A)-n71A
	CA_n66A-n71A
	CA_n66(2A)
	n71A
	n66A
	n71A
	No

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	CA_n66(2A)
	CA_n71(2A)
	n66A
	n71A
	No

	CA_n66A-n77A
	CA_n66A-n77A
	n66A
	n77A
	n66A
	n77A
	Yes

	CA_n66A-n77A(2A)
	CA_n66A-n77A
	n66A
	CA_n77(2A)
	n66A
	n77A
	No

	CA_n66A-n77C
	CA_n66A-n77A
	n66A
	CA_n77C
	n66A
	n77A
	No

	CA_n66A-n78A
	CA_n66A-n78A
	n66A
	n78A
	n66A
	n78A
	Yes

	CA_n66A-n78A(2A)
	CA_n66A-n78A
	n66A
	CA_n78(2A)
	n66A
	n78A
	No

	CA_n70A-n71A
	CA_n70A-n71A
	n70A
	n71A
	n70A
	n71A
	Yes

	CA_n70A-n71(2A)
	CA_n70A-n71A
	n70A
	CA_n71(2A)
	n70A
	n71A
	No

	CA_n71A-n77A
	CA_n71A-n77A
	n71A
	n77A
	n71A
	n77A
	Yes

	CA_n77A-n79A
	-
	n77A
	n79A
	-
	-
	Yes

	CA_n78A-n79A
	-
	n78A
	n79A
	-
	-
	Yes

	Note 1:	This band is used as PCell.
Note 2:	Protocol testing is limited to NR CA configurations with 2CC.
Note 3:	PCell is configured on this band unless otherwise stated.




[bookmark: _Hlk149228021]-------- End of changes --------

