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<Start of Changes>
[bookmark: _Toc27477866][bookmark: _Toc36226550][bookmark: _Toc44323807][bookmark: _Toc52989989][bookmark: _Toc60823185][bookmark: _Toc60825107][bookmark: _Toc69306004][bookmark: _Toc69309818][bookmark: _Toc76020130][bookmark: _Toc83720604][bookmark: _Toc90916460][bookmark: _Toc90916657][bookmark: _Toc90917413][bookmark: _Hlk508786183]6.2C.1	Configured transmitted power for SUL
[bookmark: _Toc27477867][bookmark: _Toc36226551][bookmark: _Toc44323808][bookmark: _Toc52989990][bookmark: _Toc60823186][bookmark: _Toc60825108][bookmark: _Toc69306005]6.2C.1.1	Test purpose
Same test purpose as in clause 6.2.4.1
[bookmark: _Toc27477868][bookmark: _Toc36226552][bookmark: _Toc44323809][bookmark: _Toc52989991][bookmark: _Toc60823187][bookmark: _Toc60825109][bookmark: _Toc69306006]6.2C.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27477869][bookmark: _Toc36226553][bookmark: _Toc44323810][bookmark: _Toc52989992][bookmark: _Toc60823188][bookmark: _Toc60825110][bookmark: _Toc69306007]6.2C.1.3	Minimum conformance requirements
When a UE is configured with both NR UL and NR SUL carriers in a serving cell with active transmission either on the UL carrier or SUL carrier, the configured transmit power requirements specified in subclause 6.2.4 are applicable for the UL carrier and the SUL carrier, respectively.
For the UE which supports SUL band combination, ΔTIB,c in Table 6.2C.2-1 applies.
The normative reference for this requirement is TS 38.101-1 [2] clauses 6.2C.

[bookmark: _Toc27477870][bookmark: _Toc36226554][bookmark: _Toc44323811][bookmark: _Toc52989993][bookmark: _Toc60823189][bookmark: _Toc60825111][bookmark: _Toc69306008]6.2C.1.4	Test description
Same test description as specified in clause 6.2.4.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1
Instead of table 6.2.4.4.1-1  use Table 6.2C.1.4-1
Table 6.2C.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both SUL carrier and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier 
[bookmark: OLE_LINK58]Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.


<Unchanged Skipped>
[bookmark: _Toc27477873][bookmark: _Toc36226557][bookmark: _Toc44323814][bookmark: _Toc52989996][bookmark: _Toc60823192][bookmark: _Toc60825114][bookmark: _Toc69306011][bookmark: _Toc69309820][bookmark: _Toc76020132][bookmark: _Toc83720606][bookmark: _Toc90916462][bookmark: _Toc90916659][bookmark: _Toc90917415]6.2C.3	UE maximum output power for SUL
[bookmark: _Toc36226558][bookmark: _Toc44323815][bookmark: _Toc52989997][bookmark: _Toc60823193][bookmark: _Toc60825115][bookmark: _Toc69306012]6.2C.3.1	Test purpose
Same test purpose as in clause 6.2.1.1
[bookmark: _Toc36226559][bookmark: _Toc44323816][bookmark: _Toc52989998][bookmark: _Toc60823194][bookmark: _Toc60825116][bookmark: _Toc69306013]6.2C.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc36226560][bookmark: _Toc44323817][bookmark: _Toc52989999][bookmark: _Toc60823195][bookmark: _Toc60825117][bookmark: _Toc69306014]6.2C.3.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.2.1.

[bookmark: _Toc36226561][bookmark: _Toc44323818][bookmark: _Toc52990000][bookmark: _Toc60823196][bookmark: _Toc60825118][bookmark: _Toc69306015]6.2C.3.4	Test description
Same test description as specified in clause 6.2.1.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.2.1.4.1-1  use Table 6.2C.3.4-1
Table 6.2C.3.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for Non-SUL carrier. 
Low, Mid, High range for SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Left

	3
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Right

	4
	
	
	DFT-s-OFDM QPSK
	Inner Full

	5
	
	
	DFT-s-OFDM QPSK
	Inner 1RB Left

	6
	
	
	DFT-s-OFDM QPSK
	Inner 1RB Right

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.


<Unchanged Skipped>
[bookmark: _Toc44323935][bookmark: _Toc52990128][bookmark: _Toc60823327][bookmark: _Toc60825249][bookmark: _Toc69306150][bookmark: _Toc69309871][bookmark: _Toc76020186][bookmark: _Toc83720668]6.3C.1	Minimum output power for SUL
[bookmark: _Toc44323936][bookmark: _Toc52990129][bookmark: _Toc60823328][bookmark: _Toc60825250][bookmark: _Toc69306151]6.3C.1.1	Test purpose
Same test purpose as in clause 6.3.1.1
[bookmark: _Toc44323937][bookmark: _Toc52990130][bookmark: _Toc60823329][bookmark: _Toc60825251][bookmark: _Toc69306152]6.3C.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc44323938][bookmark: _Toc52990131][bookmark: _Toc60823330][bookmark: _Toc60825252][bookmark: _Toc69306153]6.3C.1.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.3.1.
[bookmark: _Toc44323939][bookmark: _Toc52990132][bookmark: _Toc60823331][bookmark: _Toc60825253][bookmark: _Toc69306154]6.3C.1.4	Test description
Same test description as specified in clause 6.3.1.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.3.1.4.1-1  use Table 6.3C.1.4-1
Table 6.3C.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low, Mid, High range for SUL carrier
Mid-range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier 

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	N/A 
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM QPSK
	Outer Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.


<Unchanged Skipped>
6.3C.3.1	General transmit ON/OFF time mask for SUL
6.3C.3.1.1	Test purpose
Same test purpose as in clause 6.3.3.2.1
[bookmark: _Toc44323949][bookmark: _Toc52990142][bookmark: _Toc60823341][bookmark: _Toc60825263][bookmark: _Toc69306164]6.3C.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc44323950][bookmark: _Toc52990143][bookmark: _Toc60823342][bookmark: _Toc60825264][bookmark: _Toc69306165]6.3C.3.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.3C.3.0.1.
[bookmark: _Toc44323951][bookmark: _Toc52990144][bookmark: _Toc60823343][bookmark: _Toc60825265][bookmark: _Toc69306166]6.3C.3.1.4	Test description
Same test description as specified in clause 6.3.3.2.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
[bookmark: OLE_LINK28]Instead of table 6.3.3.2.4.1-1  use Table 6.3C.3.1.4-1
Table 6.3C.3.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low, Mid, High range for SUL carrier
Mid-range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	[bookmark: OLE_LINK14]15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
6.3C.3.2	General transmit ON/OFF time mask for switching between two uplink carriers
6.3C.3.2.1	Test purpose
To verify that the time mask for switching between two uplink carriers meets the requirements given in 6.3C.3.0.2.
The time mask for switching between two uplink carriers defines the transient period(s) allowed between two uplink carriers for an uplink band pair of an a SUL configuration when the capability uplinkTxSwitchingPeriod is present
6.3C.3.2.2	Test applicability
This test case applies to all types of NR UE release 16 and forward that support SUL configuration and dynamic UL Tx switching.
6.3C.3.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.3C.3.0.2.
6.3C.3.2.4	Test description
6.3C.3.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR SUL configuration specified in 5.5C. All of these configurations shall be tested with applicable test parameters for each SUL configuration, and are shown in table 6.3C.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3C.3.2.4.1-1: Test Configuration Table for SUL Tx switching
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Highest for SUL carrier and Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier, lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	1
	N/A
	Modulation
	RB allocation (NOTE 2)
	Modulation
	RB allocation (NOTE 2)

	
	
	DFT-s-OFDM QPSK
	Inner Full
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	SUL carrier is configured as Carrier 1 and Non-SUL carrier is configured as Carrier2.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 23:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.


<Unchanged Skipped>
[bookmark: _Toc44323954][bookmark: _Toc52990147][bookmark: _Toc60823346][bookmark: _Toc60825268][bookmark: _Toc69306169][bookmark: _Toc69309875][bookmark: _Toc76020190][bookmark: _Toc83720672]6.3C.4.1	Absolute power tolerance for SUL
6.3C.4.1.1	Test purpose
Same test purpose as in clause 6.3.4.2.1
6.3C.4.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
6.3C.4.1.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.3.4.2.
6.3C.4.1.4	Test description
Same test description as specified in clause 6.3.4.2.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.3.4.2.4.1-1  use Table 6.3C.4.1.4-1
Table 6.3C.4.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid-range for SUL and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	[bookmark: OLE_LINK40]15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	Modulation
	RB allocation (NOTE 2)

	1
	N/A 
	N/A
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RF allocation is defined in Table 6.1-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.


<Unchanged Skipped>
[bookmark: _Toc44323956][bookmark: _Toc52990149][bookmark: _Toc60823348][bookmark: _Toc60825270][bookmark: _Toc69306171][bookmark: _Toc69309877][bookmark: _Toc76020192][bookmark: _Toc83720674]6.3C.4.3	Aggregate power tolerance for SUL
[bookmark: _Toc44323957][bookmark: _Toc52990150][bookmark: _Toc60823349][bookmark: _Toc60825271][bookmark: _Toc69306172]6.3C.4.3.1	Test purpose
Same test purpose as in clause 6.3.4.3.1
[bookmark: _Toc44323958][bookmark: _Toc52990151][bookmark: _Toc60823350][bookmark: _Toc60825272][bookmark: _Toc69306173]6.3C.4.3.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc44323959][bookmark: _Toc52990152][bookmark: _Toc60823351][bookmark: _Toc60825273][bookmark: _Toc69306174]6.3C.4.3.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.3.4.4.

[bookmark: _Toc44323960][bookmark: _Toc52990153][bookmark: _Toc60823352][bookmark: _Toc60825274][bookmark: _Toc69306175]6.3C.4.3.4	Test description
Same test description as specified in clause 6.3.4.4.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.3.4.4.4.1-1  use Table 6.3C.4.3.4-1
Instead of table 6.3.4.4.4.1-2  use Table 6.3C.4.3.4-2
Table 6.3C.4.3.4-1: Test Configuration Table: PUCCH sub-test
	Initial Conditions

	[bookmark: _Hlk38386597]Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for SUL and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	PUCCH format = Format 1
Length in OFDM symbols = 14

	1
	CP-OFDM QPSK
Full RB allocation (NOTE 1)
	N/A
	

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.



Table 6.3C.4.3.4-2: Test Configuration Table: PUSCH sub-test
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for SUL and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	Modulation
	RB allocation (NOTE 1)

	1
	N/A
	N/A
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.



<Unchanged Skipped>
[bookmark: _Toc27478090][bookmark: _Toc36226783][bookmark: _Toc44324068][bookmark: _Toc52990261][bookmark: _Toc60823460][bookmark: _Toc60825382][bookmark: _Toc69306244][bookmark: _Toc69309909][bookmark: _Toc76020228][bookmark: _Toc83720711]6.4C.1	Frequency error for SUL
6.4C.1.1	Test purpose
Same test purpose as in clause 6.4.1.1
6.4C.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
6.4C.1.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3and 6.4.1.
6.4C.1.4	Test description
Same test description as specified in clause 6.4.1.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.4.1.4.1-1  use Table 6.4C.1.4-1
Table 6.4C.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both SUL carrier and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	Modulation
	RB allocation
	N/A
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	
	DFT-s-OFDM QPSK
	SUL REFSENS (NOTE 2)

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2
NOTE 2:	SUL REFSENS refers to Table 7.3C.2.4.1-1a which defines SUL RB configuration and start RB location for each SCS, channel BW and NR band.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.



<Unchanged Skipped>
[bookmark: _Toc27478092][bookmark: _Toc36226785][bookmark: _Toc44324070][bookmark: _Toc52990263][bookmark: _Toc60823462][bookmark: _Toc60825384][bookmark: _Toc69306246][bookmark: _Toc69309911][bookmark: _Toc76020230][bookmark: _Toc83720713]6.4C.2.1	Error Vector Magnitude for SUL
[bookmark: _Toc36226786][bookmark: _Toc44324071][bookmark: _Toc52990264][bookmark: _Toc60823463][bookmark: _Toc60825385]6.4C.2.1.1	Test purpose
Same test purpose as in clause 6.4.2.1
[bookmark: _Toc36226787][bookmark: _Toc44324072][bookmark: _Toc52990265][bookmark: _Toc60823464][bookmark: _Toc60825386]6.4C.2.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc36226788][bookmark: _Toc44324073][bookmark: _Toc52990266][bookmark: _Toc60823465][bookmark: _Toc60825387]6.4C.2.1.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3and 6.4.2.1.
[bookmark: _Toc36226789][bookmark: _Toc44324074][bookmark: _Toc52990267][bookmark: _Toc60823466][bookmark: _Toc60825388]6.4C.2.1.4	Test description
Same test description as specified in clause 6.4.2.1.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
[bookmark: OLE_LINK99]Instead of table 6.4.2.1.4.1-1, table 6.4.2.1.4.1-2, table 6.4.2.1.4.1-3  use Table 6.4C.2.1.4-1, table 6.4C.2.1.4-2, table 6.4C.2.1.4-3
Table 6.4C.2.1.4-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low, Mid, High range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	13
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	23
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer Full

	3
	
	
	DFT-s-OFDM QPSK
	Inner Full

	4
	
	
	DFT-s-OFDM QPSK
	Outer Full

	5
	
	
	DFT-s-OFDM 16 QAM
	Inner Full

	6
	
	
	DFT-s-OFDM 16 QAM
	Outer Full

	7
	
	
	DFT-s-OFDM 64 QAM
	Outer Full

	8
	
	
	DFT-s-OFDM 256 QAM
	Outer Full

	9
	
	
	CP-OFDM QPSK
	Inner Full

	10
	
	
	CP-OFDM QPSK
	Outer Full

	11
	
	
	CP-OFDM 16 QAM
	Inner Full

	12
	
	
	CP-OFDM 16 QAM
	Outer Full

	13
	
	
	CP-OFDM 64 QAM
	Outer Full

	14
	
	
	CP-OFDM 256 QAM
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
[bookmark: _Toc27478093][bookmark: _Toc36226791][bookmark: _Toc44324076][bookmark: _Toc52990269][bookmark: _Toc60823468][bookmark: _Toc60825390][bookmark: _Toc69306247][bookmark: _Toc69309912][bookmark: _Toc76020231][bookmark: _Toc83720714]6.4C.2.2	Carrier leakage for SUL
[bookmark: _Toc36226792][bookmark: _Toc44324077][bookmark: _Toc52990270][bookmark: _Toc60823469][bookmark: _Toc60825391]6.4C.2.2.1	Test purpose
Same test purpose as in clause 6.4.2.2.1.
[bookmark: _Toc36226793][bookmark: _Toc44324078][bookmark: _Toc52990271][bookmark: _Toc60823470][bookmark: _Toc60825392]6.4C.2.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc36226794][bookmark: _Toc44324079][bookmark: _Toc52990272][bookmark: _Toc60823471][bookmark: _Toc60825393]6.4C.2.2.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
[bookmark: _Toc52990273][bookmark: _Toc60823472][bookmark: _Toc60825394]The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3and 6.4.2.2.
6.4C.2.2.4	Test description
Same test description as specified in clause 6.4.2.2.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.4.2.2.4.1-1  use Table 6.4C.2.2.4-1
Table 6.4C.2.2.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low, Mid, High range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	When the signalled DC carrier position is at Inner_1RB_Left, use Inner_1RB_Right for UL RB allocation.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies..



<Unchanged Skipped>
[bookmark: _Toc27478094][bookmark: _Toc36226796][bookmark: _Toc44324081][bookmark: _Toc52990275][bookmark: _Toc60823474][bookmark: _Toc60825396][bookmark: _Toc69306248][bookmark: _Toc69309913][bookmark: _Toc76020232][bookmark: _Toc83720715]6.4C.2.3	In-band emissions for SUL
[bookmark: _Toc36226797][bookmark: _Toc44324082][bookmark: _Toc52990276][bookmark: _Toc60823475][bookmark: _Toc60825397]6.4C.2.3.1	Test purpose
Same test purpose as in clause 6.4.2.3.1.
[bookmark: _Toc36226798][bookmark: _Toc44324083][bookmark: _Toc52990277][bookmark: _Toc60823476][bookmark: _Toc60825398]6.4C.2.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc36226799][bookmark: _Toc44324084][bookmark: _Toc52990278][bookmark: _Toc60823477][bookmark: _Toc60825399]6.4C.2.3.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3and 6.4.2.3.
[bookmark: _Toc36226800][bookmark: _Toc44324085][bookmark: _Toc52990279][bookmark: _Toc60823478][bookmark: _Toc60825400]6.4C.2.3.4	Test description
Same test description as specified in clause 6.4.2.3.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.4.2.3.4.1-1  use Table 6.4C.2.3.4-1
Instead of table 6.4.2.3.4.1-2  use Table 6.4C.2.3.4-2
Table 6.4C.2.3.4-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range for SUL carrier 
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left

	2
	
	
	DFT-s-OFDM QPSK
	Inner_1RB_Right

	3
	
	
	CP-OFDM QPSK
	Inner_1RB_Left

	4
	
	
	CP-OFDM QPSK
	Inner_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
[bookmark: _Toc27478095][bookmark: _Toc36226802][bookmark: _Toc44324087][bookmark: _Toc52990281][bookmark: _Toc60823480][bookmark: _Toc60825402][bookmark: _Toc69306249][bookmark: _Toc69309914][bookmark: _Toc76020233][bookmark: _Toc83720716]6.4C.2.4	EVM equalizer spectrum flatness for SUL
[bookmark: _Toc36226803][bookmark: _Toc44324088][bookmark: _Toc52990282][bookmark: _Toc60823481][bookmark: _Toc60825403]6.4C.2.4.1	Test purpose
Same test purpose as in clause 6.4.2.4.1.
[bookmark: _Toc36226804][bookmark: _Toc44324089][bookmark: _Toc52990283][bookmark: _Toc60823482][bookmark: _Toc60825404]6.4C.2.4.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc36226805][bookmark: _Toc44324090][bookmark: _Toc52990284][bookmark: _Toc60823483][bookmark: _Toc60825405]6.4C.2.4.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.4.2.4.
[bookmark: _Toc36226806][bookmark: _Toc44324091][bookmark: _Toc52990285][bookmark: _Toc60823484][bookmark: _Toc60825406]6.4C.2.4.4	Test description
Same test description as specified in clause 6.4.2.4.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.4.2.4.4.1-1  use Table 6.4C.2.4.4-1
Table 6.4C.2.4.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
[bookmark: OLE_LINK64]Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.5C-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	DFT-s-OFDM QPSK
	Outer Full

	2
	
	
	CP-OFDM QPSK
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
[bookmark: _Toc69306250][bookmark: _Toc69309915][bookmark: _Toc76020234][bookmark: _Toc83720717]6.4C.2.5	EVM equalizer spectrum flatness for Pi/2 BPSK for SUL
6.4C.2.5.1	Test purpose
Same test purpose as in clause 6.4.2.5.1.
6.4C.2.5.2	Test applicability
This test applies to all types of NR UE release 16 and forward that support SUL operating on the SUL bands and indicate support for UE capability lowPAPR-DMRS-PUSCHwithPrecoding-r16.
6.4C.2.5.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.4.2.4.1.
6.4C.2.5.4	Test description
6.4C.2.5.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.5C-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.4C.2.5.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4C.2.5.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.5C-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
[bookmark: _Toc27478235][bookmark: _Toc36226950][bookmark: _Toc44324235][bookmark: _Toc52990429][bookmark: _Toc60823632][bookmark: _Toc60825553][bookmark: _Toc69306313][bookmark: _Toc69309978][bookmark: _Toc76020303][bookmark: _Toc83720791]6.5C.1	Occupied bandwidth for SUL
[bookmark: _Toc27478236][bookmark: _Toc36226951][bookmark: _Toc44324236][bookmark: _Toc52990430][bookmark: _Toc60823633][bookmark: _Toc60825554]6.5C.1.1	Test purpose
To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE supporting SUL are less than their specific limits when UE is configured using SUL transmission.
[bookmark: _Toc27478237][bookmark: _Toc36226952][bookmark: _Toc44324237][bookmark: _Toc52990431][bookmark: _Toc60823634][bookmark: _Toc60825555]6.5C.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27478238][bookmark: _Toc36226953][bookmark: _Toc44324238][bookmark: _Toc52990432][bookmark: _Toc60823635][bookmark: _Toc60825556]6.5C.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3
[bookmark: _Toc27478239][bookmark: _Toc36226954][bookmark: _Toc44324239][bookmark: _Toc52990433][bookmark: _Toc60823636][bookmark: _Toc60825557]6.5C.1.4	Test description
Same test description as specified in clause 6.5.1.4 with following exceptions:
-	Instead of Table 5.3.5-1  use Table 5.5C-1
-	Instead of Table 6.5.1.4.1-1 use Table 6.5C.1.4-1
Table 6.5C.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range by default for SUL carrier
Mid Range for Non-SUL carrier 

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	All for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	[bookmark: OLE_LINK70]15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier 

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	UL Configuration
	SUL Configuration

	Test ID
	N/A
	N/A
	Modulation
	RB allocation

	1
	
	
	CP-OFDM QPSK
	Outer_full

	[bookmark: OLE_LINK67]Note 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
Note 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
Note 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.



<Unchanged Skipped>
[bookmark: _Toc27478259][bookmark: _Toc36226974][bookmark: _Toc44324259][bookmark: _Toc52990453][bookmark: _Toc60823656][bookmark: _Toc60825577][bookmark: _Toc69306322][bookmark: _Toc69309987][bookmark: _Toc76020312][bookmark: _Toc83720800]6.5C.3.1	General spurious emissions for SUL
[bookmark: _Toc27478260][bookmark: _Toc36226975][bookmark: _Toc44324260][bookmark: _Toc52990454][bookmark: _Toc60823657][bookmark: _Toc60825578]6.5C.3.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.
[bookmark: _Toc27478261][bookmark: _Toc36226976][bookmark: _Toc44324261][bookmark: _Toc52990455][bookmark: _Toc60823658][bookmark: _Toc60825579]6.5C.3.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27478262][bookmark: _Toc36226977][bookmark: _Toc44324262][bookmark: _Toc52990456][bookmark: _Toc60823659][bookmark: _Toc60825580]6.5C.3.1.3	Minimum conformance requirements
The general spurious emission requirement specified in clause 6.5.3.1.3 applies to the UE that support SUL operating on the SUL bands.
The normative reference for this requirement is TS 38.101-1 [2] subclauses 6.5.3.1
[bookmark: _Toc27478263][bookmark: _Toc36226978][bookmark: _Toc44324263][bookmark: _Toc52990457][bookmark: _Toc60823660][bookmark: _Toc60825581]6.5C.3.1.4	Test description
Same test description as specified in clause 6.5.3.1.4 with following exceptions:
-	Instead of Table 5.3.5-1  use Table 5.5C-1
-	Instead of Table 6.5.3.1.4.1-1 use Table 6.5C.3.1.4-1
Table 6.5C.3.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range for SUL carrier 
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	CP-OFDM QPSK 
	OuterFull

	2
	
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	
	
	CP-OFDM QPSK
	Edge_1RB_Right

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	Void
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
[bookmark: _Toc27478265][bookmark: _Toc36226980][bookmark: _Toc44324265][bookmark: _Toc52990459][bookmark: _Toc60823662][bookmark: _Toc60825583][bookmark: _Toc69306323][bookmark: _Toc69309988][bookmark: _Toc76020313][bookmark: _Toc83720801]6.5C.3.2	Spurious emissions for UE co-existence for SUL
[bookmark: _Toc27478266][bookmark: _Toc36226981][bookmark: _Toc44324266][bookmark: _Toc52990460][bookmark: _Toc60823663][bookmark: _Toc60825584]6.5C.3.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.
[bookmark: _Toc27478267][bookmark: _Toc36226982][bookmark: _Toc44324267][bookmark: _Toc52990461][bookmark: _Toc60823664][bookmark: _Toc60825585]6.5C.3.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27478268][bookmark: _Toc36226983][bookmark: _Toc44324268][bookmark: _Toc52990462][bookmark: _Toc60823665][bookmark: _Toc60825586]6.5C.3.2.3	Minimum conformance requirements
The requirements for NR bands for coexistence with protected bands specified in subclause 6.5.3.2.3 apply to the UE that support SUL operating on the SUL bands
The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.2.
[bookmark: _Toc27478269][bookmark: _Toc36226984][bookmark: _Toc44324269][bookmark: _Toc52990463][bookmark: _Toc60823666][bookmark: _Toc60825587]6.5C.3.2.4	Test description
Same test description as specified in clause 6.5.3.2.4 with following exceptions:
-	Instead of Table 5.3.5-1  use Table 5.5C-1
-	Instead of Table 6.5.3.2.4.1-1 use Table 6.5C.3.2.4-1
Table 6.5C.3.2.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	CP-OFDM QPSK 
	OuterFull

	2
	
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	
	
	CP-OFDM QPSK
	Edge_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	For NR band n83, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



<Unchanged Skipped>
[bookmark: _Toc27478276][bookmark: _Toc36226991][bookmark: _Toc44324276][bookmark: _Toc52990470][bookmark: _Toc60823673][bookmark: _Toc60825594][bookmark: _Toc69306325][bookmark: _Toc69309990][bookmark: _Toc76020315][bookmark: _Toc83720803]6.5C.4	Transmit intermodulation for SUL
[bookmark: _Toc27478277][bookmark: _Toc36226992][bookmark: _Toc44324277][bookmark: _Toc52990471][bookmark: _Toc60823674][bookmark: _Toc60825595]6.5C.4.1	Test purpose
To verify that the UE transmit intermodulation does not exceed the described value in the test requirement.
The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non-linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.
[bookmark: _Toc27478278][bookmark: _Toc36226993][bookmark: _Toc44324278][bookmark: _Toc52990472][bookmark: _Toc60823675][bookmark: _Toc60825596]6.5C.4.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27478279][bookmark: _Toc36226994][bookmark: _Toc44324279][bookmark: _Toc52990473][bookmark: _Toc60823676][bookmark: _Toc60825597]6.5C.4.3	Minimum conformance requirements
The requirements in subclause 6.5.4 apply to the UE operating on SUL bands
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.4.
[bookmark: _Toc27478280][bookmark: _Toc36226995][bookmark: _Toc44324280][bookmark: _Toc52990474][bookmark: _Toc60823677][bookmark: _Toc60825598]6.5C.4.4	Test description
Same test description as specified in clause 6.2.4.4 with following exceptions:
-	Instead of Table 5.3.5-1  use Table 5.5C-1
-	Instead of Table 6.5.4.4.1-1 use Table 6.5C.4.4-1
Table 6.5C.4.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both SUL carrier and Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid, Highest for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n83, 30MHz test channel bandwidth is tested with Low range test frequency.
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