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Table A.4.3.2B.2.3.1-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.1-2)
	Item
	DL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC within FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_A
	

	2
	Inter-band EN-DC within FR1 BW Class Combination A_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_(2A)
	

	3
	Inter-band EN-DC within FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_B
	

	4
	Inter-band EN-DC within FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_C
	

	5
	Inter-band EN-DC within FR1 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_A
	

	6
	Inter-band EN-DC within FR1 BW Class Combination (2A)_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_(2A)
	

	7
	Inter-band EN-DC within FR1 BW Class Combination (2A)_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_B
	

	8
	Inter-band EN-DC within FR1 BW Class Combination (3A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(3A)_A
	

	9
	Inter-band EN-DC within FR1 BW Class Combination B_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_B_A
	

	10
	Inter-band EN-DC within FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_A
	

	11
	Inter-band EN-DC within FR1 BW Class Combination C_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_(2A)
	

	12
	Inter-band EN-DC within FR1 BW Class Combination C_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_B
	

	13
	Inter-band EN-DC within FR1 BW Class Combination C_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_C
	

	14
	Inter-band EN-DC within FR1 BW Class Combination D_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_D_A
	

	15
	Inter-band EN-DC within FR1 BW Class Combination D_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_D_C
	

	16
	Inter-band EN-DC within FR1 BW Class Combination E_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_E_A
	

	17
	Inter-band EN-DC within FR1 BW Class Combination E_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_E_C
	



Table A.4.3.2B.2.3.1-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and two bands (for one or more of the supported configurations in Table A.4.3.2B.2.3.1-2)
	Item
	UL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC within FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_A
	

	2
	UL Inter-band EN-DC within FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_B
	

	3
	UL Inter-band EN-DC within FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_C
	

	4
	UL Inter-band EN-DC within FR1 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_(2A)_A
	

	5
	UL Inter-band EN-DC within FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_C_A
	



Table A.4.3.2B.2.3.1-2: Supported Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported ULTxSwitching Band Pair
	Supported uplinkTxSwitching-DL-Interruption-r16
(Note 81)
	Supported simultaneousRxTx
(Note 112)

	DC_1A_n3A
	Rel-16
	
	
	
	
	

	DC_1A_n5A
	Rel-16
	
	
	
	
	

	DC_1A_n7A
	Rel-16
	
	
	
	
	

	DC_1A_n28A
	Rel-15
	
	
	
	
	

	DC_1A_n41A
	Rel-16
	
	
	
	
	Yes

	DC_1A_n77A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_1A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_1A_n78C
	Rel-15
	
	
	
	Not supported
	Yes

	DC_1A-1A_n78A
	Rel-17
	
	
	
	Not supported
	

	DC_1A_n79A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_2A_n5A
	Rel-15
	
	
	
	
	

	DC_2A-2A_n5A
	Rel-16
	
	
	
	
	

	DC_2A_n41A
	Rel-16
	
	
	
	
	

	DC_2C_n41A
	Rel-16
	
	
	
	
	

	DC_2A_n66A
	Rel-15
	
	
	
	
	

	DC_2A_n71A
	Rel-15
	
	
	
	
	

	DC_2A_n77A
	Rel-17
	
	
	
	
	

	DC_2A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_2A-2A_n77A
	Rel-17
	
	
	
	
	

	DC_2A-2A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_2A_n78A
	Rel-15
	
	
	
	
	

	DC_3A_n1A
	Rel-16
	
	
	
	
	

	DC_3A_n8A
	Rel-16
	
	
	
	
	

	DC_3A_n7A
	Rel-15
	
	
	
	
	

	DC_3A_n5A
	Rel-16
	
	
	
	
	

	DC_3A_n28A
	Rel-15
	
	
	
	
	

	DC_3A_n41A
	Rel-16
	
	
	
	Not supported
	Yes

	DC_3A_n77A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_3A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_3A_n78C
	Rel-15
	
	
	
	Not supported
	Yes

	DC_3A_n79A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_3A_n82A
	Rel-15
	
	
	
	
	

	DC_3C_n77A
	Rel-17
	
	
	
	Not supported
	

	DC_3C_n77(2A)
	Rel-17
	
	
	
	Not supported
	

	DC_3C_n78A
	Rel-15
	
	
	
	Not supported
	

	DC_5A_n2A
	Rel-16
	
	
	
	
	

	DC_5A_n66A
	Rel-15
	
	
	
	
	

	DC_5A_n77A
	Rel-17
	
	
	
	
	

	DC_5A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_5A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_5A_n78C
	Rel-17
	
	
	
	Not supported
	Yes

	DC_7A_n1A
	Rel-16
	
	
	
	
	

	DC_7A_n3A
	Rel-16
	
	
	
	
	

	DC_7A_n5A
	Rel-16
	
	
	
	
	

	DC_7A_n8A
	Rel-16
	
	
	
	
	

	DC_7A_n28A
	Rel-15
	
	
	
	
	

	DC_7A_n78A
	Rel-15
	
	
	
	
	Yes

	DC_7A_n66A
	Rel-15
	
	
	
	
	

	DC_7C_n66A
	Rel-15
	
	
	
	
	

	DC_7C_n78A
	Rel-15
	
	
	
	
	Yes

	DC_8A_n1A
	Rel-16
	
	
	
	
	

	DC_8A_n3A
	Rel-16
	
	
	
	
	

	DC_8A_n20A
	Rel-16
	
	
	
	
	

	DC_8A_n41A
	Rel-16
	
	
	
	Not supported
	Yes

	DC_8A_n77A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_8A_n77(2A)
	Rel-16
	
	
	
	Not supported
	Yes

	DC_8A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_11A_n77A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_11A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_11A_n79A
	Rel-15
	
	
	
	
	Yes

	DC_12A_n2A
	Rel-16
	
	
	
	
	

	DC_12A_n5A
	Rel-15
	
	
	
	
	

	DC_12A_n66A
	Rel-15
	
	
	
	
	

	DC_12A_n77A
	Rel-17
	
	
	
	
	

	DC_12A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_12A_n78A
	Rel-16
	
	
	
	
	

	DC_13A_n2A
	Rel-16
	
	
	
	
	

	DC_13A_n66A
	Rel-15
	
	
	
	
	

	DC_13A_n77A
	Rel-17
	
	
	
	
	

	DC_14A_n2A
	Rel-16
	
	
	
	
	

	DC_14A_n66A
	Rel-16
	
	
	
	
	

	DC_14A_n77A
	Rel-17
	
	
	
	
	

	DC_14A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_18A_n77A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_18A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_18A_n79A
	Rel-15
	
	
	
	
	Yes

	DC_19A_n1A
	Rel-17
	
	
	
	
	

	DC_19A_n77A
	Rel-15
	
	
	
	
	Yes

	DC_19A_n77(2A)
	Rel-17
	
	
	
	
	Yes

	DC_19A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_19A_n78(2A)
	Rel-17
	
	
	
	Not supported
	Yes

	DC_19A_n79A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_20A_n1A
	Rel-16
	
	
	
	
	

	DC_20A_n3A
	Rel-16
	
	
	
	
	

	DC_20A_n7A
	Rel-16
	
	
	
	
	

	DC_20A_n8A
	Rel-15
	
	
	
	
	

	DC_20A_n28A
	Rel-15
	
	
	
	
	

	DC_20A_n78A
	Rel-15
	
	
	
	
	Yes

	DC_20A_n83A
	Rel-16
	
	
	
	
	

	DC_21A_n1A
	Rel-17
	
	
	
	
	

	DC_21A_n28A
	Rel-17
	
	
	
	
	

	DC_21A_n77A
	Rel-15
	
	
	
	
	Yes

	DC_21A_n77(2A)
	Rel-17
	
	
	
	
	Yes

	DC_21A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_21A_n78(2A)
	Rel-17
	
	
	
	Not supported
	Yes

	DC_21A_n79A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_25A_n41A
	Rel-15
	
	
	
	
	

	DC_26A_n41A
	Rel-16
	
	
	
	
	

	DC_26A_n77A
	Rel-16
	
	
	
	
	Yes

	DC_26A_n78A
	Rel-16
	
	
	
	
	Yes

	DC_26A_n79A
	Rel-16
	
	
	
	
	Yes

	DC_28A_n3A
	Rel-16
	
	
	
	
	

	DC_28A_n5A
	Rel-16
	
	
	
	
	

	DC_28A_n7A
	Rel-16
	
	
	
	
	

	DC_28A n51A
	Rel-15
	
	
	
	
	

	DC_28A_n77A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_28A_n78A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_28A_n79A
	Rel-15
	
	
	
	
	Yes

	DC_30A_n2A
	Rel-16
	
	
	
	
	

	DC_30A_n5A
	Rel-15
	
	
	
	
	

	DC_30A_n77A
	Rel-17
	
	
	
	
	

	DC_30A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_30A_n66A
	Rel-15
	
	
	
	
	

	DC_38A_n78A
	Rel-15
	
	
	
	
	Yes

	DC_39A_n41A
	Rel-16
	
	
	
	Not supported
	

	DC_39A_n79A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_40A_n1A
	Rel-16
	
	
	
	
	

	DC_40A_n41A
	Rel-16
	
	
	
	
	

	DC_40A_n78A
	Rel-16
	
	
	
	
	

	DC_40A_n79A
	Rel-16
	
	
	
	Not supported
	Yes

	DC_40C_n78A
	Rel-16
	
	
	
	
	

	DC_40C_n79A
	Rel-16
	
	
	
	Not supported
	Yes

	DC_41A_n28A
	Rel-16
	
	
	
	
	Yes

	DC_41A_n77A
	Rel-16
	
	
	
	
	

	DC_41A_n78A
	Rel-16
	
	
	
	
	

	DC_41A_n79A
	Rel-15
	
	
	
	Not supported
	Yes

	DC_42A_n1A
	Rel-17
	
	
	
	
	

	DC_42C_n1A
	Rel-17
	
	
	
	
	

	DC_42A_n77A
	Rel-15
	
	
	
	
	

	DC_42A_n78A
	Rel-15
	
	
	
	
	

	DC_42A_n79A
	Rel-15
	
	
	
	
	

	DC_48A_n5A
	Rel-16
	
	
	
	
	

	DC_48A_n46A
	Rel-16
	
	
	
	
	

	DC_48A_n66A
	Rel-16
	
	
	
	
	

	DC_66A_n2A
	Rel-16
	
	
	
	
	

	DC_66A_n5A
	Rel-15
	
	
	
	
	

	DC_66A-66A_n5A
	Rel-16
	
	
	
	
	

	DC_66A_n41A
	Rel-16
	
	
	
	
	

	DC_66A_n71A
	Rel-15
	
	
	
	
	

	DC_66A_n77A
	Rel-17
	
	
	
	
	

	DC_66A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_66A-n66A_n77A
	Rel-17
	
	
	
	
	

	DC_66A-66A_n77(2A)
	Rel-17
	
	
	
	
	

	DC_66A_n78A
	Rel-15
	
	
	
	
	

	DC_71A_n2A
	Rel-17
	
	
	
	
	

	DC_71A_n66A
	Rel-16
	
	
	
	
	

	Note 81:	A UE that supports ULTxSwitching on a band pair might report the uplinkTxSwitching-DL-Interruption-r16 capability on the same band pair. If UE doesn’t report this capability, no DL interruption is allowed during UL Tx switching. For certain band configurations DL interruption is not allowed according to Note 14 in Table 5.5B.4.1-1 of TS 38.101-3 [25], therefore the corresponding entry is prefilled by ‘Not Supported’.
Note 92:	For configurations with Note 7 in Table 5.5B.4.1-1 of TS 38.521-3 [7], UE capability simultaneousRxTxInterBandENDC is mandatory, therefore the corresponding entry is prefilled with ‘Yes’.
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