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	Reason for change:
	1. DLBWP.1.3 RedCap/ULBWP.1.3 RedCap are designed as the RMC for RedCap-specific dedicated BWP, and the BW of DLBWP/ULBWP.1.3 is 52/51/66/32 RBs for SCS = 15/30/120/240kHz, which equals to CBW in RedCap test. 

As a result, in NCD-SSB based measurement TCs (16.6.1.1/2/9/10, 17.6.1.3, 17.6.2.1), DLBWP.1.3 contains both CD-SSB and NCD-SSB. Then a non-conformant RedCap UE which doesn’t support NCD-SSB can still pass the test since it can perform measurement on CD-SSB.

To avoid this situation. We suggest change the BW of DLBWP/ULBWP.1.3 same the DLBWP/ULBWP.1.2, i.e. 25/25/32/16 RBs for SCS = 15/30/120/240kHz.

2. Re-establishment TCs 16.3.2.1.1/2/3/4
· Initial BWP RMC used in 16.3.2.4/5/6 are incorrect since RAN4 hasn’t define DLBWP.0.1 RedCap/ULBWP.0.1 RedCap in 38.133. Suggest align with Rel-15 re-establishment TCs, i.e using DLBWP.0.1/ULBWP.0.1.
· DLBWP.1.1 RedCap/ULBWP.1.1 RedCap is used as dedicated BWP RMC in 16.3.2.1.1/2/3, which is not aligned with 16.3.2.1.4 (DLBWP.1.1/ULBWP.1.1), considering these TC are irrelevant to RedCap-specific BWP, we suggest use DLBWP.1.1/ULBWP.1.1, which simplifies TE implementation.

3. Redirection TC 16.3.2.3.1/2/3/4
· Similar changes to dedicated BWP RMC as re-establishment TCs

4. BFR TC 16.5.2.3/4
· Similar changes to dedicated BWP RMC as re-establishment TCs

	
	

	Summary of change:
	1. BW of DLBWP/ULBWP.1.3 RedCap is updated.
2. BWP configurations in TCs mentioned are updated.

	
	

	Consequences if not approved:
	Non-conformant UE may pass the test.
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<Start of modified section >
A.8A.1	Downlink BWP configurations
Table A.8A.1-1: Downlink BWP patterns for RedCap dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	DL BWP
	
	DLBWP.1.1 RedCap
	DLBWP.1.2 RedCap
	DLBWP.1.3 RedCap

	Starting PRB index
	
	RBa Note 1
	RBb Note 2
	RBc Note 3

	SSB SCS
	kHz
	15
	30
	120
	240
	15
	30
	120
	240
	15
	30
	120
	240

	Bandwidth
	RB
	25
	25
	32
	16
	25
	25
	32
	16
	5225
	5125
	6632
	3216

	NOTE 1:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.
NOTE 2:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.
NOTE 3:	RBc is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3A.



A.8A.2	Uplink BWP configurations
Table A.8A.2-1: Uplink BWP patterns for dedicated BWP configurations
	BWP Parameters
	Unit
	Values

	UL BWP
	
	ULBWP.1.1 RedCap
	ULBWP.1.2 RedCap
	ULBWP.1.3 RedCap

	Starting PRB index
	
	RBa Note 1
	RBb Note 2
	RBc Note 3

	SSB SCS
	kHz
	15
	30
	120
	240
	15
	30
	120
	240
	15
	30
	120
	240

	Bandwidth
	RB
	25
	25
	32
	16
	25
	25
	32
	16
	5225
	5125
	6632
	3216

	NOTE 1:	RBa is the same as RBa for DLBWP.1.1 RedCap.
NOTE 2:	RBb is the same as RBb for DLBWP.1.2 RedCap.
NOTE 3:	RBc is the same as RBc for DLBWP.1.3 RedCap.


<End of modified section >
