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<Start of modified section>
	91
	Support of NTN features in GSO scenario
	38.306, 4.2.2
	Rel-17
	pc_ntn_ScenarioSupport_r17_GSO
	No
	
	UE supports NTN features in GSO scenario

	92
	Support of NTN features in NGSO scenario
	38.306, 4.2.2
	Rel-17
	pc_ ntn_ScenarioSupport_r17_NGSO
	No
	
	UE supports NTN features in NGSO scenario


<End of modified section>
<Start of modified section>
	6
	Support of MIB acquisition on shared spectrum PSCell
	38.306, 4.2.7.2a
	Rel-16
	pc_mib_Acquisition_r16
	No
	
	

	7
	Support of SIB1 acquisition for shared spectrum PCell
	38.306, 4.2.7.2a
	Rel-16
	pc_ sib1_Acquisition_r16
	No
	
	

	8
	Support of UL on dynamic channel access
	38.306, 4.2.7.2a
	Rel-16
	pc_ul_DynamicChAccess_r16
	No
	
	


<End of modified section> 



<Start of modified section>

	77
	Support of Re-17 relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE
	38.306, 5.6
	Rel-17
	pc_Relaxed_Measurement_r17
	No
	
	

	78
	Support of Rel-17 BFD relaxation criteria
	38.306, 4.2.7.2
	Rel-17
	pc_bfd-_Relaxation_r17
	No
	
	

	79
	Support of Rel-17 RLM relaxation criteria
	38.306, 4.2.7.2
	Rel-17
	pc_rlm-_Relaxation_r17
	No
	
	

	80
	Indicates the support of simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band NR CA. If this field is included in ca-ParametersNR-ForDC, it indicates the UE supports simultaneous transmission and reception between any UL/DL band pair within a cell group and across MCG and SCG in TDD-TDD and TDD-FDD inter-band NR-DC.
	38.306, 4.2.7
	Rel-17
	pc_simultaneous_RxTx_InterBandCA
	No
	
	If the capability is supported then the band pair(s) for which it is supported shall be indicated in Table A.4.3.2A.4.1-3

	81
	Indicates whether the UE can perform inter-frequency SSB based measurements without measurement gaps if the SSB is completely contained in the active BWP of the UE as specified in TS 38.133 [5]. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of cells to be measured.
	38.306, 4.2.9
	Rel-16
	pc_ interFrequencyMeas_NoGap_r16
	No
	
	

	82
	Indicates whether the UE supports 2 parallel measurement gaps for NTN SSB
based RRM measurements
	38.306, 4.2.9
	Rel-17
	pc_parallelMeasGap_r17
	No
	
	If a UE supports this feature, then it supports r17 NTN



<Start of modified section>
	17
	UE supports asynchronous inter-frequency DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_interFreqAsyncDAPS_r16
	No
	
	

	18
	UE supports different SCSs in source PCell and inter-frequency target PCell in DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_ inteFreqDiffSCS_DAPS_r16
	No
	
	

	19
	Support conditional PSCell change
	38.306, 4.2.7.2
	Rel-16
	pc_condPSCellChange_r16
	No
	
	



<End of modified section>
<Start of modified section>
	22
	supports 64 SL HARQ processes for NR PSSCH reception across all links
	38.306, 4.2.16.1.6
	Rel-16
	pc_harq_RxProcessSidelink_n64
	No
	
	

	23
	Support of NR L2 sidelink relay UE operation
	38.306, 4.2.16.1.1
	Rel-17
	pc_relayUE-_Operation-L2-r17
	No
	
	

	24
	Support of NR L2 sidelink remote UE operation
	38.306, 4.2.16.1.1
	Rel-17
	pc_remoteUE-_Operation-L2-r17
	No
	
	



<End of modified section>

<Start of modified section>
	5
	Support of Half-duplex FDD operation (instead of full-duplex FDD operation) type A for RedCap UE.
	38.306
4.2.21.6.1
	Rel-17
	pc_halfDuplexFDD_TypeA_RedCap_r17
	No
	
	FDD FR1 only

	6
	Support of relaxed RRM measurements in RRC_CONNECTED for RedCap UE.
	38.306
4.2.21.5
	Rel-17
	pc_rrm_RelaxationRRC_ConnectedRedCap _r17
	No
	
	

	7
	Support of initiating
UE Assistance Information procedure immediately upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode.
	TS 38.331
5.7.4.2
	Rel-17
	pc_UAI_rrm_RelaxationRRC_ConnectedRedCap
	No
	
	The UE will initiate 
UE Assistance Information procedure immediately upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode.
It is only applicable for RedCap UE.



<End of modified section>

<Start of modified section>
	Item
	UE Sidelink Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support one or more Multi-SIM features include N1 NAS signalling connection release/Paging indication for voice services/Reject paging request/Paging restriction/IMSI offset and so on.
	24.501, 4.25
	Rel-17
	pc_5GC _MUSIM
	No
	
	

	2
	Support of Multi-SIM N1 NAS signalling connection release
	24.501, 4.25
	Rel-17
	pc_5GC_MUSIM_NCR
	No
	
	



<End of modified section>
<Start of modified section>
	6
	Support of NACK-only based HARQ-ACK feedback for multicast corresponding to a specific sequence or a PUCCH transmission
	38.306, 4.2.7.4
	Rel-17
	pc_nack_OnlyFeedbackSpecificResourceForMulticast_r17
	No
	
	This PICS can only be set to true when pc_nack_OnlyFeedbackForMulticast_r17 is set to true.

	7
	Support of multiplexing HARQ-ACK for unicast and for multicast with the same priority and different HARQ-ACK codebook types in a PUCCH or in a PUSCH.
	38.306, 4.2.7.4
	Rel-17
	pc_mux_HARQ_ACK_ UnicastMulticast_r17
	No
	
	

	8
	Support of DCI format 4_2 with CRC scrambled with G-RNTI for multicast.
	38.306, 4.2.7.2
	Rel-17
	pc_dynamicMulticastDCI_Format4_2_r17

	No
	
	This PICS can only be set to true when pc_dynamicMulticastPCell_ r17 is set to true.



<End of modified section>
<Start of modified section>
	21
	Support of storage and delivery of multiple CEF reports
	38.306, 4.2.18
	Rel-17
	pc_multiple_CEF_Report_r17
	UE supports the storage and delivery of multiple CEF reports upon request from the network

	22
	Support of the storage of Early Measurement Logging in logged measurements.
	38.306, 4.2.18
	Rel-17
	pc_ earlyMeasLog_r17
	UE supports the storage of Early Measurement Logging in logged measurements and the reporting upon request from the network as specified in TS 38.331

	23
	Support of IDC problem detection
	38.331, 6.2.2
	Rel-17
	pc_inDeviceCoexDetected_r17
	UE supports that measurement logging is suspended due to IDC problem detection



<End of modified section>
