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<<< START OF CHANGES >>>
[bookmark: _Toc516760256][bookmark: _Toc68601386]Annex F (normative): Maximum uncertainty of test system and test tolerance
[bookmark: _Toc516760257][bookmark: _Toc68601387]F.1	Maximum uncertainty of test system
The maximum acceptable uncertainty of the Test System is specified in Table F.1-1 for each test, where appropriate. The Test System shall enable each test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values and are valid for a confidence level of 95 %.
In Annex B, the estimation of measurement uncertainty is defined.
Table F.1-1: Maximum Test System uncertainties for MIMO OTA tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.1.2 Total Radiated Multi-Antenna Sensitivity (TRMS)
	±2.61 dB for ≤3GHz
±2.65 dB for >3GHz
	Refer to Annex B



[bookmark: _Toc516760258][bookmark: _Toc68601388]F.2	Test tolerances
Test tolerances in Table F.2-1 are used to relax the Minimum Requirements in the present document and to derive the Test Requirements.
Table F.2-1: Test Tolerances for OTA tests
	Clause
	Test Tolerance

	6.1.2 Total Radiated Multi-Antenna Sensitivity (TRMS)
	1dB for ≤3GHz
1dB for >3GHz
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