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-------- Start of changes --------
[bookmark: _Toc27477835][bookmark: _Toc36226519][bookmark: _Toc44323776][bookmark: _Toc52989944][bookmark: _Toc60823140][bookmark: _Toc60825062][bookmark: _Toc69305959][bookmark: _Toc69309788][bookmark: _Toc76020100][bookmark: _Toc83720573][bookmark: _Toc90916429][bookmark: _Toc90916626][bookmark: _Toc90917382]6.2A.1	UE maximum output power for CA
[bookmark: _Toc27477836][bookmark: _Toc36226520][bookmark: _Toc44323777][bookmark: _Toc52989945][bookmark: _Toc60823141][bookmark: _Toc60825063][bookmark: _Toc69305960][bookmark: _Toc69309789][bookmark: _Toc76020101][bookmark: _Toc83720574][bookmark: _Toc90916430][bookmark: _Toc90916627][bookmark: _Toc90917383]6.2A.1.0	Minimum conformance requirements
[bookmark: _Toc27477837][bookmark: _Toc36226521][bookmark: _Toc44323778][bookmark: _Toc52989946][bookmark: _Toc60823142][bookmark: _Toc60825064][bookmark: _Toc69305961][bookmark: _Toc69309790][bookmark: _Toc76020102][bookmark: _Toc83720575][bookmark: _Toc90916431][bookmark: _Toc90916628][bookmark: _Toc90917384]6.2A.1.0.1	Void
[bookmark: _Toc27477838][bookmark: _Toc36226522][bookmark: _Toc44323779][bookmark: _Toc52989947][bookmark: _Toc60823143][bookmark: _Toc60825065][bookmark: _Toc69305962][bookmark: _Toc69309791][bookmark: _Toc76020103][bookmark: _Toc83720576][bookmark: _Toc90916432][bookmark: _Toc90916629][bookmark: _Toc90917385]6.2A.1.0.2	Void
[bookmark: _Toc27477839][bookmark: _Toc36226523][bookmark: _Toc44323780][bookmark: _Toc52989948][bookmark: _Toc60823144][bookmark: _Toc60825066][bookmark: _Toc69305963][bookmark: _Toc69309792][bookmark: _Toc76020104][bookmark: _Toc83720577][bookmark: _Toc90916433][bookmark: _Toc90916630][bookmark: _Toc90917386]6.2A.1.0.3	UE maximum output power for Inter-band CA
For inter-band downlink carrier aggregation with one uplink carrier assigned to one NR band, the transmitter power requirements in Table 6.2.1.3-1 apply for power class 3 and other power classes if indicated in clause 5.5A.3.
For inter-band carrier aggregation with two uplink contiguous carrier assigned to one NR band, the transmitter power requirements specified in clause 6.2A.1.0.4 apply.
For inter-band carrier aggregation with two uplink non-contiguous carrier assigned to one NR band, the transmitter power requirements specified in clause 6.2A.1.0.5 apply.
For inter-band uplink carrier aggregation with uplink assigned to two NR bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is defined as the sum of maximum output power from each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). The maximum output power is specified in Table 6.2A.1.0.3-1.
Table 6.2A.1.0.3-1: UE Power Class for uplink inter-band CA (two bands)
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n1A-n3A
	
	
	
	
	23
	+2/-3
	
	

	CA_n1A-n8A
	
	
	
	
	23
	+2/-3
	
	

	CA_n1A-n28A
	
	
	
	
	23
	+2/-3
	
	

	CA_n1A-n78A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n1A-n79A
	
	
	
	
	23
	+2/-3
	
	

	CA_n2A-n5A
	
	
	
	
	23
	+2/-3
	
	

	CA_n2A-n14A
	
	
	
	
	23
	+2/-3
	
	

	CA_n2A-n48A
	
	
	
	
	23
	+2/-3
	
	

	CA_n2A-n66A
	
	
	
	
	23
	+2/-3
	
	

	CA_n2A-n77A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n3A-n5A
	
	
	
	
	23
	+2/-3
	
	

	CA_n3A-n8A
	
	
	
	
	23
	+2/-3
	
	

	CA_n3A-n28A
	
	
	
	
	23
	+2/-3
	
	

	CA_n3A-n41A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n3A-n77A
	
	
	
	
	23
	+2/-3
	
	

	CA_n3A-n78A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n5A-n7A
	
	
	
	
	23
	+2/-3
	
	

	CA_n5A-n48A
	
	
	
	
	23
	+2/-3
	
	

	CA_n5A-n66A
	
	
	
	
	23
	+2/-3
	
	

	CA_n5A-n77A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n5A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n7A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n8A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n14A-n30A
	
	
	
	
	23
	+2/-3
	
	

	CA_n14A-n66A
	
	
	
	
	23
	+2/-3
	
	

	CA_n14A-n77A
	
	
	
	
	23
	+2/-3
	
	

	CA_n20A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n24A-n41A
	
	
	
	
	23
	+2/-3
	
	

	CA_n24A-n48A
	
	
	
	
	23
	+2/-3
	
	

	CA_n24A-n77A
	
	
	
	
	23
	+2/-3
	
	

	CA_n25A-n66A
	
	
	
	
	23
	+2/-3
	
	

	CA_n25A-n77A
	
	
	
	
	23
	+2/-3
	
	

	CA_n25A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n26A-n66A
	
	
	
	
	23
	+2/-3
	
	

	CA_n26A-n70A
	
	
	
	
	23
	+2/-3
	
	

	CA_n28A-n41A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n28A-n77A
	
	
	
	
	23
	+2/-3
	
	

	CA_n28A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n28A-n79A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n39A-n41A
	
	
	
	
	23
	+2/-3
	
	

	CA_n41A-n79A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n48A-n66A
	
	
	
	
	23
	+2/-3
	
	

	CA_n48A-n70A
	
	
	
	
	23
	+2/-3
	
	

	CA_n48A-n71A
	
	
	
	
	23
	+2/-3
	
	

	CA_n66A-n71A
	
	
	
	
	23
	+2/-3
	
	

	CA_n66A-n77A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	CA_n66A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n70A-n71A
	
	
	
	
	23
	+2/-3
	
	

	CA_n71A-n77A
	
	
	266
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:	Void.
NOTE 2:	An uplink CA configuration in which at least one of the bands has NOTE 3 in Table 6.2.1.3-1 is allowed to reduce the lower tolerance limit by 1.5dB when the transmission bandwidths of at least one of the bands is confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated.
NOTE 6:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band.
[bookmark: OLE_LINK4]NOTE 7:	The UE that supports a PC2 uplink CA configuration with single carrier for each individual band and a composite of supporting PC3 within an NR TDD or FDD band and PC2 within a second NR TDD band may signal a higherPowerLimit-r17 capability whereby the maximum output power indicated in the table may be exceeded in accordance with sub-clause 6.2A.4.1.3. The power classes referenced are according to the reported ue-PowerClassPerBandPerBC-r17 if indicated or ue-PowerClass otherwise.


[bookmark: _Hlk52890018]
If a UE supports a different power class than the default UE power class for the band combination listed in Table 6.2A.1.0.3-1 and the supported power class enables the higher maximum output power than that of the default power class:
–	if the field of UE capability maxUplinkDutyCycle-interBandCA-PC2 is not absent and the average percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-interBandCA-PC2 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or
–	if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower;
–	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in clause 6.2A.4;
–	else;
–	shall apply all requirements for the supported power class and set the configured transmitted power as specified in clause 6.2A.4 (regardless of the average percentage of uplink symbols if the field of UE capability maxUplinkDutyCycle-interBandCA-PC2 is absent).
The average percentage of uplink symbols is defined as 50%  ( DutyNR, x /maxDutyNR,x + DutyNR, y /maxDutyNR,y, ). DutyNR, x, DutyNR, y represent the actual percentage of uplink symbols transmitted in the same evaluation period (The exact evaluation period is no less than one radio frame) for NR Band x, NR Band y respectively; maxDutyNR,x, maxDutyNR,y represent the field of UE capability maxUplinkDutyCycle-PC2-FR1 per band as defined in TS 38.331.  For NR Band x or NR Band y, 
–	if power class of one or both of the bands within the band combination is power class 2 and the corresponding UE capability maxUplinkDutyCycle-PC2-FR1 is absent;
–	the corresponding maxDutyNR,x or maxDutyNR,y is equal to 50%;
–	else if the band is configured with power class 3;
–	the corresponding maxDutyNR,x or maxDutyNR,y is equal to 100%.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.2A.1.3.
Table 6.2A.1.0.3-2: Void
[bookmark: _Toc45888106][bookmark: _Toc45888705][bookmark: _Toc52989949][bookmark: _Toc60823145][bookmark: _Toc60825067][bookmark: _Toc69305964][bookmark: _Toc69309793][bookmark: _Toc76020105][bookmark: _Toc83720578][bookmark: _Toc90916434][bookmark: _Toc90916631][bookmark: _Toc90917387]6.2A.1.0.4	UE maximum output power for Intra-band contiguous CA
For uplink intra-band contiguous carrier aggregation, the maximum output power is specified in Table 6.2A.1.0.4-1.
For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the NR band, the maximum output power is specified in Table 6.2.1.3-1 for power class 3 and other power classes if indicated in clause 5.5A.1.
Table 6.2A.1.0.4-1: UE Power Class for intra-band contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n41C
	
	
	26
	+2/-3
	23
	+2/-2
	
	

	CA_n48B
	
	
	
	
	23
	+2/-3
	
	

	CA_n77C
	
	
	
	
	23
	+2/-3
	
	

	CA_n78C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n79C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	An uplink CA configuration in which the band has NOTE 3 in Table 6.2.1.3-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of the band are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).



[bookmark: _Toc83720579][bookmark: _Toc90916435][bookmark: _Toc90916632][bookmark: _Toc90917388]6.2A.1.0.5	UE maximum output power for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in clause 6.2.1 apply for power class 3 and other power classes if indicated in clause 5.5A.2.
For intra-band non-contiguous carrier aggregation with two uplink carriers the maximum output power is specified in Table 6.2A.1.0.5-1.
Table 6.2A.1.0.5-1: UE Power Class for intraband non-contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n77(2A)
	
	
	
	
	23
	+2/-3
	
	

	CA_n78(2A)
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	An uplink CA configuration in which the band has NOTE 3 in Table 6.2.1.3-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of the band are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For intra-band non-contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).



[bookmark: _Toc27477840][bookmark: _Toc36226524][bookmark: _Toc44323781][bookmark: _Toc52989950][bookmark: _Toc60823146][bookmark: _Toc60825068][bookmark: _Toc69305965][bookmark: _Toc69309794][bookmark: _Toc76020106][bookmark: _Toc83720580][bookmark: _Toc90916436][bookmark: _Toc90916633][bookmark: _Toc90917389]6.2A.1.1	UE maximum output power for CA (2UL CA)
Editor’s Note:
No test points are defined for intra-band contiguous UL CA and intra-band non-contiguous UL CA since there is no configuration satisfying MPR=0dB requirements in TS 38.101-1. Testing with lowest value of MPR will be covered in 6.2A.2.
[bookmark: _Toc52989951][bookmark: _Toc60823147][bookmark: _Toc60825069][bookmark: _Toc69305966]6.2A.1.1.1	Test purpose
To verify that the error of the UE maximum output power in two uplink carrier aggregation does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
[bookmark: _Toc52989952][bookmark: _Toc60823148][bookmark: _Toc60825070][bookmark: _Toc69305967]6.2A.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support NR 2UL CA.
NOTE: Testing for intra-band contiguous and non-contiguous CA can’t be performed due to lack of appropriate test points.
[bookmark: _Toc52989953][bookmark: _Toc60823149][bookmark: _Toc60825071][bookmark: _Toc69305968]6.2A.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.2A.1.0.
[bookmark: _Toc52989954][bookmark: _Toc60823150][bookmark: _Toc60825072][bookmark: _Toc69305969]6.2A.1.1.4	Test description
6.2A.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configurations specified in 5.5A. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2A.1.1.4.1-1 and table 6.2A.1.1.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2A.1.1.4.1-1: Inter-band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range for PCC and SCC
High range for PCC and SCC

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg, Highest NRB_agg

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs 
	RB allocation (NOTE 1)

	
	
	(NOTE 2)
	PCC
	SCC

	1
	N/A for this test
	DFT-s-OFDM Pi/2 BPSK
	Inner Full
	Inner Full

	2
	
	DFT-s-OFDM Pi/2 BPSK
	Inner 1RB Left
	Inner 1RB Left

	3
	
	DFT-s-OFDM Pi/2 BPSK
	Inner 1RB Right
	Inner 1RB Right

	4
	
	DFT-s-OFDM QPSK
	Inner Full
	Inner Full

	5
	
	DFT-s-OFDM QPSK
	Inner 1RB Left
	Inner 1RB Left

	6
	
	DFT-s-OFDM QPSK
	Inner 1RB Right
	Inner 1RB Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM Pi/2 BPSK test applies only for UEs which supports Pi/2 BPSK in FR1.



Table 6.2A.1.1.4.1-2: Intra-band contiguous CA Test Configuration Table
NOTE:	No test points are defined since there is no configuration satisfying MPR=0dB requirements in TS 38.101-1.
Table 6.2A.1.1.4.1-3: Intra-band non-contiguous CA Test Configuration Table
NOTE:	No test points are defined since there is no configuration satisfying MPR=0dB requirements in RAN4.
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2A.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2A.1.1.4.3.
6.2A.1.1.4.2	Test procedure
1.	Configure SCC according to Annex C.0, C.1, C.2 for all downlink physical channels.
2.	The SS shall configure SCC as per TS 38.508-1 [5] clause 5.5.1. Message contents are defined in clause 6.2A.1.1.4.3.
3.	SS activates SCC by sending the activation MAC CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 2 seconds (Refer TS 38.133[19], clause 9.3).
4.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2A.1.1.4.1-1 on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
5.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.
[bookmark: _Hlk95313891]6.	Measure the sum of mean transmitted power over all component carriers in the CA configuration of the radio access mode. The period of measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD symbols with transient periods are not under test. For FDD band in inter-band CA with both TDD band and FDD band, only slots overlapping with only UL symbols in TDD are under test.
6.2A.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4 with the following exceptions.
Table 6.2A.1.1.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



[bookmark: _Hlk70609196]Table 6.2A.1.1.4.3-2: FrequencyInfoUL-SIB
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	Power class 3 and Inter-band CA

	
	23
	
	Power class 2 and Inter-band CA



[bookmark: _Toc52989955][bookmark: _Toc60823151][bookmark: _Toc60825073][bookmark: _Toc69305970]6.2A.1.1.5	Test requirement
The maximum output power for CA, derived in step 6 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2A.1.1.5-1 for Inter-band 2 UL CA configuration. The test requirement of configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41.
Table 6.2A.1.1.5-1: Maximum Output Power test requirement for Power Class 3
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n1A-n3A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n1A-n8A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n1A-n28A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n1A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n1A-n79A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n2A-n5A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n2A-n14A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n2A-n48A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n2A-n66A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n2A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n5A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n8A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n28A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n41A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n5A-n7A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n5A-n48A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n5A-n66A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n5A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n5A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n7A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n8A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n14A-n30A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n14A-n66A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n14A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n20A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n24A-n41A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n24A-n48A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n24A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n25A-n66A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n25A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n25A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n26A-n66A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n26A-n70A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n28A-n41A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n28A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n28A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n28A-n79A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n39A-n41A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n41A-n79A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n48A-n66A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n48A-n70A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n48A-n71A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n66A-n71A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n66A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n66A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n70A-n71A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n71A-n77A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	NOTE 1:	Void.
NOTE 2:	An uplink CA configuration in which at least one of the bands has NOTE 3 in Table 6.2.1.3-1 is allowed to reduce the lower tolerance limit by 1.5dB when the transmission bandwidths of at least one of the bands is confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated.
NOTE 6:	The TT for 2UL CA Maximum Output Power is in the maximum TT among all UL CCs. For TT of each UL CC refers to Table 6.2A.1.1.5-2.
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-------- Skipped unchanged clauses --------
6.2A.3.0.3	UE additional maximum output power reduction for inter-band CA
Unless otherwise stated, for inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in subclause 6.2.3 apply for each uplink component carrier.
Unless specified in Table 6.2A.3.0.3-1, for inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in clause 6.2.3 apply only to the indicated carrier. The requirements in Table 6.2A.3.0.3-1 are specified in terms of an additional spectrum emission requirement with their associated network signalling values and the allowed A-MPR. Unless otherwise stated, the combined requirements and allowed A-MPR are applicable on both bands when both component carriers are active. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet the additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.  
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. In case of a power class 3 UE, when IE powerBoostPi2BPSK is set to 1, power class 2 A-MPR values apply.
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1.
The emission requirements specified in Table 6.2A.3.0.3-1 also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.2A.3.0.3-1: Additional Requirements for uplink inter-band carrier aggregation (two-bands)
	4
	Band
	Applied
NS
	Requirements
(clause)
	A-MPR
(table/clause)
	Note

	
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	

	CA_n1-n3
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	1

	
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	

	
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	

	CA_n1-n8
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	1

	
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n1-n28
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	1,2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n1-n78
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n1-n79
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n3-n28
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1,2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n3-n41
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n3-n78
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n77
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n78
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n8-n78
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n24-n41
	n24
	56
	6.5.3.3.3.27
	Clause 6.2.3.3.30
	

	
	n41
	04
	6.5.2.3.3.2, 6.5.3.3.3.1
	Clause 6.2.3.3.2
	

	CA_n24-n48
	n24
	56
	6.5.3.3.3.27
	Clause 6.2.3.3.30
	

	
	n48
	27
	6.5.2.3.3.8, 6.5.3.3.3.14
	Clause 6.2.3.3.16
	

	CA_n24-n77
	n24
	56
	6.5.3.3.3.27
	Clause 6.2.3.3.30
	

	
	n77
	55
	NOTE 6
	N/A
	

	CA_n28-n41
	n28
	17
	6.5.3.3.2
	N/A
	2

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n28-n78
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n28-n79
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n41-n79
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	NOTE 1:	NS_05U, NS_43U and NS_100 can be signalled for NR bands that have UTRA services deployed and the requirements in clause 6.5.2.4.2 are only applicable to the signalling carrier.
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 3:	TBD
NOTE 4:	TBD
NOTE 5:	TBD
NOTE 6:	This NS value is applicable for cells in the range 3450 – 3550 MHz for operations in the USA. This NS value does not indicate any additional spurious emission and maximum output power reduction requirements.




-------- Skipped unchanged clauses --------
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[bookmark: _Toc27477856][bookmark: _Toc36226540][bookmark: _Toc44323797]6.2A.4.0.1.1	Void
[bookmark: _Toc27477857][bookmark: _Toc36226541][bookmark: _Toc44323798]6.2A.4.0.1.2	Void
6.2A.4.0.2.3	ΔTIB,c for Inter-band CA
Table 6.2A.4.0.2.3-1: ΔTIB,c due to NR CA (two bands)
	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n1-n3
	n1
	0.3

	
	n3
	0.3

	CA_n1-n8
	n1
	0.3

	
	n8
	0.3

	CA_n1-n28
	n1
	0.3

	
	n28
	0.6

	CA_n1-n77
	n1
	0.6

	
	n77
	0.8

	CA_n1-n78
	n1
	0.3

	
	n78
	0.8

	CA_n2-n5
	n2
	0.3

	
	n5
	0.3

	CA_n2-n14
	n2
	0.3

	
	n14
	0.3

	CA_n2-n48
	n2
	0.6

	
	n48
	0.8

	CA_n2-n66
	n2
	0.5

	
	n66
	0.5

	CA_n2-n77
	n2
	0.6

	
	n77
	0.8

	CA_n3-n5
	n3
	0.3

	
	n5
	0.3

	CA_n3-n8
	n3
	0.3

	
	n8
	0.3

	CA_n3-n28
	n3
	0.3

	
	n28
	0.3

	CA_n3-n41
	n3
	0.5

	
	n41
	0.34

	
	
	0.85

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3-n78
	n3
	0.6

	
	n78
	0.8

	CA_n5-n48
	n5
	0.3

	
	n48
	0.3

	CA_n5-n66
	n5
	0.3

	
	n66
	0.3

	CA_n5-n77
	n5
	0.6

	
	n77
	0.8

	CA_n8-n78
	n8
	0.6

	
	n78
	0.8

	CA_n14-n30
	n14
	0.3

	
	n30
	0.3

	CA_n14-n66
	n14
	0.3

	
	n66
	0.3

	CA_n14-n77
	n14
	0.5

	
	n77
	0.8

	CA_n20-n78
	n20
	0.6

	
	n78
	0.8

	
	n24
	0.3

	CA_n24-n41
	n41
	0.44

	
	
	0.95

	CA_n24-n48
	n24
	0.6

	
	n48
	0.8

	CA_n24-n77
	n24
	0.6

	
	n77
	0.8

	CA_n25-n66
	n25
	0.5

	
	n66
	0.5

	CA_n25-n77
	n25
	0.6

	
	n77
	0.8

	CA_n28-n41
	n28
	0.3

	
	n41
	0.3

	CA_n28-n77
	n28
	0.5

	
	n77
	0.8

	CA_n28-n78
	n28
	0.5

	
	n78
	0.8

	CA_n28-n79
	n28
	0.5

	
	n79
	0.8

	CA_n39-n41
	n39
	02

	
	n41
	02

	
	n39
	0.53

	
	n41
	0.53

	CA_n41-n79
	n41
	0.3

	
	n79
	0.8

	CA_n48-n66
	n48
	0.8

	
	n66
	0.6

	CA_n66-n70
	n66
	0.5

	
	n70
	0.5

	CA_n66-n71
	n66
	0.3

	
	n71
	0.3

	CA_n66-n77
	n66
	0.6

	
	n77
	0.8

	CA_n66-n78
	n66
	0.6

	
	n78
	0.8

	CA_n70-n71
	n70
	0.3

	
	n71
	0.6

	CA_n71-n77
	n71
	0.5

	
	n77
	0.8

	CA_n77-n79
	n77
	0.5

	
	n79
	0.5

	
	n78
	0.5

	CA_n78-n79
	
	1.56

	
	n79
	0.5

	
	
	1.56

	NOTE 1:	FFS.
NOTE 2:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2515-2690 MHz. 
NOTE 5:	The requirement is applied for UE transmitting on the frequency range of 2496-2515 MHz.
NOTE 6:	The requirements only apply for UE supporting inter-band carrier aggregation with simultaneous Rx/Tx capability, and NR UL carrier frequencies are confined to 3700 MHz-3800MHz for n78 and 4400 MHz-4500MHz for n79. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.




-------- End of changes --------

