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[bookmark: _Toc61378077][bookmark: _Toc61378552][bookmark: _Toc67953738][bookmark: _Toc68733405][bookmark: _Toc68784721][bookmark: _Toc76736677][bookmark: _Toc77241089][bookmark: _Toc77241594][bookmark: _Toc83742970][bookmark: _Toc83909491][bookmark: _Toc91071458][bookmark: _Toc21351505][bookmark: _Toc29807087][bookmark: _Toc36648801][bookmark: _Toc36651526][bookmark: _Toc37256460][bookmark: _Toc37256801][bookmark: _Toc45890492][bookmark: _Toc45891716][bookmark: _Toc45892126][bookmark: _Toc45892536][bookmark: _Toc52352949][bookmark: _Toc53174772][bookmark: _Toc61375921][bookmark: _Toc61376333][bookmark: _Toc67938603][bookmark: _Toc76454205][bookmark: _Toc76719625][bookmark: _Toc76720145][bookmark: _Toc83742842][bookmark: _Toc83887217][bookmark: _Toc83888018][bookmark: _Toc90588672][bookmark: _Toc21345396][bookmark: _Toc29806245][bookmark: _Toc37255778][bookmark: _Toc37256119][bookmark: _Toc45889956][bookmark: _Toc52381781][bookmark: _Toc61374880][bookmark: _Toc67936231][bookmark: _Toc67937104][bookmark: _Toc76452340][bookmark: _Toc76630183][bookmark: _Toc83742743][bookmark: _Toc83886857][bookmark: _Toc83887657][bookmark: _Toc90588498]<< Start of changes >>
[bookmark: _Toc44323935][bookmark: _Toc52990128][bookmark: _Toc60823327][bookmark: _Toc60825249][bookmark: _Toc69306150][bookmark: _Toc69309871][bookmark: _Toc76020186][bookmark: _Toc83720668]6.3C.1	Minimum output power for SUL
[bookmark: _Toc44323936][bookmark: _Toc52990129][bookmark: _Toc60823328][bookmark: _Toc60825250][bookmark: _Toc69306151]6.3C.1.1	Test purpose
Same test purpose as in clause 6.3.1.1
[bookmark: _Toc44323937][bookmark: _Toc52990130][bookmark: _Toc60823329][bookmark: _Toc60825251][bookmark: _Toc69306152]6.3C.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc44323938][bookmark: _Toc52990131][bookmark: _Toc60823330][bookmark: _Toc60825252][bookmark: _Toc69306153]6.3C.1.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.3.1.
[bookmark: _Toc44323939][bookmark: _Toc52990132][bookmark: _Toc60823331][bookmark: _Toc60825253][bookmark: _Toc69306154]6.3C.1.4	Test description
Same test description as specified in clause 6.3.1.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.3.1.4.1-1  use Table 6.3C.1.4-1
Table 6.3C.1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low, Mid, High range for SUL carrier
Mid-range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier
Lowest for Non-SUL carrier 

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	N/A 
	N/A
	Modulation
	RB allocation (NOTE 2)

	1
	
	
	DFT-s-OFDM QPSK
	Outer Full

	NOTE 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3:	DFT-s-OFDM PIi/2 BPSK test applies only for UEs which supports half Pi/2 BPSK in FR1.



-	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.4 for TE diagram and section A.3.2 for UE diagram.
-	The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3.
-	Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
[bookmark: _Toc44323940]Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Table 4.6.1-28 with condition SUL AND (RF OR RRM), Tables 4.6.3-14 with condition SUL_SUL for SUL carrier, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL, additionally the following exception shown in Table 6.3C.1.4-2 is considered.
Table 6.3C.1.4-2: PUSCH-Config
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



[bookmark: OLE_LINK32]Table 6.3C.1.4-3: Void
[bookmark: _Toc52990133][bookmark: _Toc60823332][bookmark: _Toc60825254][bookmark: _Toc69306155]6.3C.1.5	Test requirement
The minimum output power, derived in step 3 shall not exceed the values specified in Table 6.3C.1.5-1.
Table 6.3C.1.5-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-40+TT
	4.515

	10
	-40+TT
	9.375

	15
	-40+TT
	14.235

	20
	-40+TT
	19.095

	25
	-39+TT
	23.955

	30
	-38.2+TT
	28.815

	40
	-37+TT
	38.895

	50
	-36+TT
	48.615

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.3C.1.5-2



Table 6.3C.1.5-2: Test Tolerance (Minimum output power)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	1.0 dB
	1.3 dB

	40MHz < BW ≤ 100MHz
	1.3 dB
	1.3 dB
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