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[bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: _Toc76020187][bookmark: _Toc83720669][bookmark: OLE_LINK54]6.3C.2	Transmit OFF power for SUL
[bookmark: _Toc44323942][bookmark: _Toc52990135][bookmark: _Toc60823334][bookmark: _Toc60825256][bookmark: _Toc69306157]6.3C.2.1	Test purpose
Same test purpose as in clause 6.3.2.1
[bookmark: _Toc44323943][bookmark: _Toc52990136][bookmark: _Toc60823335][bookmark: _Toc60825257][bookmark: _Toc69306158]6.3C.2.2	Test applicability
The requirements of this test apply in test cases 6.3C.3 Transmit ON/OFF time mask for SUL to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc44323944][bookmark: _Toc52990137][bookmark: _Toc60823336][bookmark: _Toc60825258][bookmark: _Toc69306159]6.3C.2.3	Minimum conformance requirements
[bookmark: OLE_LINK27]For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3 and 6.3.2.
[bookmark: _Toc44323945][bookmark: _Toc52990138][bookmark: _Toc60823337][bookmark: _Toc60825259][bookmark: _Toc69306160]6.3C.2.4	Test description
This test is covered by clause 6.3C.3 Transmit ON/OFF time mask for SUL.
[bookmark: _Toc44323946][bookmark: _Toc52990139][bookmark: _Toc60823338][bookmark: _Toc60825260][bookmark: _Toc69306161]6.3C.2.5	Test requirement
The requirement for the transmit Transmit OFF power for SUL shall not exceed the values specified in Table 6.3C.2.5-1.
Table 6.3C.2.5-1: Transmit OFF power
	Channel bandwidth
(MHz)
	Transmit OFF power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-50+TT
	4.515

	10
	-50+TT
	9.375

	15
	-50+TT
	14.235

	20
	-50+TT
	19.095

	25
	-50+TT
	23.955

	30
	-50+TT
	28.815

	40
	-50+TT
	38.895

	50
	-50+TT
	48.615

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.3C.2.5-2



Table 6.3C.2.5-2: Test Tolerance (Transmit OFF power)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	1.5 dB
	1.8 dB
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